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NEWFIELD

October 24, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Application for Permit to Drill
Federal 16-22-9-16

Dear Diana:

Enclosed find an APD on the above referenced well. This will be a directional well
drilled off of the proposed Federal 9-22-9-16. If you have any questions, feel free to give
either Dave Allred or myself a call.

Sincerel i

Mandie Crozier
Regulatory Specialist

1TIC

enclosures

RECEIVED
OCT25 2008

DN.0FOlL,GAS&MENG
Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)
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Form 3160-3 FORM APPROVED
(September 2001) OMB No. 1004-0136

Expires January 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-74392
6. If Indian, Allottee or Tribe NameAPPLICATION FOR PERMIT TO DRILL OR REENTER

N/A

la. Type of Work: | DRILL Ü REENTER
7. If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Ü Gas Well Ü Other Single Zone O Multiple Zone Federal 16-22-9-16
2. Name of Operator 9. API Well No.
Newfield Production Company jd 13- $§ 34

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Explorato
,

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte p
4. Location ofWell (Report location clearly and in accordance with any State requirements *) I 1. Sec., T., R., M., or Blk. and Survey or Area

At surface NE/SE 2068' FSL 649' FEL
ISE Sec. 22, T9S R16EAt proposed prod. zone SEISE 659' FSL 664' FEL

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
Approximatley 19.1 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well
location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 1987 f/lse, NA flunit 2080.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1424' 6075' UTBOOo192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
5800' GL 1st Quarter 2007 Approxirnately seven (7) days frorn spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.l, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shallbefiledwiththeappropriateForestServiceOffice). 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Sie atu Name (Printed/Typed) Date

Title
MandieCrozier 10/24/06

Re to ialist
App ved b (i <ortu - Name (Printed/Typed) Date

BRADLEYG. HILL og~-opey
Title OfENVIRONMENTAL

Application approval does not warrant or certify the the applicant holds legal or uitable title to those rights in the subject le which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

mictionsonreverse)

gas y-7 vo o «ny, 24,



TOS, Ri 6 E, S. L.B. &M. NEWPÆLDPRODUCTIONCOXPANY

S89'57'W - 79.16 (G.L.O.) WELL LOCATION, FEDERAL 16-22-9-16
2629.55' (Measured) THE TOP OF HOLE LOCATEDAS SHOWNssp•25'16"w

-- 2639.18' (Meas.) SB9'57'W GL.O. (Bosis et Bearings) IN THE NE 1/4 SE 1/4, THE BOTTOM

toro isto reto HOLE LOCATEDAS SHOWN IN THE SE
s,ass cap aross cap aros, co' 1/4 SE 1/4 OF SECTION 22, T9S, Ri6E,

S.L.B.&M. DUCHESNE COUNTY, UTAH.

o o o
ELL LOCA70#: A e o -

FDERAL16-22-9-16
oo ELEV UNGRADED GROUND = 5799.7' ,...... 8 A R SC A LE N
$ Brass cop

o ¼fNDOW Brass Cap a

| THIS IS TO CERTIFY THA A WAS
PREPARED FROM FIELD O g, VEYS
MADEBY ME OR UN NV THAT
THE SAME ARE TRU RECT H T OF

--- - ---- - --~ ¯¯¯~ MY KNOWLEDGE AN f .No.189377

Ðottom (N
of Hola 6_6 ISTE D LA

R ISTRA N o. g
STATE OF

to 1910
1910 1910 Frass Cap

TRI SNTE UND SURVEND & CONSMTING
NB95J'02"W - 2629.46' (Meas.) SBB'5J'0J"W - 266267' (Meas.)

180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
589 58'W - 79.82 (C.L.O.) (435) 781-2501

IFEDERAL16-22-9-16 DATE SURVEYED:
= SECTlON CORNERS LOCATED (Surface Locot/on) NADBJ 04-11-06 suRvEYED BY: C.M.

LA7/1UDE =
40° 00' 5127" DATE DRAWN DRAWN BY: F.T.M

BASIS OF ELEV, LONG/TUDE=
110° 05' 54.15" 04-20-06

U.S.G.S. 7-1/2 min QUAD (MYTONSE) REVISED: SCALE: 1" = 1000'06-15-06
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NEWFIELD PRODUCTION COMPANY
FEDERAL #16-22-9-16

AT PROPOSED ZONE: SE/SE SECTION 22, T9S, R16E
AT SURFACE: NE/SE SECTION 22, T9S, R16E

DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. I

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2230'
Green River 2230'
Wasatch 6075'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2230' - 6075' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EOUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATTON OF THE OPERAITONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

FEDERAL #16-22-9-16
AT PROPOSED ZONE: SE/SE SECTION 22, T9S, R16E

AT SURFACE: NE/SE SECTION 22, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #16-22-9-16 located at surface
in the NE 1/4 SE 1/4 Section 22, T9S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles + to the junction of this
highway and UT State Hwy 53; proceed southwesterly - 1.8 miles ± to it's junction with an
existing road to the southeast; proceed southeasterly - 9.9 miles ± to it's junction with an
existing road to the southwest; proceed southwesterly - 5.6 miles ± to it's junction with the
beginning of the proposed access road to the south; proceed southeasterly and then southwesterly
- 0.2 miles ± to the proposed well location.

2. PLANNED ACCESS ROAD

The proposed well will be drilled directionally off of the proposed Federal 9-22-9-16 well pad.
See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

It is proposed that this well will be drilled directionally off of the proposed Federal 9-22-9-16
well pad. All permanent surface equipment will be painted Carlsbad Canyon.

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERL4LS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field
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8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.

9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP- Bureau Of Land Management (Proposed location and access roads
leading to).

12. OTHER ADDITIONAL INFORMATION -

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #05-240, 7/25/05. Paleontological Resource Survey prepared by, Wade
E. Miller, 9/28/05. See attached report cover pages, Exhibit "D".

For the proposed Federal #16-22-9-16, Newfield Production proposes to drill this location off of
the Federal #9-22-9-16 wellpad. Newfield Production Company has previously requested a 350'
ROW be granted in Lease UTU-64379 and 720' of disturbed area be granted in Lease UTU-
74392 to allow for construction of the proposed access road. Refer to Topographic Map
"B".For the planned access road a temporary width of 60' will be needed for construction
purposes with a permanent width of 30' and a rtmning surface of 18'. The construction phase
of the planned access road will last approximately (5) days. The planned access road will be an
18' crown road (9' either side of the centerline) with drainage ditches along either side of the
proposed road whether it is deemed necessary in order to handle any run-off from normal
meteorological conditions that are prevalent to this area. The maximum grade will be less than
8%. There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road. There are no fences encountered along this proposed road.
There will be no new gates or cattle guards required. All construction material for this access
road will be borrowed material accumulated during construction of the access road.

Newfield Production Company has previously requested a 350' ROW in Lease UTU-64379 and
720' of disturbed area be granted in Lease UTU-74392 to allow for construction of the proposed
gas lines leading to the Federal #9-22-9-16. It is proposed that the ROW and disturbed area will
temporarily be 50' wide to allow for construction of a 6" gas gathering line, and a 3" poly fuel
gas line, with a permanent width of 30' upon completion of the proposed gas lines. The ,

construction phase of the proposed gas lines will last approximately (5) days. Both lines will tie
in to the existing pipeline infrastructure. Refer to Topographic Map "C." For a ROW plan of
development, please refer to the Monument Butte Field SOP.

Newfield Production Company has previously requested a 350' ROW in Lease UTU-64379 and720°
of disturbed area be granted in Lease UTU-74392 to allow for construction of the proposed

water lines leading to the Federal #9-22-9-16. It is proposed that the ROW and disturbed area
will temporarily be 50' wide to allow for construction of a buried 3" steel water injection line and
a buried 3" poly water return line, with a permanent width of 30' upon completion of the
proposed water return line. The construction phase of the proposed water lines will last
approximately (5) days. Refer to Topographic Map "C." For a ROW plan of development
please refer to the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank If
the production water meets quality guidelines. it is transported to the Ashley. Monument
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Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S RI9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
None.

Reserve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Western Wheatgrass Pascopyrum Smithii 6 lbs/acre
Galletta Grass Hilaria Jamesii 6 lbs/acre

Details of the On-Site Inspection
The proposed Federal #16-22-9-16 was on-sited on 3/22/06. The following were present; Shon
Mckinnon (Newfeild Production), Nate West (Bureau of Land Management), and Brandon
McDonald (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Dave Allred
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-3721
Certi/ìcation

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #16-22-9-16 SE/SE Section 22, Township 9S, Range 16E: Lease UTU-74392
Uintah County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by US Specialty
Insurance #B001832.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

10/24/0D6ate

Regulatory Specialist
Newfield Production



Project: Duchesne County, UT
Site: Federal16-22-9-16 | Wfield Exploration Co.

Well: Federal 16-22-9-16

ScientificDrilling wg i M Azimuths toTme NorU
Rocky Mountain Operations MagneticNorth:11.91

WELL DETAILS:Federal 16-22-9-16 Magnetic Fielt
Strength:52724.2tfi

GL 5798' &RKB 15' @5813.00!! 5798.00 DipAngle 65.88
+N/-S +El-W Northing Easting Latittude Longitude Me: mi X
0.00 0.00 7177203.67 <332965.58

40° O' 53.270 N 110° 5' 54.150 W Model:IGRF20051f

0-
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Federal 16-22-9-16 Target

3000- 6075

3375- West(-)/East(+) (400 filin)

3750-

FORMATIONTOP DETAILS Plan: Plan #2 (Federal 16-22-9-16/OH)

4125- o formation dala is avaihible Crealed By Julie Cruse Dee: 2006-10-23

PROJECT DETAILS: Duchesne Cog UT

4500- Geodelic System: US Stale Plane 1983
Datum: North American Datum 1983

Ellipsoid: GRS 1980
Zone: Utah Central 2cne

4875- \ System Dalum: Mean Sea Level
Local North: No north reference data is available

-- SECTION DETAILS

Federal 1 22-9-16 T Sec MD Inc Azi TVD +NI-S +Ef-W DLeg TFace VSee Target
1 0.00 0.00 0 00 0.00 0.00 0.00 0.00 0.00 0.00

5625_ 2 600 00 0.00 0 00 600.00 0.00 0.00 0.00 0.00 0.00

# 3187806 19.17 180 61 1854.35 -211.82 -2.25 1.50 180.61 211.83
4523 90 19.17 180 61 5298.00 -1409.00 -15.00 0.00 0.00 1409.08 Federal 16-22- 16 Target
1834652 19.17 180.61 6075.00 -1679.12 -17.88 0.00 0.00 1679.22

0 375 750 1125 1500 1875

Vertical Section at 180.61° (750
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Newfield Exploration Co.
Duchesne County, UT
Federal 16-22-9-16
Federal 16-22-9-16
OH

Plan: Plan #2

Standard Planning Report
23 October,



Scientific Drilling
Planning Report

Database: EDM 2003.14.1.0 Single User Db Local Co<xdinate Reference: Well Federal 16-22-9-16

Company: Newfield Exploration Co. TVD Reference: GL 5798' & RKB 15' @5813.00ft

Project: Duchesne County, UT MDReference: GL 5798' & RKB 15' @5813.00ft

Site: Federal 16-22-9-16 North Reference: True
Weli: Federal 16-22-9-16 Survey Calculation Method: MinimumCurvature

WeHbose: OH

Design: Plan #2

Project Duchesne County, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level

Geo Datum: North American Datum 1983

Map Zone: Utah Central Zone

Site Federal 16-22-9-16, Sec. 22 T9S R16E

Site Position: Northing: 7,177,203.67ft Latitude: 40° O' 53.270 N

From: Lat/Long Easting: 2,032,965.58ft Longitude: 110° 5' 54.150 W

Position Uncertainty: 0.00 ft Slot Radius: in Grid Convergence: 0.90 °

Well Federal 16-22-9-16, SHL: 2068' FSL, 649' FEL

Well Position +NI-S O00 ft Northing: 7,177,203.67 ft Latitude: 40° O'53.270 N
+El-W 0 00 ft Easting: 2,032,965.58 ft Longitude: 110° 5' 54.150 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,798.00ft

Weibore OH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(*) (*) (nT)

IGRF200510 2006-10-20 11.91 65 88 52,724

Design Plan #2

Audit Notes:

Version: Phase: PLAN Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Dhection

0.00 0 00 0.00 180.61

Plan Sections

Measured Vertical Dogleg Build 1brn
Depth inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (*) (*) (R) (ft) (R) (*/1001!) (*/100R) (°1100R) (*) Target

o oo o.oo o.oo 0.00 0.00 0 00 o.oo 0.00 o.oo o.oo
600 00 0.00 0.00 600.00 0.00 0 00 0.00 0.00 0.00 0.00

1,878 06 19.17 180.61 1,854.35 -211.82 -2 25 1.50 1.50 0.00 180.61

5,523 90 19.17 180.61 5,298.00 -1,409.00
-15 00 0.00 0.00 0.00 0.00 Federal 16-22-9-16 Ti

6,346 52 19.17 180.61 6,075.00 -1,679.12
-17 88 0.00 0.00 0.00 0,00

2006-10 23 3 11 45PM Page 2 COMPASS 2003 14 Build



Scientific Drilling
Planning Report

Database: EDM 2003,14,1.0 Single IJser Db Local Co·erdinate Re¾rence: Well Federal 16-22-9-16

Company: Newfield Exploration Co. TVD Rekrence: GL 5798' & RKB15' @5813.0011
Project Duchesne County, UT MDReference: GL 5798' & RKB 15' @5813.00!t
Site: Federal 16-22-9-16 North Reference: True
Well: Federal 16-22-9-16 Survey Calculation Method: MinimumCurvature
Weilbore: OH
Design: Plan #2

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +EI.W Secuon Rate Rate Rate

(*) (*) (it) (ft) (°/100!!) ("I100It) (*/10011)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100 00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0,00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400 00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500 00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 1.50 180.61 699.99 -1.31 -0.01 1.31 1.50 1.50 0.00
800.00 3.00 180.61 799.91 -5.23 -0.06 5.23 1.50 1.50 0.00
900.00 4.50 180.61 899.69 -11.77 -0.13 11.77 1.50 1.50 0.00

1,000.00 6.00 180.61 999.27 -20.92 -0.22 20.92 1.50 1.50 0.00
1,100.00 7.50 180.61 1,098.57 -32.68 -0.35 32.68 1.50 1.50 0.00
1,200.00 9.00 180.61 1,197.54 -47.02 -0.50 47.03 1.50 1.50 0.00
1,300.00 10.50 180.61 1,296.09 -63.96 -0.68 63.96 1.50 1.50 0.00
1,400.00 12.00 180.61 1,394.16 -83.47 -0.89 83.47 1.50 1.50 0.00

1,500.00 13.50 180.61 1,491.70 -105.53 -1.12 105.54 1.50 1.50 0.00
1,600.00 15.00 180.61 1,588.62 -130.15 -1.39 130.15 1.50 1.50 0.00
1,700.00 16.50 180.61 1,684.86 -157.29 -1.67 157.30 1.50 1.50 0.00
1,800.00 18.00 180.61 1,780.36 -186.94 -1.99 186.95 1.50 1.50 0.00
1,878.06 19.17 180.61 1,854.35 -211.82 -2.25 211.83 1.50 1.50 0.00

1,900.00 19.17 180.61 1,875.07 -219.02 -2.33 219.03 0.00 0.00 0.00
2,000.00 19.17 180.61 1,969.52 -251.86 -2.68 251.87 0.00 0.00 0.00

2,100.00 19.17 180.61 2,063.98 -284.70 -3.03 284.71 0.00 0.00 0.00
2,200.00 19.17 180.61 2,158.43 -317.53 -3.38 317,55 0.00 0.00 0.00
2,300.00 19.17 180.61 2,252.89 -350.37 -3.73 350.39 0.00 0.00 0.00

2,400.00 19.17 180.61 2,347.34 -383.21 -408 383.23 0.00 0.00 0.00
2,500.00 19.17 180.61 2,441.79 -416.04 -443 416.07 0.00 0.00 0.00
2,600.00 19.17 180.61 2,536.25 448.88 -4 78 448.91 0.00 0.00 0.00
2,700.00 19.17 180.61 2,630.70 -481.72 -5 13 481.74 0.00 0.00 0.00
2,800.00 19.17 180.61 2,725.16 -514.55 -5 48 514.58 0.00 0.00 0.00

2,900.00 19.17 180.61 2,819.61 -547.39 -5 83 547.42 0.00 0.00 0.00
3,000.00 19.17 180.61 2,914.07 -580.23 -6 18 580.26 0.00 0.00 0.00
3,100.00 19.17 180.61 3,008.52 -613.06 -6 53 613.10 0,00 0.00 0.00
3,200.00 19.17 180.61 3,102.97 -645.90 -6.88 645.94 0.00 0.00 0.00
3,300.00 19.17 180.61 3,197.43 -678.74 -7.23 678.78 0.00 0.00 0.00

3,400.00 19.17 180.61 3,291.88 -711.58 -7.58 711.62 0.00 0.00 0.00
3,500.00 19.17 180.61 3,386.34 -744.41 -7.92 744.45 0.00 0.00 0.00
3,600.00 19.17 180.61 3,480.79 -777.25 -8.27 777.29 0.00 0.00 0.00
3,700.00 19.17 180.61 3,575.25 -810.09 -8.62 810.13 0.00 0.00 0.00
3,800.00 19.17 180.61 3,669.70 -842.92 -8.97 842.97 0.00 0.00 0.00

3,900.00 19.17 180.61 3,764.15 -875.76 -9.32 875.81 0.00 0.00 0.00
4,000.00 19.17 180.61 3,858.61 -908.60 -9.67 908.65 0.00 0.00 0.00
4,100.00 19.17 180.61 3,953.06 -941.43 -10.02 941.49 0.00 0.00 0.00
4,200.00 19.17 180.61 4,047.52 -974.27 -10.37 974.33 0.00 0.00 0.00
4,300.00 19.17 180.61 4,141.97 -1,007.11

-10.72 1,007.17 0.00 0.00 0.00

4,400.00 19.17 180.61 4,236.43 -1,039.94
-11.07 1,040.00 0.00 0.00 0.00

4,500.00 19.17 180.61 4,330.88 -1,072.78
-11.42 1,072.84 0.00 0.00 0.00

4,600.00 19.17 180.61 4,425.33 -1,105.62
-11.77 1,105.68 0.00 0.00 0.00

i 4,700.00 19.17 180.61 4,519.79 -1,138.46
-12.12 1,138.52 0.00 0.00 0.00

4,800.00 19.17 180.61 4,614.24 -1,171.29
-12.47 1,171.36 0.00 0.00 0.00

4,900.00 19.17 180.61 4,708.70 -1,204.13
-12.82 1,204.20 0.00 0.00 0 00

5,000.00 19.17 180.61 4,803.15 -1,236.97
-13.17 1,237.04 0.00 0.00 0 00

5,100.00 19.17 180.61 4,897.61 -1,269.80 -13.52 1,269.88 0.00 0.00 0 00 |
5,200.00 19.17 180.61 4,992.06 -1,302.64

-13.87 1,302.71 0.00 0.00 000

2006 10-23 3:11 45PM Page 3 COMPASS 2003.14 Bu#d



Scientific Drilling
Planning Report

Database: EDM 2003.14 1.0 Single User Db Local Co·ordinate Reference: Well Federal 16-22-9-16

Company: Newfield Exploration Co. TVD Reihrence: GL 5798' & RKB 15' @5813.0011
Project: Duchesne County, UT MD Reference: GL 5798' & RKB 15' @5813,00ft

Site: Federal 16-22-9-16 North Reference: True
Well: Federal 16-22-9-16 Survey Calculadon Method: MinimumCurvature
WeHbore: OH
Design: Plan #2

Planned Survey

Measured Verücal Vertical Dogleg BuHd Turn
Depth inclinaSon Azimuth Depth +NI.S +El-W Secuon Rate Rate Rata

(*) (*) (ft) (R) (R) (110011) fl100R) (°I100ft)

5,300 00 19.17 180.61 5,086.51 -1,335.48
-14 22 1,335.55 0.00 0.00 0.00

5,400 00 19.17 180.61 5,180.97 -1,368.31
-14 57 1,368.39 0.00 0.00 0.00

5,500 00 19.17 180.61 5,275.42 -1,401.15
-14 92 1,401.23 0.00 0.00 0.00

5,52390 19.17 180.61 5,298.00 -1,409.00
-1500 1,409.08 0.00 0,00 0.00

Federal 16-22-9-16 Target
5,600 00 19.17 180.61 5,369.88 -1,433.99

-15 27 1,434.07 0.00 0.00 0.00
5,700 00 19.17 180.61 5,464.33 -1,A66.83 -15.62 1,466.91 0.00 0.00 0.00

5,800 00 19.17 180.61 5,558.79 -1,499.66
-15.97 1,499.75 0.00 0.00 0.00

5,900 00 19.17 180.61 5,653.24 -1,532.50
-16.31 1,532.59 0.00 0.00 0.00

6,000 00 19.17 180.61 5,747.70 -1,565.34 -16.66 1,565.42 0.00 0.00 0.00
6,100 00 19.1| 180.61 5,842 15 -1,598.17

-17.01 1,598.26 0.00 0.00 0.00
6,200 00 19.17 180.61 5,936.60 -1,631.01

-17.36 1,631.10 0.00 0.00 0.00

6,300 00 19.17 180.61 6,031.06 -1,663.85
-17 71 1,663 94 0.00 0.00 0.00

6,346 52 19.17 180.61 6,075.00 -1,679.12
-17.88 1,679 22 0.00 0.00 0.00

Targets

Target Name
a hitimiss larget Dip Angle Dip Dir. TVD +Ni-S +El-W Northing EasUng
-Shape (*) (*) (R) (it) (it) (ft) (ft) Latitude Longitude

Federal 16-22-9-16 Targ 0.00 0.00 5,298.00 -1,409.00
-15.00 7,175,794.61 2,032,972 66 40° O' 39.344 N 110° 5' 54.343 W

- plan hits target
- Circle (radius 75.00)

2006-10-23 3 11 45PM Page 4 COMPASS 2003 14 Build
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NEWFIELD PRODUCTION COMPANY

FEDERAL 16-22-9-16
Pad Location: NESE Section 22, T9S, Ri6E, S.L.B.&M

E/88 (4)

STA. 3+05
C/ 2

Toe of RO VDCŒHER TO
A IOD EXŒSS FR.LEN/ Slope Ñ0UND C ¥ 9 70

Se A M0tDEXŒSS CUT

C/22.5
STA. 2+37

--- --- 1 1
WELL HEAD:
UNGRADED= 5802.6'
E/N. GRADE = 579Z8'

Top of

//1.0 tas' C/4.8 Cc
STA. 1+75

D
8.9

Note:
Flore pit is to ben ou
located at /eost

EXCESS 80' frorn we// head
A TER/AL

50'

ROUNDCŒNER TO
A LOD EXCESS FILL

E6NCE

POINTS
180' SOUTHWESTERLY = 5805.3

PROPosED AccEss 230' SOUTHWESTERLY = 5805.3'
ROAD (Max 6% Grade)

185' SOUTHEASTERLY = 5784.6'REVISED: 06-15-06 E XM. Changed
narne Jc added pod location designation 235' SOUTHEASTERLY = 5789.3'

SURVEYEDBY' C.M SCALE: 1" = 50'
° Sta,te **'"'-26°'

La,nd Surveying, Inc.
DRAWNBK E TM DA1E: 04-20-06

\ 180 NORTH VERNAL AVE. VERNAL, UTAH
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NEWFIELD PRODUCTION COMPANY

CROSS SECTIONS
FROERAL 16-22-9-16

Pad Location: NESE Section 22, T9S, Ri6E, S.L.B.&M.

Il

1" = so' SM. J+05

r = so S M. 2+ J7
EX/ST/NG
GRADE

F/N/SHED GRADE "' Il

HELL HOLE

1" = 50 SM. 1+75

r = so' SM. 0+00 ESTIMATEDEARTHWORKQUANTITIES
(No Shrink or sweH odpstments have been used)

(Expressed in Cubic Yards)
NOTE: ITEM CUT FILL 6" TOPSOIL EXCESSUNLESS OTHERWISE NOTED
CUT SLOPES ARE AT 1:1 PAD 8,970 8,970 ToPsoil is 0
FILL SLOPES ARE AT 1.5:1 PIT 640 0 P

Cd

REVISED: 06-15--06 E EM. Changed TOTALS 9,610 8,970 1,310 640
narne de added pod /ocation designation

SURVEYEOBK Cy SCALE: 1" = 50' i Sta,te (""""'-""
Land Surveying, Inc.

DRA HN ÐK E EM DA TE: 04-20-06
180 NORTH VERNAL AVE. VERNAL. UTAH
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NEWFIELD PRODUCTION COMPANY

TYPICAL RIG LAYOUT
FEDERAL 16-22- 9-16

Pad Location: NESE Section 22, T9S, Ri6E, S.L.B.&M.

Emergency fuel
STORAGE shut down
TANK r -- -¯¯¯

une- = 50

I l \/
O TOILET

1J5' 29

12ARE
P/T

PIPE RACKS

PIPE RACKS

I

PROPOSED ACCESS
ROAD (Mox. 6% Grade)

REVISED: 06-15--06 E KM Changed
narne & added pad /ocation designation

SURVEYEDÐë cy SCALE 1" =
50- ° State <-"""'-2

Land Surveying Inc.
DRA HN BK E EM DA TE: 04-20-06

180 NORTH VERNAL AVE. VERNAL, UTAH
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Newfield Production Company
Proposed Site Facility Diagram

Federal 16-22-9-16

From the Federal 9-22-9-16 Location

NE/SE Sec. 22, T9S, 16E

Duchesne County, Utah

UTU-74392

Well Head
Well Head

Site Security Plan is held at the Pleasant Valley
Office, Duchesne County Utah Pumping Unit

B
Production Phase: 16-22-9-16 Pumping Unit

1) Valves 1, 3, 6, and 7 sealed closed 9-22 9-16

2) Valves 2, 4, and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5, and 7 sealed closed
Heater

2) Valves 3 and 6 open
_

Treater

I
l

Draining Phase: ¡ I
1)Valves land6open I '-··-- 11-· -

| Gas Sales Meter

OilLoadRack -----,·--------------

I
I

Diked Section
4 32

I 4 32

6
Legend waterTank

200 bbl
. Production Tag 5 Production TankEmulsion Lme

. 400 bbl 400 bblLoadLme ----------

WaterLine -.-----.--.

7
,, 7Oil Line

Gas Sales - - - - - - - - - - - Equalizer
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(1

-5 .

O

ge

20.9mi.|s._ ---

0 mi.

±2.7 mi.

Proposed Localon See Teno BFederal 10-22

Legend

- "$¾ - Existing Road
75mryry for Proposed Access

¯ ¯ ¯ \ (435) 781.2501
1 11N oni twa verrmtUInti 84078

Federal 16-22-9-16 -

SEC. 22, T9S, R16E, S.L.B.&M. .
-

Pad Location: NESE, T9S, Ri6E S.L.B.&M.
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\ I I

22.0 mi.

2 720'

Proposed Location
Federal 15-22

|
|

Legend --

Ñià Fix n .o -5/4/47 Existing RoadÖÎlËÒÊ$NÌ raa'S«mep ry Ar Proposed Access
435) 781-2501

Federal 16-22-9-16
i i

SEC. 22, T9S, R16E, S.L.B.&M.
Pad Location: NESE, T9S, Ri6E
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I

Tie in at Existilig
Waterline "

Tle in at Exisung
Gas Plpeline

Proposed Location
Federal 18-22

Legend
NEWEIELÐ - - I Roads

Ë¾þleMGàínGiggaft ------ "'*P""*d """"*
------ Proposed Water Line

435 781 2501

Federal 16-22-9-16
SEC. 22, T9S, R16E, S.L.B.&M.

Pad Location: NESE, T9S, R16E
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CULTURAL RESOURCE INVENTORYOF
NEWFIELD EXPLORATION'S BLOCKPARCEL

IN TOWNSHIP 9S, RANGE 16E, SECTION 21 and 22,
DUCHESNE COUNTY, UTAH

By:

Katie Simon

Prepared For:

Bureau fo Land Management
Vemal Field Office

Prepared Under Contract With:

Newfield Exploration Company
Rt. 3 Box 3630

Myton, UT 84052

Prepared By:

Montgomery Archaeological Consultants, Inc.
P.O. Box 147

Moab, Utah 84532

MOAC Report No. 05-240

July 25, 2005

United States Department of Interior (FLPMA)
Permit No. 05-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.
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NEWFELD PRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE COUNTY, UTAH

SW 1/4, SE 1/4, and SW 1/4, Section 9 [9,11,12,13 & 14-9-9-16]; Entire Section 22
(excluding NE 1/4, NE 1/4 & NW J/4, NW 1/4) [2,3,5 throughl6-9-9-16]; Entire

i Section 23 (excluding SE 1/4, NW 1/4, SW 1/4, NE 1/4, NE 1/4 & NW 1/4, SE 1/4)
[1 through 5, 8,11 through 16-9-916]; Entire Section 24 (excluding SW 1/4, NW 1/4)

[1 through 4, 6 through 16-9-9-16) all in Township 9 South, Range 16 East

i
i

REPORT OF SURVEY

I
i

Prepared for:

Newfield Production Company

i Prepared by:

Wade E. Miller
Consulting Paleontologist

September 28, 2005

I
I



WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/25/2006 API NO. ASSIGNED: 43-013-33394

WELL NAME: FEDERAL 16-22-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 22 090S 160E .Tech Review Initials Date
SURFACE: 2068 FSL 0649 FEL
BOTTOM: 0659 FSL 0664 FEL Engineering

COUNTY: DUCHESNE
Geology

LATITUDE: 40.01478 LONGITUDE: -110.0977

UTM SURF EASTINGS:577005 NORTHINGS: 4429577 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-74392 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/ Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit:

'No. UTBOOO192 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No. MUNICIPAL )

RDCC Review (Y/N)
Drilling Unit

Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) ,R649-3-11. Directional Drill

COMMENTS: « P . ny h /( ,
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FEDERAI 3 I MON FED
3 I FTDER41.

4-21-9-16
FEDERAI 11-22-9-163

MON FED
1-22-9-16

«l-2n
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• 2g.22 s sy

FEDERAL
8-21-9-16 FEDERAL FEDERAIFEDERAL

FEDERAI FEDERAL
5-22-9-16 7-22-916 TEDERAL

6-21 9 16 7-21-9-16 FEDERAL 8 22-9 16

22 FEDERAL
FEDERAL 9-22916
9-21-9-16 FEDERAI

FEDERAL FEDERAL g FEDERAL 16 12 L1
2-2:9-to

FEDERAL 102 9-16 IIA- 9-16
FEDERAL

.21·9-16
10-22-9-16

FEDERAL
FEDERAL FEDERAL 13-229-16
13-219-16 14-21-9-16 FEDERALFS

9
6L 16- 9-16 FED22

FEDERAL ft11:
15 22-9-16 16-22 9 16

DE 6L FEDERAL FEDERAL CA 2
IA6L

3-28-9 16 2 28-9-16 FEDERAL PEAKU 6 FEDERAL
I-28-9 16 3-27 9-16

o o

'L
2 I

2D R

MONUMENT BUTTE FIELD

ITDINAt.
I-31 9-16

OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 22 T.9S R. 16E

FIELD:MONUMENT BUTTE (105)

COUNTY: DUCHESNE

SPACING:R649-3-11/DIRECTIONAL DRILLING
IVell tatu

N Utah 00 Gas and Mmeg
× LOCATION ABANDONED

NEW LOCATION
Field Status Unit Status PLUGGED & ABANDONED

ABANDONED EXPLORATORY - PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NF PP OIL & SHUT-IN GASCOMBINED NF SECONDARY
• SHUT-IN OILINACTIVE NODING
p( TEMP. ABANDONED

PROPOSED
PP GS o TEST WELL

T N NATED PP GEOTHERML A WATER INJECTION S
PP OIL WATER SUPPLY PREPARED BY:DIANA MASON
SECONDARY WATER DISPOSAL DATE: 30-OCTOBER-2006
TERMINATED



Form 3160-3 FORM APPROVED
(September 200) OMB No. 1004-0136

Expires Jammrv 3L 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

APPLICA

BUR L OF LAND MAN So
TribeName

7. If Unit or CA Agreement, Name and No.
la. Type of Work: 2 DRILL REENTER OCT25 2008 N/A

8. Lease Name and Well No.
Ib. TypeofWell: SOilWell OGasWell Other SingleZone MultipleZone Federal16-22-9-16

2. Name of Operator 9 Well No
Newfield Production Company 1

3a. Address >3b. Phone No. (include area crxle) 0. Field and Pool. or Exploratory

Route #3 Box 3630. Myton UT 84052 : (435) 646-3721 Monument Butte

4. Location of Well (Repott location clearly and in accordance with any State requirements.*) See.. T.. R., M.. or Rik. and Survey or A

At surface NE/SE 2068' FSL 649' FEL
isE Sec. 22, T9S R16E

At proposed prod. zone SE/SE 659' FSL 664' FEL

14. Distance in miles and direction from nearest town or post offices 12. County or Parish 13. State

Approximatley 19.1 miles southwest of Myton. Utah Duchesne | UT
15. Dist.mee from proposed* 16. No. of Acres in lease l7. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. emit line, ifany) Approx. 1987 filse, NA flunit 2080.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLMiBIA Bond No. on tile
to nearest well, drilling, completed,
applied for. on this lease, ft. Approx. 1424' 6075' UTBooo192

2 L Elevations (Show whether DF, KDB. RT. GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5800' GL 1st Quarter 2007 oproximatelysavenm days tom spuma un release.

24. Attachments

The íbilowing, completed in accordance with the requirements of Onshore Oil and Gas Order No.L shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered bv an existing bond on file (see

2. A Drilling Phm. Item 20 above).

3. A Surface Use Phin (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). EL Such other site specific information and/or plans as may be required by the
authorized officer.

--- r ----
25. Si Name iPrinted/Tiped) Date

Mandie Crozier 10/24/06
Title

Regulatory Specialist

Title ÀSsistant Fidd Ma per orre

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights mte sul t ten vhich uld entitle the applicant to conduct
operations therenn.
Conditions of approval, if any. are attached.

Title 18 U.S . Section )û0! and Title O U.S.C. Section 1211 make it a crime for any person knowingiv and wiln a make la an department of agency ofthe Enitel

MAR3 0 2007
DIV.0F0lL,GAS&
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: NESE, Sec 22, T9S, R16E
Well No: Federal 16-22-9-16 Lease No: UTU-74392
API No: 43-013-33394 Agreement: N/A

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker 435-781-4490 435-828-4470
Petroleum Engineer: Michael Lee 435-781-4432 435-828-7875
Petroleum Engineer: James Ashley 435-781-4470 435-828-7874
Petroleum Engineer: Ryan Angus 435-781-4430
Supervisory Petroleum Technician: Jamie Sparger 435-781-4502 435-828-3913
NRS/Enviro Scientist: Paul Buhler 435-781-4475 435-828-4029
NRS/Enviro Scientist: Karl Wright 435-781-4484
NRS/Enviro Scientist: Holly Villa 435-781-4404
NRS/Enviro Scientist: Melissa Hawk 435-781-4476 435-828-7381
NRS/Enviro Scientist: Chuck MacDonald 435-781-4441
NRS/Enviro Scientist: Jannice Cutler 435-781-3400
NRS/Enviro Scientist: Michael Cutler 435-781-3401
NRS/Enviro Scientist: Anna Figueroa 435-781-3407
NRS/Enviro Scientist: Verlyn Pinde\\ 435-781-3402
NRS/Enviro Scientist: Darren Williams 435-781-4447
NRS/Enviro Scientist: Nathan Packer 435-781-3405
After Hours Contact Number: 435-781-4513 Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a one-year period. An additional year extension may be applied
for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - | Forty-Eight (48) hours prior to construction of location and
(Notify NRS/Enviro Scientist) access roads.
Location Completion | - Prior to movingon the drilling rig.
(Notify NRS/EnviroScientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.

poth Petroleum Engineert
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and

oth Superv Petroleum Technician) cementing all casing strings
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests
(Notify Su2ervisory Petroleum Technician)
First Production Notice - Within Five (5) business days after new well begins or
(NotifyPetroleum Engineer) production resumes after well has been off production for

more than



O Page 2 of 7
Well: Federal 16-22-9-16

2/28/2007

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

General Surface COAs

• Ifthere is an active Gilsonite miningoperation within 2 miles of the well location, operator shall
notifythe Gilsonite operator at least 48 hours priorto any blasting during construction.

• If paleontological materials are uncovered during construction,the operator is to immediately
stop work and contact the Authorized Officer(AO). A report willbe prepared by a BLM
permitted paleontologist and submitted to the AO at the completionof surface disturbing
activities.

Specific Surface COAs

• Lands in this lease have been identified as containingGolden Eagle habitat. Modifications to
the Surface Use Plan of Operations maybe required in order to protect the Golden eagle and/or
habitat from surface disturbing activitiesin accordance with Section 6 of the lease terms,
Endangered Species Act, and 43 CFR 3101.1-2.

• Lands in this lease have been identified as containing Ferruginous Hawk habitat. Modifications
to the Surface Use Plan of Operations may be required in order to protect the Golden eagle
and/or habitat from surface disturbing activities in accordance with Section 6 of the lease terms,
Endangered Species Act, and 43 CFR 3101.1-2.

• Allapplicable local, state, and/orfederal laws, regulations, and/or statutes will be complied with.

• All traffic related to this action willbe restricted to approved routes. Cross-country vehicle travel
willnot be allowed.

• No vehicle travel,constructionor routine maintenance activitiesshallbe performed during
periods when the soil is too wet to adequately supportvehicles and/or construction equipment.
Ifsuch equipment creates ruts in excess of three inches deep, the soil shall be deemed too wet
to adequatelysupport constructionequipment.

• The access road willbe crowned and ditched. Flat-bladed roads are not allowed.

• Ifadditional erosion occurs during the life of this project, more culverts, Iow water crossings,
berms, wing ditches or etc. will be needed to control the erosion.

• Low-water crossings willbe appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines willbe buried at all major drainage crossings.

• Prevent filland stock piles from entering drainages.

• The reserve pit will be lined witha 12 ml or greater liner and felt prior to spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever
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Well: Federal 16-22-9-16
2/28/2007

deeper, and the excess liner material is to be disposed of at an authorizeddisposal site.

• When the reserve pit contains fluids or toxic substances, the operator must ensure animals do
not ingest or become entrapped in pit fluids.

• If paleontologic or cultural materials are uncovered during construction, the operator shall
immediately stop work that might further disturb or move such materials and contact the
Authorized Officer(AO)within48 hours. A determination will be made by the AO as to
necessary mitigationfor the discovered paleontologic/culturalmaterial.

• If Uinta Basin hookless cactus or other special status plants are found, construction willcease
and the AO willbe notifiedto determine the appropriate mitigation.

The interim seed mixfor this location shall be:

Western Wheat grass (Agropyron smithii) 6 lbs/acre
Galleta Grass (Hilaria jamesii) 6 lbs/acre

All pounds are in pure live seed.
Rates are set for drill seeding;double the rate if broadcasting.
Reseeding may be required if initial seeding is not successful.

• The operator willbe responsible for treatmentand control of invasive and noxious weeds.

• The topsoilfrom the reserve pit shall be strippedand piled separately near the reserve pit.
When the reserve pit is closed, it shall be recontoured and the topsoil respread, and the area
shall be seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology, topsoil
shall be respread , and the entire location shall be seeded with a seed mix recommended by the
AO (preferably of native origin). Seed application will follow all guidelines in the interim seed
mixbullet statement above. If reclamation seeding should take place using the broadcast
method, the seed at a minimumwillbe walked into the soil witha dozer immediately afterthe
seeding is completed.

• The authorized officer may prohibitsurface disturbing activities during severe winter conditions
to minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• The authorized officermay prohibitsurface disturbing activities during wet or muddy conditions
to minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• Allwell facilities not regulated by OSHA will be painted Olive Black.

• AIIboulders witha length or diameter greater than 3 feet, that are found showing at the surface,
willbe stockpiled for use during final reclamation.

• Notify the Authorized Officer48 hours prior to surface disturbing
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DOWNHOLE CONDITIONSOF APPROVAL

SITE SPECIFIC DOWNHOLE CONDITIONSOF APPROVAL

• A complete set of angulardeviation and directional surveysof this directional wellwillbe
submitted to the Vernal BLMoffice engineerwithin30 days of the completion of the well.

AII provisions outlined in Onshore Oil &Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCINGOPERATINGSTANDARDS

• The spud date and timeshallbe reported orallyto Vernal Field Officewithin24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Enqineerinq Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use untilthe well is completed or
abandoned. Closing unit controlsshall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil&
Gas Order No. 2 to insure good mechanical workingorder. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and i by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drillingcrew within24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil& Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressive/fresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil& gas mineral resources (such as Gilsonite,
tar sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (alongwith a telephonenumber) should the BLM need to obtain additional
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• A complete set of angular deviation and directional surveys of a directional well willbe
submittedto the Vernal BLMofficeengineer within30 days ofthe completionofthe well.

• Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Office on a
weekly basis in sundry, letter format or e-mailto the Petroleum Engineers untilthe well is
completed.

• A cement bond log (CBL) willbe run from the production casing shoe to the top of cementand
shall be utilizedto determine the bond qualityfor the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/orworkover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approvalfrom the BLMVernal Field
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OPERATINGREQUIREMENT REMINDERS:

• Allwells, whether drilling,producing, suspended, or abandoned, shallbe identified in
accordance with43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this wellshall be reported on the "Monthly Report of
Operations" (Oiland Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month untilthe well is physically plugged and
abandoned. This report shallbe filed in duplicate, directlywith the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Should the well be successfully completed for production, the BLMVernal Field office must be
notifiedwhen it is placed in a producing status. Such notificationwillbe by written
communication and must be received in this officeby not later than the fifth business day
following the date on which the well is placed on production. The notificationshallprovide, as a
minimum,the following informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royaltywill
be paid).

o The nature of the well's production, (i.e., crude oil,or crude oiland casing head gas, or
natural gas and entrainedliquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participatingarea name and number, if applicable.

o Communitizationagreement number, if applicable.

• Any venting or flaring of gas shall be done in accordancewith Notice to Lessees (NTL) 4A and
needs priorapproval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verballywithin24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writingwithin 15 days. "Minor Events" willbe reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the wellor after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys
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data obtained and compiled during the drilling,workover, and/orcompletion operations, shall be
filed on BLMForm 3160-4. Submit withthe wellcompletionreport a geologic report including,
at a minimum,formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings,fluid, and/orgas) shall be submitted only when requested by the
BLM, Vernal Field Office.

• Alloff-lease storage, off-leasemeasurement, or comminglingon-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oiland gas meters shall be calibratedin place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers willbe provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities willconform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royaltypurposes.

• A schematic facilities diagram as required by Onshore Oil& Gas Order No. 3 shall be submitted
to the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs
first. Allsite securityregulations as specifiedin Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines enteringand leaving hydrocarbon storage tanks willbe effectively
sealed in accordance withOnshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterationsof facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approvalof the BLMVernal Field Office. Emergency approval
may be obtained orally,but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30
days, prior approval of the BLMVernal Field Officeshall be obtained and notificationgiven
before resumption of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorizationfor pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approvedby this officeand in operation prior to the end ofthis 90-day
period. In orderto meet this deadline, an application for the proposed permanent disposal
method shallbe submitted along withany necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approvedprior to the end of the authorized 90-day period willbe considered as an Incident
of Noncompliance and will be grounds for issuing a shut-in order untilan acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oralapproval, the Field Office
Petroleum Engineers must be notifiedat least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or
abandoned, all pits must be fenced immediately untilthey are backfilled. The "Subsequent
Report ofAbandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the wellbore, showing location of plugs, amountofcement in each, and amountof
casing left in hole, and the current status of the surface
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ROCKY MOUNTAINS

May 2, 2007

Ms. Diana Mason
Utah Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11
Federal 16-22-9-16
Sec. 22-9S-16E
UTU-74392
Duchesne County, Utah

Dear Ms. Mason:

Pursuant to the filing of Newfield Production Company's (hereinafter "NPC") Application for
Permit to Drill dated 10/24/2006 (copy enclosed herewith) which concerns the well described
below, NPC is hereby submitting this letter in accordance with Oil & Gas Conservation Rule
R649-3-11 pertaining to Directional Drilling.

Federal 16-22-9-16
Lease UTU-74392
2068' FSL, 649' FEL (surface) NESE Sec. 22-9S-16E
659' FSL, 664' FEL (bottomhole) SESE Sec. 22-9S-16E

This drillsite location is located on Federal Lease #UTU-74392. NPC is permitting this well as a
directional well in order to minimize surface disturbance. By locating the well at the surface
location described and directionally drilling from this location, NPC will be able to utilize the
existing roads and pipelines in the area.

Furthermore, NPC, Yates Petroleum Corporation, Yates Drilling Company, Myco Industries, Inc.
and Abo Petroleum Corporation are the only working interest owners within 460 feet of the entire
directional well bore as well as the entire Federal Lease #UTU-74392. Yates, et al has provided
their consent to the location, and a copy of the consent is attached hereto.

Therefore, based on the above stated information NPC requests the permit be granted pursuant to
R649-3-11. Thank you for your consideration in this matter.

Sincerely,

RECEIVED
. MAY04 2007Mane Liley

Land Associate DIV.0FOIL,GAS&MINING

Newfield Exploration Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fax (303)
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Fax to: 303-893-0103
NewfieldProdvetion Company

Atta: Rhonda Deimer

ExcentionLocations:
Federal16-22-9-16
UTU-74392,DucheaveCounty,Utah

Please be advised that Yates PetroleumCorporation,YatesDrûlingCornpany,Myco Industries,Inc.andAbo

PetroleumCorporationdonot have enobjection to the proposediocations of theaforem¢ntionedwells.

FrintName and
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
s Lieutenant Governor

State of Utah May 7, 2007

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector Newfield Production Company

Rt. #3, Box 3630
Division of Myton, UT 84052

Oil, Gas & Mining

JOHN R. BAZA
Division Director Re: Federal 16-22-9-16 Well, Surface Location 2068' FSL, 649' FEL, NE SE,

Sec. 22, T. 9 South, R. 16 East, Bottom Location 659' FSL, 664' FEL, SE SE,
Sec. 22, T. 9 South, R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et

seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33394.

Sincerely,

11 Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84I14-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 · TTY (801) 538-7458 •
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Operator: Newfield Production Company
Well Name & Number Federal 16-22-9-16

API Number: 43-013-33394
Lease: UTU-74392

Surface Location: NE SE Sec. 22 T. 9 South R. 16 East
Bottom Location: SE SE Sec. 22 T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit
a complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

6. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: FEDERAL 16-22-9-16

Api No: 43-013-33394 Lease Type: FEDERAL

Section 22 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 08/27/07

Time 12:00 NOON

How DRY

Drilling wi/I Commence:

Reported by DELL RAY

Telephone #

Date 08/27/07 Signed
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FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Eprs u
4310,

04
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74392
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

1 T pe of Well
.! Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator FEDERAL 16-22-9-16
NEWFIELD PRODUCTION COMPANY 9. API Wall II:.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333394
Myton, UT 84052 435 646 3771 10 Field and Pool or Exnloratorv Area

4 Location of Well (Footage, Sec., T.,R., M., or SurveyDescription) MONUMENTBUTTE
2068 FSL 649 FEL 11. County or Parish, State

NESE Section22 T9S Rl6E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Q Deepen Q Production(Start/Resume) Water Shut-OK
Notice of Intent O Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposedor CompletedOperation(clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deependirectionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involvedoperations. If the operation results in a multiple completionor recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final AbandonmentNotices shall be filed only after all requirements, includingreclamation,have been completed, and the operator has detennined that the site is ready for final
inspection.)

On 8/27/07 MIRUNDSI NS#1.Spud well @ 12:00pm. Drill310' of 12 1/4" hole with air mist. TIH W/7 Jt's 8 5/8" J-55 24 #csgn.
Set @305.61'On 8/31/07 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @15.8 ppg > 1.17 cflsk
yelld. Returned 6 bbls cement to pit. WOC.

I herebycertify that the foregoing is true and Title
correct (Printed/ Typed)

por pastjg DrillingForeman
Sign D e8/31/2007

Approvedbv Title
,

pate
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency 0 e
States anv false. fictitiousand fraudulent statements or revresentations as to anv matter within its iurisdiction .F IVED
(Instructions on reverse)

SEP0 6 2007

DIV.0FOIL,GAS&



NEWFIELD PRODUCTION COMPANY - CASING& CEMENT REPORT

8 5/8 CASING SET AT 305.61

LAST CASING 8 5/8" SET AT 305.61' OPERATOR NewField Production Company
DATUM 12' KB WELL Federal 16-22-9-16

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte
DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI NS #1
TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 39.84'

WHI-92csphead 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 293.76

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 295.61

TOTALLENGTHOF STRING 295.61 7 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12
PLUS FULLJTS. LEFT OUT 0 CASINGSET DEPTH 305.61

TOTAL 293.76 7

TOTALCSG. DEL. (W/O THRDS) 293.84 7 COMPARE

TIMING 1ST STAGE

BEGINRUN CSG. Spud 8/27/2007 12:00PM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 8/28/2007 8:30 AM Bbls CMT CIRC TO SURFACE 6

BEGINCIRC 8/31/2007 9:15 AM RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 8/31/2007 9:24 AM N/A

BEGINDSPL. CMT 8/31/2007 9:38 AM BUMPED PLUGTO 120 PSI

PLUG DOWN 8/31/2007 9:53 AM

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING
Centralizers - Middle first, top second &thirdfor 3

COMPANY REPRESENTATIVE Don Bastian DATE



FORM3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
Expires January 31,2004

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
. SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74392

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. Type of Well
Oil Well Gas Well O Other 8. Well Name and No.

2. Name of Operator FEDERAL 16-22-9-16
NEWFIELDPRODUCTIONCOMPANY 9. API W-ll No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333394
Myton, UT 84052 435646 377\ 10 Field and Pool or Exploratory Area

4. LocationofWell (Footage, Sec., T., R., M., or SurveyDescription) MONUMENT BUTTE
2068 FSL 649 FEL 11. County or Parish, State

NESE Section 22 T9S Rl6E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Weekly StatusReport

Final Abandonment Convert to O Plug Back O Water Disposal

13. DescribeProposedor CompletedOperation(clearly state all pertinent details, including estimated startingdate of any proposed work and approximate duration thereof. Ifthe

proposal is to deependirectionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion

of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

nal nm ti l be filed only after all requ rpements, inchuling rechurmtion haveybeencompleted and the operator has determined tha0tthe site is ready for Sn2al

csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHAand tag cement @265'. Drillout
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 6,075'& TVD 5820'. Lay down drill string & BHA. Open hole log
w/ Dig/SP/GR log's TD to surface. PU &TlH with Guide shoe, shoe jt, float collar, 151 jt's of 5.5 J-55, 15.5# csgn. Set @
6051.01' / KB. Cement with 350 sks cement mixed @ 11.0 ppg & 3.49 yld. Then 500 sks cement mixed @14.4 ppg & 1.24 yld.
With 44 bbis cement returned to pit. Nipple down Bop's. Drop slips @100,000#'s tension. Release rig 4:30 PM 9/14/07.

RECEIVED
SEP1 9 2007

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Signat e D
rillling Foreman

Approvedby Title Daff
Conditions of approval, if any, are attached. Approval of this notice does not warant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency of the United
States anv false.fictitious and fraudulent statements or reoresentationsas to anv matter within its imisdiction

(Instructions on



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 6051.01

FltclIr@ 6036.31

LAST CASING 8 5/8" SET / 305.61' OPERATOR Newfield Production Company

DATUM 12' KB WELL Federal 16-22-9-16

DATUMTO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI #2

TD DRILLER 6075' Loggers 6065' TVD= 5820'

HOLE SIZE 7 7/8"

LOG OF CASINGSTRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

Short jt 3651' (6.20')

151 5 1/2" ETC LT & C casing 15.5# J-55 8rd A 6022.31

Float collar 0.6

1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 15.45

GUIDE shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTALLENGTHOF STRING 6053.01

TOTALLENGTH OF STRING 6053.01 152 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFTOUT 79.05 2 CASINGSET DEPTH 6051.01
TOTAL 6116.81 154

TOTALCSG. DEL.(W/OTHRDS) 6116.81 154 COMPARE

TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 9/14/2007 4:00 AM GOOD CIRC THRU JOB YES

CSG. IN HOLE 9/14/2007 8:00 AM Bbls CMT CIRC TO SURFACE 44

BEGIN CIRC 9/14/2007 8:00 AM RECIPROCATED PIPE FOR THRUSTROKE NA

BEGIN PUMP CMT 9/14/2007 10:16 AM DID BACK PRES. VALVE HOLD ? YES

BEGIN DSPL. CMT 9/14/2007 11:20 AM BUMPEDPLUG TO 2150 PSI

PLUG DOWN 9/14/2007 11:47 AM

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 350 Premlite IIw/ 10% gel + 3 % KCL,3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.49 cf/sk yield

2 525 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middlefirst, topsecond &third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Alvin Nielsen DATE



Oct 03 2007 2:52PM EXACT Engineering Inc 918-599-9401 p.2

STATE OF UTAH FORM4
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

ENT1TY ACTION FORM

Operator: WolverineGas and OilCompany of Utah, LLC Operator Account Number: N
Mdress: 65 Campau NW, One Riverfront Plaza

¡g Grand Rapids

state MI sp 49503-2616 Phone Number (616) 458-1160

Well1
AWhituistar MIIIIRent ACI BW Imp Ro SennlP
4303930030 Wolverine Federal Arapien Valley 24-1 SWNW 24 20S 1E Sanpete

A f 10/3/2007
Comm conductor 10/3/2007; projected drig rig move in 11/15/2007 00NFDEN\AL

Comments:

Action code asentonsty areemay spugeste a setenment
ippinissa -

' Ruisser ooste

comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) S1even R Hash - EXACT Engineering Inc
B - Add new wellto existhg entHy(groupor unit well) N se Prg
C - Rawassignwell from one existing entity to another existing entity /<.
D - Re-essign wellfrom one existingentityto a new entity signature
E - Other (Explainin 'comments'section) Engineering Cortsultant 10/3/2007

Title Date

'"°°°2 RECElVED
OCTO3 2007

DIV.0FOIL,GAS&



FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Eprs u
4310,0504

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74392

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

7. If Unit or CA/Agreement, Name and/or

1 T pe of Well
Oil Well O Gas Well Other 8. Well Name and No.

2 Name ofOperator FEDERAL 16-22-9-16
NEWFIELD PRODUCTION COMPANY 9. API Ÿ/cilflo.

3a. Address Route 3 Box 3630 3b. Phone (mclude are code) 4301333394
Myton, UT 84052 435 646 377\ 10 Fieki an<i Poni or FYploratorv Area

4 Location of Well (Footage, Sec., T., R., M, or SurveyDescription) MONUMENT BUTTE
2068 FSL 649 FEL 11. County or Pa'rish, State

NESE Section 22 T9S R16E
DUCHESNE, UT

I2. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Recomplete O Other
Change Plans O Plug & Abandon Temporarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

I3 Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation results in a multiple completion or mcompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria,is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted flyteUtah DMalonofOil, Gas and MiningFORRECORDONLY

1hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

S
DaRegula2tory Specialist

Approved by Title Patr
Conditions of approval, if any, are attached. Approval of this notice does not warmnt or
certify that the applicant holds legal or equitabletitle to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitiousand fraudulentstatementsor reoresentations as to anv matter within its iurisdiction a- a ..... ..

(Instructions on reverse)

OCT12 2007
DE



' STATE OF UTAHO
< DEPARTMENT OF NATURALRESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBER;DIVISION OF OIL, GAS AND MINING USA UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantlydeepen existing wells below curent bottom-holedepth, reenter plugged
wells, or to drill horizontallaterals. Use APPLICATIONFOR PERMITTO DRILLformfor such proposals.

l. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELLO OTHER FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333394
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 crfY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 2068 FSL 649 FEL COUNTY: DUCHESNE

OTR/OTIL SECTION. TOWNSHIP. RANGE.MERIDIAN: NESE, 22, T9S, RI6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATECURRENT FORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT CHANGE WELL NAME PLUGBACK WATER DISPOSAL
(Submit OriginalForm Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF
Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Weekly StatusReport

10/30/2007 O CONVERTWELLTYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subject well was completed on 10/10/07, attached is a daily completion status report

NAME (PLEASEPRIg, Jen ar TTTLE Production Clerk

(This space for Stateuse on

RECEIVED
NOVO9 2007

DIV.0F OIL,GAS&



Summary Rig Activit age gy

Daily Activity Report

Format For Sundry
FEDERAL 16-22-9-16

8/1/2007To12/30/2007
10/3/2007 Day: 1 Completion

Rigless on 10/2/2007 - Instal 5K frac head. NU 6" 5K Cameron BOP. RU H/O truck &
pressure test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 5993' & cement
top @ 39'. Perforate stage #1, A1 sds @ 5035-71' w/ 3-1/8" Slick Guns (19 gram,
.49"HE. 120°) w/ 4 spf for total of 144 shots. 143 bbis EWTR. SIFN.

nexemanramiennearemmassavesamassmannenwsmaemumowemukaa:tdanamnensessassiamwiedersianzamimAe¢msmPancasemmianimmusassumensamammmuurentruuma=•Jonam wawatemaliinidseluummisemismasasswormansw+nnmoimmeum

10/6/2007 Day: 2 Completion

Rigless on 10/5/2007 - Stage #1 A1 sds. RU BJ Services. 10 psi on well. Frac A1 sds
w/ 140,366#'s of 20/40 sand in 1008 bbis of Lightning 17 fluid. Broke @ 2849 psi.
Treated w/ ave pressure of 1851 psi w/ ave rate of 24.8 BPM. ISIP 2081 psi. Leave
pressure on well. 1151 BWTR. Stage #2 A.5 sds. RU Lone Wolf WLT, crane &
Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 5'
perf gun. Set plug @ 5010'. Perforate A.5 sds @ 4964-69' w/ 3-1/8" Slick Guns
(.37"EH, 23 gram, 90°) w/ 4 spf for total of 20 shots. RU BJ Services. 1566 psi on
well. Frac A.5 sds w/ 15,004#'s of 20/40 sand in 274 bbis of Lightning 17 fluid.
Broke @ 3458 psi. Treated w/ ave pressure of 2605 psi w/ ave rate of 24.8 BPM.
ISIP 1909 psi. Leave pressure on well. 1425 BWTR. Stage #3 B2 sds. RU Lone Wolf
WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through
frac plug & T perf gun. Set plug @ 4920'. Perforate B2 sds @ 4860-67 w/ 3-1/8"
Slick Guns (.37"EH, 23 gram, 90°) w/ 4 spf for total of 28 shots. RU BJ Services.
1528 psi on well. Frac B2 sds w/ 13,965#'s of 20/40 sand in 269 bbis of Lightning
17 fluid. Broke @ 4220 psi. Treated w/ ave pressure of 2130 psi w/ ave rate of 24.8
BPM. ISIP 1925 psi. Leave pressure on well. 1694 BWTR. Stage #4 C sds. RU Lone
Wolf WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow
through frac plug & 12' perf gun. Set plug @ 4820'. Perforate C sds @ 4748-60' w/
3-1/8" Slick Guns (.37"EH, 23 gram, 90°) w/ 4 spf for total of 48 shots. RU BJ
Services. 1532 psi on well. Frac C sds w/ 41,811#'s of 20/40 sand in 406 bbis of
Lightning 17 fluid. Broke @ 4180 psi. Treated w/ ave pressure of 2620 psi w/ ave
rate of 24.8 BPM. ISIP 2235 psi. Open well to pit for immediate flowback @ 1 bpm.
Well flowed for 4 hrs. & died. Recovered 270 bbis. SWIFN.
waecmemmmagiurallaceummemnessexamiscamammesmaamrammm.memminanuismommaiman.:Ir.xm:im:nus:rm:mmtecumaammutzwouwsm:mweamacarmoi::mmmmoimmmmoinwatimilismuummeammunnaramn.wae:maramuumamswoli:4uisumme

10/9/2007 Day: 3 Completion

Western #2 on 10/8/2007 - MIRU Western #2. 75 psi on csg. Bleed off pressure. ND
Cameron BOP & 5M WH. NU 3M WH & Shaffer BOP. Talley, PU & RIH w/ 4
3/4" (Used) bit, Bit sub & 153 jts of 2 7/8" J-55 tbg. Tagged sand @ 4707'. RU
Nabors power swivel. Circulate sand & drill out plugs. Sand @ 470T, Plug @
4820' (Drilled out in 22 mins). Tagged sand @ 4882', Plug @ 4920' (Drilled out in 27
mins). Circulate well clean. LD 1 jt tbg. EOT @ 4913'. SIWFN w/ 1820 BWTR.
avaraattomusaniastaa:Womesumainlaimammuleis*¾vmsmessentisemaar.sairmenmemalinatachia¢cemmagmin emmwaarain:rmainmunamania:manciënausdomaissommmetsbisamatarmouwaimm-wwinesiniminy#asistamam

10/10/2007 Day: 4 Completion

Western #2 on 10/9/2007 - O psi on well. Con't circulate sand & drill out plugs.
Tagged plug @ 5010' (Drilled out in 26 mins). Tagged sand @ 5726'. C/O to PBTD @
6034'. RD power swivel. LD 2 jts of tbg. EOT @ 5993. RU swab equipment. Made 14
runs. IFL @ sfc. FFL @ 1900', Trace oil, No sand. Rec 136 BTF. RD swab equipment.
PU & RIH w/ 2 jts of tbg. Tagged sand @ 6022'. C/O to PBTD @ 6034'. LD 30 jts of

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160131&API=430133339400...



Suniinary Rigdetivitÿ Tage 29tf2

,tbg. TOH w/ tbg. LD bit & bit sub. TIH w/ production tbg as follows: NC, 2-jts, 2-jts,
TA & 40 jts of tbg. EOT @ 1246'. SIWFN w/ 1744 BWTR.

10/11/2007 Day: 5 Completion

Western #2 on 10/10/2007 - O psi on well. Con't TIH w/ production tbg. Production
tbg detail as follows: NC, 2- jts, SN, 2- jts, 5 1/2" TA, 162 jts of 2 7/8" J-55 tbg. ND
BOP. Set TA w/ 16,000# of tension @ 5010', SN @ 5075', EOT @ 5137. NU WH. PU &
TIH W/ pump and "A" grade rod string as follows: new CDI 2 1/2" X 1 3/4" X 21'
RHAC pump, 4-1 1/2" weight rods, 197-7/8" scrapered rods(8 per), 1- 4', 1- 2' X
7/8" pony rods and 1 1/2" X 26' polished rod. Seat pump & RU pumping unit. W/
tbg full, pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to 800 psi.
Good pump action. RDMOSU. Est 1744 BWTR. Place well on production @ 3:00 PM
10/10/2007 W/ 123" SL @ 4 SPM. FINAL REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160131&API=430133339400...



FORM 3160-4 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

O' UNITED STATES **'"°*'°""°06 Expires: February28,1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAUOF LAND MANAGEMENT UTU-74392
WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W L DRY Other Federal .

Ib. TYPE OF WELL

8. FARM OR LEASE NAME, WELLNO.
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other Federal 16-22-9-16
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33394
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) ( y ,

- . 11. SEC., T., R., M., OR BLOCK AND SURVEY
tSupdparced.

Interval reported below
SE/SE) 2, T 16E OR AREASec.

22, T9S, R16E

At total de th 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-33394 05/07/07 Duchesne |UT

15. DATE SPUDDED 6. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC)* 19. ELEV. CASINGHEAD08/27/07 09/13/07 10/10/07 5800' GL 5812' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

6075' 6034' 6 C HOW MANY* DRlLLED BY

24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4748'-5071' SURVEYMADE

26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
, GR, Genper, Cement Bond Log No

23. CASING RECORD (Re;ort all strings set in vell)
CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED8-b/8" - J-bb 24# 306' 12-1/4" To surface with 160 sx Class "G" cmt6-1/2"- J-bb i b.b# 6061' 7-//8" 350 sx Premlite Il and 525 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)2-1/8" 60 I (a) IA (a2

613/' 5010'
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SOUEEZE, ETC,

INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
(A1) 5035'-5071'

.49" 4/144 5035'-5071' Frac w/ 140,366#20/40 sand in 1008 bbls fluid
(A.5) 4964'-4969'

.37" 4/20 4964'-4969' Frac w/ 15,004#20/40 sand in 274 bbis fluid
(B2) 4860'-4867' .37" 4/28 4860'-4867' Frac w/ 13,965#20/40 sand in 269 bbis fluid
( C) 4748'-4760'

.37" 4/48 4748'-4760' Frac w/ 41,811#20/40 sand in 406 bbls fluid

33.* PRODUC' ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

10/10/07 2-1/2" x 1-3/4" x 21' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N, FOR OIL--BBLS. GAS--MCF. WATER--BBL GAS-OILRATIO

10 day ave
TEST PERIOD

3 1 31 333
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API(CORR.)

24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY
Sold & Used for Fuel

35. LIST OF ATTACHMEN S

36. I hereby certify tha frg in ation is complete and correct as determined from all available records
SIGNED TITLE PEOduction Clerk DATE 10/31/2007

Jent i Park JP
*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 .S.C. Sectio 01, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its
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Scientific
Drilling Directional Survey Certification

7327 West Barton Road
Casper, WY 82604
(307)-472-6621 Fax (307) 472-5439

RE: Newfield Exploration Co. Operator
Federal 16-22-9-16 Well Name & No.

Duchesne County, UT County & State
42DEFO708712 SDI Job No.

I, Julie Cruse , having personal knowledge of all the facts, hereby
certifythatthe attached directional survey run from a measured depth of 334 feet to a
measured depth of 6075 feet is true and correct as determined from all available records.

A 9 , AM , Rockies Region Engineer Scientific Drilling International
Signature Title Company

State of : Wyoming )
} ss

County of : Natrona }

of , 2007, before me personally appeared
to me known as the person described in and who executed the foregoing

iS rument and ack executed the same as

h'e

ee ac nd

deed'
Notary Public My C mmis on Expires

DARCI NEAL- NOTARYPUBUCCounty of State ofNatrona 6.

WyomingMyCommission ExpítesAugust 12.



Project: Duchesne County, UT
Site: Federal16-22-9-16 Newfield Exploration Co.
Well: Federal 16-22-9-16

ScientificDrilling Wellbore: OH
Rocky Mountain Operations Design: OH

- 175350- - First SDI MWDSur y

- - - -
-360

----

700

- 00 -525

1050

3000
-700 -

1100

-075

150

1050

5000

400
2000

3150 -- -

-1575

Federal 1 22-9-16/Pan #2 Federa 16-22-9-16/Survey #1

0500
-730 -525 -330 -175 U 175 350 625 700

I-
West(-)/East(+) (350 ft/in)

WELLDETAILS:Federal 16-22-9-16

Ground Level: GL 5798' & RKB 15' @5813.00ft
+N/-S +El-W Northing Easting Latitude Longitude

4200
0.00 0.00 7177203.67 2032965.58 40° 0° 53.270 N 110° S' 54.150 W

4550

REFERENCE INFORMATION
5250 Co-ordinate {NIE)Reference: Wes Federa1 16-22-9-16. True North

Vertical (TVD) Reference: GL 5798' & RKB15' @ 6813.0011
Section (VS) Reference: Slot - (0.00N, 0.00E)

Measured Depth Reference: GL 5790' &RKB 15'@ 5813.00ft
5000 Calculation Method: Minimum Cufvature

Local North: True
Fed réI 16-22-9-16/Survey #1 60 Location: Sec. 22 TSS R16E

6950 - -- -

I PROJECT DETAILS:Duchesne County, UT Survey: Survey#1 (Federal 16-22-9-16/OH)
Geodetic System; US State Plane 1983

Datum: North American Datum 1983 Created By: Julie Cruse Date: 2007-10-08
Ellipsoid: GRS 1980

0 350 700 1050 1400 1760 Zone: Utah Central Zone

Vertical Section at 180.61 (700



Newfield Exploration Co.
Duchesne County, UT
Federal 16-22-9-16
Federal 16-22-9-16
OH

Survey: Survey #1

Standard Survey Report
08 October,



Scientific Drilling
Survey Report

Company: NewfieldExplorationCo. [..opp a dingRpference: Well Federal 16-22-9-16
Project: Duchesne County, UT ÌVD Refàreáoi: GL 5798' & RKB 15' @5813.00ft
Site: Federal 16-22-9-16 IÑDRÀferenti GL 5798' & RKB 15' @5813.00ft
Well: Federal 16-22-9-16 North.Reference True
Wellbore: OH Survey ÒalculËtiMethod MinimumCurvature
Design: OH Database EDM2003.16 Single User Db

Survey

Nieasured Vertical Vertical Dogleg Budd Turn
Depth inclination Azimuth Depth +NI-S +EI·W Section Rate Rate Rate

ÅÍ (°) (*) (ft) (it) (ft) (°i100ft) (°Ii00ft) (°I100ft)

3,126.00 20.59 177.30 3,029.70 -640.79 4.24 640.71 0.83 0.65 -1 A9
3,219.00 20.43 175,78 3,116.81 -673.32 6.20 673.21 0.60 -0.17 -1.63

3,312.00 21.40 176.48 3,203.68 -706.44 8.44 706.31 1,08 1.04 0.75
3,405.00 21.45 178.48 3,290.26 -740.37 9.93 740.23 0.79 0.05 2.15
3,498.00 20.55 179.86 3,377.08 -773.70 10.42 773.54 1.10 -0.97 1.48
3,593.00 18.89 181.17 3,466.50 -805.75 10.15 805.59 1.81 -1.75 1.38
3,686.00 18.94 180.61 3,554.48 -835.89 9.68 835,74 0.20 0.05 -0.60

3,781.00 18,86 182.55 3,644,36 -866.65 8.84 666.50 0.67 -0.08 2.04
3,875.00 18.36 185.29 3,733.45 -896.57 6.80 896.44 1.07 -0.53 2.91
3,969.00 17.85 187.02 3,822.79 -925.61 3.67 925.52 0.79 -0.54 1.84
4,062.00 17.23 187.28 3,911.47 -953.42 0.18 953.36 0.67 -0.67 0.28
4,156.00 17.33 187.05 4,001.23 -981.12 -3.30 981.10 0.13 0.11 -0.24

4,250.00 18.49 188.40 4,090.67 -1,009.83 -6.68 1,009.84 1.25 1.23 -0.69

4,344.00 18.97 180.90 4,179.70 -1,039.92
-8.58 1,039.95 1.95 0.51 -5.85

4,439.00 19.44 179.84 4,269.41 -1,071.17
-8.78 1,071.20 0.62 0.49 -1,12

4,532.00 19.46 179.00 4,357.10 -1,102.13 -8.47 1,102.16 0.30 0.02 -D.90
4,626.00 18.85 178.69 4,445.90 -1,132,97

-7.85 1,132.99 0.66 -0.65 -0.33

4,721.00 19.86 182.06 4,535.53 -1,164.44 -8.08 1,164.46 1.58 1.06 3.55
4,816.00 18.86 181,10 4,625.16 -1,195.92 -6.95 1,195.95 1.10 -1.05 -1.01

4,908.00 18.59 18031 4,712.29 -1,22545 -9.32 1,225.48 0.40 -0.29 -0.86

5,002.00 19.22 180.77 4,801.22 -1,255.91
-9.60 1,255.94 0.69 0.67 0.49

5,094.00 19.18 180.82 4,888.10 -1,286.16 -10.02 1,286.19 0.05 -0.04 0.05
5,188.00 18.62 182.30 4,977.03 -1,316.59 -10.85 1,316.64 0.78 -0,60 1.57

5,283.00 19.36 180.17 5,066.86 -1,347.50 -11.50 1,347.54 1.07 0,78 -2.24

5,375.00 18.51 182.51 5,153.89 -1,377.34 -12.19 1,377.39 1.24 -0.92 2.54
6,470.00 17.97 184.70 5,244.11 -1.407.01

-14.05 1,407.08 0.92 -0.57 2.31
5,584.00 18.35 182.93 5,333.43 -1,436.24

-15.99 1,436.32 0.71 0.40 -1.88

5,656.00 18.62 181.52 5,420.69 -1,485.38
-17.12 1,465.48 0.57 0.29 -1.53

5,751.00 18.79 178.85 5,510.67 -1,495.84
-17.22 1,495.94 0.92 0.16 -2.81

6,844.00 18.45 178,96 5,598.80 -1,525.53 -16.65 1,525.62 0.37 -0.37 0.12
5,938.00 17.29 177-17 5,688.27 -1,554.35 -15.69 1,554.43 1.37 -1.23 -1.90

6,027.00 15.05 176.12 5,773.74 -1,579.09 -14.28 1,579.16 2.54 -2.62 -1.18 |
6,675.00 15.05 178.12 5,820.09 -1,591.53

-13.41 1,691.58 0.00 0.00 0.00

Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
-Shape (°) (*) (ft} (ft) (ft) (ft) (A Latitude Longitude

Federal 16-22-9-16 Targ 0.00 0.00 5,298.00 -1,409.00 -15.00 7,175,794.61 2,032,972.66 40° O' 39.344 N 110° S' 54.343 W
- survey misses by 14.78ft at 552184ft MD (5293.40 TVD, -1423.05 N, -15.23 E)
- Circle (radius 75.00)

Survey Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(f0 (ft) (R) (ft) Comment
334.00 333.97 -3.50 -0.60 First SDI MWDSurvey

6,075.00 5,820.09 -1,591.53 -13.41 Projection To TD

Checked By: Approved By: Date:

2007-10-08 8:22:16PM Page 4 COMPASS 2003 16



Scientific Drilling
Survey Report

Company: NewfieldExploration Go Lâc Co-Ârái ee : Well Federal 16-22-9-16
Project: Duchesne County, UT TVD RefeÃnåe GL 5798' & RKB15' @5813.00ft
Site: Federal 16-22-9-16 feán GL5798' &RKS 15' @5813.00ft
WeH: Federal 16-22-9-16 True
Wellbore: OH 191 had MinimumCurvature
Design: OH Database: EDM2003.16 Single User Db

Project Duchesne County, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: NorthAmerican Datum 1983
Map Zone: Utah Central Zone

S Federal A-2-9-16, Sec. 22 T9S R16E

Site Position: Northing: 7,177,203.6711 Latitude: 40 O' 53.270 N
From: Lat/Long Easting: 2,032,965.58ft Longitude: 110 5'54.150 W
Position Uncertainty: 0.00 ft Slot Radius: in Grid Convergence: 0 90 °

Well Federal 22-9-16, SHL: 2068 FSL, 6 ITL

Well Position +NI-S 0.00 ft Northing: 7,177,203.67 ft Latitude: 40° O' 53.270 N
+El-W 0.00 ft Easting: 2,032,965.58 ft Longitude: 110° S' 54.150 W

Positlon Uncertainty 0.00 ft Weilhead Elevation: ft Ground Level: 5,798.00ft

Wellbore OH

Magnetics Model Name Sample Date Declination Dip Angle Fleid Strength
(*) (nT)

IGRF200510 2007-09-08 1 79 8586 52,641

| Design OH

Audit Notes:
i
| Version: 1.0 Phase: ACTUAL Tie On Depth:
I
Vertical Section Depth From TVD} +NI-S IË/W Direction

0.00 0.00 0.00 180.61

urvey Program Date 2007-09 24
·rom To

:) (gt; trvey (Ý\feÑr Tool Nam Descripticm

334 00 6,075.00 Survey #1 (OH) MWD MWD- Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI·S +El-W Section Rate Rate Rate(°) (*) (ft) (it) (ft) (*Ii00ft) (°/100ft} (°I'IO0ft)

D.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
334 00 1.22 189.79 333.97 -3.50 -0.60 3.51 0.37 0.37 0.00
364.00 1.21 168.30 363.97 -4.13 -0.70 4.14 0.11 -0.03 -4.97

394.00 1.63 182.40 393.98 -4.87 -0.77 4.88 1.48 1.40 -19.67

424.00 2.50 181.43 423.94 -5.95 -0.80 5,96 2.90 2.90 -3.23

453.00 2.40 176.75 452.91 -7.19 -0.78 7.20 0.77 -0,34 -16.14

484.00 2.50 184.22 483.88 -8.51 -0.80 8.52 1.08 0.32 24.10
515.00 2.73 180.10 514.85 -9.93 -0.85 9.93 0.96 0.74 -13.29

545.00 2.78 181.29 544.82 -11.37
-0.67 11.38 0.25 0.17 3.97

575.00 2.76 181.34 574.78 -12.82 -D.90 12.83 0.07 -0.07 0.17
606.00 2.75 18D.64 605.75 -14.31

-0.92 14.32 0.11 -0.03 -2.26

637.00 2 53 174.59 636.71 -15.73
-0.87 15.74 1.14 -0.71 -19.52

667.00 2.38 173.07 666,69 -17.00
-0.73 17.01 0.61 -0.57 -5.07

2007-10-08 8 22 16PM Page 2 COMPASS 2003.16 Build



O

March 1, 2011

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 13 10
P O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Workover MIT
Federal 16-22-9-16
API #43-013-33394

Dear Mr. Brad Hill:
A workover MIT was conducted on the subject well. Attached are the sundry,

tabular sheet and a copy of the chart. If you have any questions please give me a call at
435-646-4874.

Administrative Assistant

RECEIVED
MARO8 2011

DIV.0FOlL,GAS&MINING

Rt 3 Box 3630 10530 South Country Road #33 Myton, UT 84052 (435) 646-3721 Fax (435)



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drillhorizontallaterals. Use APPLICATION FOR PERMITTODRILL form for such proposals. GMBU

1. TYPEOFWELL: 8. WELLNAMEandNUMBER:

OIL WELL GAS WELL O OTHER FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301333394
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 GREATERMB UNIT
4. LOCATION OF WELL:

FOOTAGESATSURFACE: 2068 FSL649 FEL COUNTY: DUCHESNE

OTR/OTR, SECTION. TOWNSHIP. RANGE.MERIDIAN: NESE, 22, T9S, Rl6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATE CURRENT FORMATION0. NOTICEOF INTENT
(Submit in Duplicate) O ALTER CASING O FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR O NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS O OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGANDABANDON VENTOR FLAIR

SUBSEOUENT REPORT O CHANGE WELL NAME O PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGE WELL STATUS PRODUCTION (STARTISTOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - MIT

02/25/2011 Q CONVERT WELL TYPE O RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS.Clearlyshow all pertinent details includingdates,depths, volumes, etc.

The above subject well had workover procedures performed (tubingleak), attached is a daily status report.
On 02/22/2011 Dennis Ingram with the State of Utah was contacted concerning the MITon the above listed well. On 02/25/2011 the
csg was pressured up to 1420 psig and charted for 30 minute with no pressure loss. There was not a State representative available to
witness the test.

API# 43-013-33394

NAME (PLEASEP Lucy Chav Nau o TITLE Administra ve Assistant

(This space for Stateuseonly)

RECEIVED
MARO8 2011

DIV.0F0lL,GAS&



Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dategigi Time pm

Test Conducted by: )dC G, 69
Others Present:

Well: j' j¿, -a -ý-/g
Field:

Well L ation: API No:

Tigmg Casinq Pressure

0 min / j'JO psig

S //¢ '2() psig

10 /g 2/> psig

15 J()() psig

20 A/ p£> psig

25 /2/ f f; psig

30 min /fi) psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:
Signature of Person Conducting





Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

FEDERAL 16-22-9-16
12/1/2010To4/28/2011

2/7/2011 Day: 1 Tubing Leak

Basic #1474 on 2/7/2011 - POOH w/ rods & pump (Guides worn out on entire rod string).
POOH w/ tbg looking for hole. - MIRU. Pump 40 BW @ 250° Fdown csg. RDPU. Unseat pump
POOH w/ rods & pump, guides on entire rod string worn out & scale build up on bttm of rod
string. X- over to tbg equipment. NDWH. Release TA. NUBOP. RIH w/ tbg & tag fill @ 5518'.
Pump 5 BW, drop SV. POOH w/ tbg looking for hole, did not find hole. RIH w/ new SN, TA &
44- jts tbg. Try to PT tbg, no test. POOH w/ tbg, find hole in jt #163. Replace 20- jts tbg
above SN. SWIFN. - MIRU. Pump 40 BW @ 250° Fdown csg. RDPU. Unseat pump POOH w/
rods & pump, guides on entire rod string worn out & scale build up on bttm of rod string. X-
over to tbg equipment. NDWH. Release TA. NUBOP. RIH w/ tbg & tag fill @ 5518'. Pump 5
BW, drop SV. POOH w/ tbg looking for hole, did not find hole. RIH w/ new SN, TA & 44- jts
tbg. Try to PT tbg, no test. POOH w/ tbg, find hole in jt #163. Replace 20- jts tbg above SN.
SWIFN. Finalized
Daily Cost: $0
Cumulative Cost: $6,111

2/10/2011 Day: 2 Tubing Leak

Basic #1474 on 2/10/2011 - POOH w/ tbg. RU Perforaters WLT. Set CIBP @ 4698'. RIH W/
108- jts tbg open ended. SWIFN. - Pump 10 BW down tbg, drop SV. RIH w/ all tbg. LD 58- jts
tbg on trailer. TOOH w/ 108- jts tbg. RU Perforaters WLT. RIH w/ CIBP and set @ 4698'. RD
WLT. RIH w/ 108- jts tbg open ended. NDBOP. NUWH. RIH w/ 129-7/8"guided rods. SWIFN. -

Pump 10 BW down tbg, drop SV. RIH w/ all tbg. LD 58- jts tbg on trailer. TOOH w/ 108- jts
tbg. RU Perforaters WLT. RIH w/ CIBP and set @ 4698'. RD WLT. RIH w/ 108- jts tbg open
ended. NDBOP. NUWH. RIH w/ 129-7/8"guided rods. SWIFN. Finalized
Daily Cost: $0
Cumulative Cost: $13,579

2/12/2011 Day: 3 Tubing Leak

Bàsjc #1474 on 2/12/2011 - LD rods & TA well. - LD 129- 7/8" rods. Pump chemical diown
CSG. ND WH tee, bull plug WH. - LD 129- 7/8" rods. Pump chemical diown CSG. ND WH tee,
bull plug WH.
Daily Cost: $0
Cu ulative Cost: $17,314

2 8/2011 Day: 4 Tubing Leak

Rig $$ on 2/28/2011 - Workover MIT. - On 2/22/2011 Dennis Ingram with the State of Utah
DO M was contacted concerning the workover MIT on the above listed well (Federal 16-22-9-

! 16)1 On 2/25/2011 the csg Was pressured up to 1420 psig and charted for 30 minutes with no
piehsure loss. TheËewas not a State representative available to witness the test. Final Report
API# 43-013-33394 - On 2/22/2011 Dennis Ingram with the State of Utah DOGM was
contacted concerning the workover MIT on the above listed well (Federal 16-22-9-16). On
2/25/2011 the csg was pressured up to 1420 psig and charted for 30 minutes with no
pressure loss. There was not a State representative available to witness the test. Final Report

http://www.inewfld.com/denver/SumActRpt.asp?RC=l60131&API=4301333394&MinDa...



· Summary Rig Activity Page 2 of 2

API# 43-013-33394 Finalized
Daily Cost: $0
Cumulative Cost: $18,214

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=16013l&API=4301333394&MinDa...



API Well No: 43013333940000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 16-22-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2068 FSL 0649 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

2/9/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield Production Company requests the approval to temporarily abandon
subject well. Subject well is down and needs repair. However repairs prove not
to be economic thus request the approval to TA. Attached are the "as-is" well
bore diagram and the proposed wellbore diagram. The plan is to set a plug
approximately 50' above top perforation until well can be converted when

water flood has expanded to area of subject well. Please contact Wayne Baud
at 303-383-4139 with any questions.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sam Styles 303 893-0102

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 2/9/2011

03/15/2011

iPI Well No: 43013333940000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS7E43D9E2sIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2068 FSL 0649 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 22 Township: 09.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/9/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company requests the approval to temporarily abandon
subject well. Subject well is down and needs repair. However repairs prove not Accepted by the
to be economic thus request the approval to TA. Attached are the "as-is" well Utah Division of

bore diagram and the proposed wellbore diagram. The plan is to set a plug Oil, Gas and Mining
approximately 50' above top perforation until well can be converted when

water flood has expanded to area of subject well. Please contact Wayne BaD&te: 03/15/2 1
at 303-383-4139 with any questions.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sam Styles 303 893-0102 Engineering Tech

SIGNATURE DATE
N/A



FEDERAL 16-22-9-16

2068’FSL & 649’ FEL

NE/SE  Section 22-T9S-R16E

Duchesne Co, Utah

API #43-013-33394; Lease # UTU-74392

FEDERAL 16-22-9-16

Wellbore Diagram 

(As – Is)

PBTD @ 5440’

SURFACE CASING

PRODUCTION CASING

TUBING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (293.76’)

DEPTH LANDED: 305.61’ KB

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 6 bbls cmt to surf.

CSG SIZE: 5-1/2”

GRADE: J-55 

WEIGHT: 15.5# 

LENGTH: ?  jts. (’)

DEPTH LANDED: ?’ KB

HOLE SIZE: 7-7/8”

CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.

CEMENT TOP: 39’

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8’)

TUBING ANCHOR: 5005.8’ KB

NO. OF JOINTS:  2 jts (64.1’)

SEATING NIPPLE: 2-7/8” (1.10’) 

SN LANDED AT: 5072.8’

NO. OF JOINTS:  2 jts (61.40’)

TOTAL STRING LENGTH:  EOT @ 5136’ KB

PERFORATION RECORD

10/02/07   5035-5071’ 4 JSPF     144 holes

10/05/07   4964-4969’ 4 JSPF     20 holes

10/05/07   4860-4867’ 4 JSPF     28 holes

10/05/07   4748-4760’ 4 JSPF     48 holes

Spud Date: 08/27/07

Put on Production: 10/10/07

GL: 5800’ KB: 5812’

Anchor @ 5020’

FRAC JOB

10/05/07    5035-5071’ Frac A1 sands as follows:      

140366# 20/40 sand in 1008 bbl Lightning 17 

frac fluid.  Treated @ avg press of 1851 psi 

w/avg rate of 24.8 BPM. ISIP 2081  psi. Calc 

flush: 5033 gal. Actual flush: 4536 gal.

10/06/07    4964-4969’ Frac A.5 sands as follows:      

15004# 20/40 sand in 274 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2605 psi 

w/avg rate of 24.8 BPM. ISIP 1909  psi. Calc 

flush: 4962 gal. Actual flush: 4456 gal.

10/05/07    4860-4867’ Frac B2 sands as follows:      

13965# 20/40 sand in 269 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2130 psi 

w/avg rate of 24.8 BPM. ISIP 1925  psi. Calc 

flush: 4858 gal. Actual flush: 4355 gal.

10/05/07    4748-4760’ Frac C  sands as follows:      

41811# 20/40 sand in 406 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2620 psi 

w/avg rate of 24.8 BPM. ISIP 2235  psi. Calc 

flush: 4746 gal. Actual flush: 4662 gal.

6/17/08 parted rods. Updated rod and tubing detail

11/19/08 Pump Change. Updated rod &tubing details. 

2/13/09 Tubing Leak. Updated r & t details. 

6/18/2010 Tubing leak. Updated rod and tubing detail.

Initial Production:     BOPD,      

MCFD,     BWPD

ML 7/9/2010

POLISHED ROD: 1-1/2” x 26’ SM polished rods

SUCKER RODS: 2-4’x 7/8” pony rods, 1-4’ x 7/8” pony rod, 1- 6’ x 7/8” pony 

rod, 197- 7/8” guided rods (8 per), 4-3’ x 1” pony rods, 4- 1 ½” weight bars

PUMP SIZE: CDI 2-1/2” x 1-3/4” x 16 x 20’RHAC 

STROKE LENGTH:  123”

PUMP SPEED, SPM:  5

SUCKER RODS

4860-4867’

4748-4760’

TD @ 6075’

SHOE @’

SN@ 5053’

4964-4969’

5035-5071’

EOT @ 5116’

Cement Top @ 39’

FEDERAL 16-22-9-16
Spud Date: 08/27/07 Initial Production: BOPD,
Put on Production: 10/10/07 Wellbore Diagram MCFD, BWPD
GL: 5800' KB: 5812' (AS - IS)

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 39' 10/05/07 5035-5071' Frac A1 sands as follows:

GRADE: J-55 140366#20/40 sand in 1008 bb1 Lightning 17
frac fluid. Treated @ avg press of 1851 psi

WEIGHT: 24# wlavg rate of 24.8 BPM. ISIP 208 l psi. Cale

LENGTH: 7 jts. (293.76') flush: 5033 gal. Actual flush: 4536 gal.

DEPTH LANDED: 305.61' KB 10/06/07 4964-4969' Frac A.5 sands as follows:
15004#20/40 sand in 274 bb1s Lightning 17

HOLE SIZE:12-1/4" frae fluid. Treated @ avg press of 2605 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf. wlavg rate of24.8 BPM. ISIP 1909 psi. Cale
flush: 4962 gal. Actual flush: 4456 gal.

10/05/07 4860-4867' Frac H2 sands as follows:
- - 13965#20/40 sand in 269 bb1s Lightning 17

frac fluid. Treated @ avg press of 2130 psi
wlavg rate of 24.8 BPM. ISIP 1925 psi. Cale
flush: 4858 gal. Actual flush: 4355 gal.

PRODUCTION CASING 10/05/07 4748-4760' Frac C sands as follows:
41811#20/40 sand in 406 bbls Lightning 17

CSG SIZE: 5-1/2" frae fluid. Treated @ avg press of 2620 psi

GRADE: J-55 wlavg rate of 24.8 BPM. ISIP 2235 psi. Cale
flush: 4746 gal. Actual flush: 4662 gal.

WEIGHT: 15.5#

LENGTH:? jts.()
6/17/08 parted rods. Updated rod and tubing detail

DEPTH LANDED: ?' KB
11/19/08 Pump Change. Updated rod &tubing details.

HOLE SIZE: 7-7/8"
2/13/09 Tubing Leak. Updated r & t details.

CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.
6/18/2010 Tubing leak. Updated rod and tubing detail.

CEMENT TOP: 39'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8')

TUBING ANCHOR: 5005.8' KB

NO. OF JOINTS: 2 jts (64.l')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5072.8'

NO. OF JOINTS: 2 jts (61.40')

TOTAL STRING LENGTH: EOT @ 5136' KB

SUCKER RODS 4748-4760 PERFORATION RECORD

POLISHED ROD: l-l/2" x 26' SM polished rods
4860-4867

44 SPFF

o s

10/05/07 4860-4867 4 JSPF 28 holes
SUCKER RODS: 2-4'x 7/8" pony rods, 1-4' x 7/8" pony rod, 1- 6' x 7/8" pony
rod, 197- 7/8" guided rods (8 per), 4-3' x 1" pony rods, 4- 1 ½" weight bars 4964-4969 10/05/07 4748-4760 4 JSPF 48 holes

PUMP SIZE: CDI 2-l/2" x 1-3/4" x 16 x 20 RHAC

STROKE LENGTH: 123" Anchor @ 5020

PUMP SPEED, SPM: 5
5035-5071'

SN@ 5053

EOT @ 5116'

PBTD @ 5440'

NEWFIELD

SHOE @

FEDERAL 16-22-9-16 \ yo , se
2068'FSL & 649' FEL

NE/SE Section 22-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33394; Lease #UTU-74392

ML



FEDERAL 16-22-9-16

2068’FSL & 649’ FEL

NE/SE  Section 22-T9S-R16E

Duchesne Co, Utah

API #43-013-33394; Lease # UTU-74392

FEDERAL 16-22-9-16

Wellbore Diagram 

(Proposed)

PBTD @ 5440’

SURFACE CASING

PRODUCTION CASING

TUBING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (293.76’)

DEPTH LANDED: 305.61’ KB

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 6 bbls cmt to surf.

CSG SIZE: 5-1/2”

GRADE: J-55 

WEIGHT: 15.5# 

LENGTH: ?  jts. (’)

DEPTH LANDED: ?’ KB

HOLE SIZE: 7-7/8”

CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.

CEMENT TOP: 39’

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8’)

TUBING ANCHOR: 5005.8’ KB

NO. OF JOINTS:  2 jts (64.1’)

SEATING NIPPLE: 2-7/8” (1.10’) 

SN LANDED AT: 5072.8’

NO. OF JOINTS:  2 jts (61.40’)

TOTAL STRING LENGTH:  EOT @ 5136’ KB

PERFORATION RECORD

10/02/07   5035-5071’ 4 JSPF     144 holes

10/05/07   4964-4969’ 4 JSPF     20 holes

10/05/07   4860-4867’ 4 JSPF     28 holes

10/05/07   4748-4760’ 4 JSPF     48 holes

Spud Date: 08/27/07

Put on Production: 10/10/07

GL: 5800’ KB: 5812’

Anchor @ 5020’

FRAC JOB

10/05/07    5035-5071’ Frac A1 sands as follows:      

140366# 20/40 sand in 1008 bbl Lightning 17 

frac fluid.  Treated @ avg press of 1851 psi 

w/avg rate of 24.8 BPM. ISIP 2081  psi. Calc 

flush: 5033 gal. Actual flush: 4536 gal.

10/06/07    4964-4969’ Frac A.5 sands as follows:      

15004# 20/40 sand in 274 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2605 psi 

w/avg rate of 24.8 BPM. ISIP 1909  psi. Calc 

flush: 4962 gal. Actual flush: 4456 gal.

10/05/07    4860-4867’ Frac B2 sands as follows:      

13965# 20/40 sand in 269 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2130 psi 

w/avg rate of 24.8 BPM. ISIP 1925  psi. Calc 

flush: 4858 gal. Actual flush: 4355 gal.

10/05/07    4748-4760’ Frac C  sands as follows:      

41811# 20/40 sand in 406 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2620 psi 

w/avg rate of 24.8 BPM. ISIP 2235  psi. Calc 

flush: 4746 gal. Actual flush: 4662 gal.

6/17/08 parted rods. Updated rod and tubing detail

11/19/08 Pump Change. Updated rod &tubing details. 

2/13/09 Tubing Leak. Updated r & t details. 

6/18/2010 Tubing leak. Updated rod and tubing detail.

Initial Production:     BOPD,      

MCFD,     BWPD

ML 7/9/2010

POLISHED ROD: 1-1/2” x 26’ SM polished rods

SUCKER RODS: 2-4’x 7/8” pony rods, 1-4’ x 7/8” pony rod, 1- 6’ x 7/8” pony 

rod, 197- 7/8” guided rods (8 per), 4-3’ x 1” pony rods, 4- 1 ½” weight bars

PUMP SIZE: CDI 2-1/2” x 1-3/4” x 16 x 20’RHAC 

STROKE LENGTH:  123”

PUMP SPEED, SPM:  5

SUCKER RODS

4860-4867’

4748-4760’

TD @ 6075’

SHOE @’

SN@ 5053’

4964-4969’

5035-5071’

EOT @ 5116’

Cement Top @ 39’

In
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CIBP at ~ 4,698’

FEDERAL 16-22-9-16

Spud Date: 08/27/07 Wellbore Diagram Initial Production: BOPD,
Put on Production: 10/10/07 (Proposed) MCFD, BWPD
GL: 5800' KB: 5812'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 39' 10/05/07 5035-5071' Frac A1 sands as follows:

GRADE: J-55 140366#20/40 sand in 1008 bb1 Lightning 17
frac fluid. Treated @ avg press of 1851 psi

WEIGHT: 24# wlavg rate of 24.8 BPM. ISIP 208 l psi. Cale

LENGTH: 7 jts. (293.76') flush: 5033 gal. Actual flush: 4536 gal.

DEPTH LANDED: 305.61' KB 10/06/07 4964-4969' Frac A.5 sands as follows:
15004#20/40 sand in 274 bb1s Lightning 17

HOLE SIZE:12-1/4" frae fluid. Treated @ avg press of 2605 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf. wlavg rate of24.8 BPM. ISIP 1909 psi. Cale
flush: 4962 gal. Actual flush: 4456 gal.

10/05/07 4860-4867' Frac H2 sands as follows:
- - 13965#20/40 sand in 269 bb1s Lightning 17

frac fluid. Treated @ avg press of 2130 psi
wlavg rate of 24.8 BPM. ISIP 1925 psi. Cale
flush: 4858 gal. Actual flush: 4355 gal.

PRODUCTION CASING 10/05/07 4748-4760' Frac C sands as follows:
41811#20/40 sand in 406 bbls Lightning 17

CSG SIZE: 5-1/2" frae fluid. Treated @ avg press of 2620 psi

GRADE: J-55 wlavg rate of 24.8 BPM. ISIP 2235 psi. Cale
flush: 4746 gal. Actual flush: 4662 gal.

WEIGHT: 15.5#

LENGTH:? jts.()
6/17/08 parted rods. Updated rod and tubing detail

DEPTH LANDED: ?' KB H
11/19/08 Pump Change. Updated rod &tubing details.

HOLE SIZE: 7-7/8"
2/13/09 Tubing Leak. Updated r & t details.

CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.
6/18/2010 Tubing leak. Updated rod and tubing detail.

CEMENT TOP: 39'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8')

TUBING ANCHOR: 5005.8' KB

NO. OF JOINTS: 2 jts (64.l')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5072.8'

NO. OF JOINTS: 2 jts (61.40')

TOTAL STRING LENGTH: EOT @ 5136 KB
CIBP at ~ 4,698'

SUCKER RODS 4748-4760 PERFORATION RECORD

POLISHED ROD: l-l/2" x 26' SM polished rods
4860-4867

/ 54 654
4 6

44 SPFF 24 es

10/05/07 4860-4867 4 JSPF 28 holes
SUCKER RODS: 2-4'x 7/8" pony rods, 1-4 x 7/8" pony rod, 1- 6' x 7/8" pony
rod, 197- 7/8" guided rods (8 per), 4-3' x 1" pony rods, 4- 1 ½" weight bars 4964-4969 10/05/07 4748-4760 4 JSPF 48 holes

PUMP SIZE: CDI 2-l/2" x 1-3/4" x 16 x 20 RHAC

STROKE LENGTH: 123" Anchor @ 5020'

PUMP SPEED, SPM: 5
5035-5071'

SN@ 5053

EOT @ 5116

PBTD @ 5440'

NEWFIELD

SHOE @

FEDERAL 16-22-9-16 \ yo , se
2068'FSL & 649' FEL

NE/SE Section 22-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33394; Lease #UTU-74392

ML



RECEIVED: Nov. 30, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 16-22-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2068 FSL 0649 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/27 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 11/21/2012. On 11/26/2012 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 11/27/2012 the casing was pressured up to 1480
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 450 psig during the
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/30/2012

December 03, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2068 FSL 0649 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/27/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/21/2012. On 11/26/2012 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the oil, Gas and Mining

above listed well. On 11/27/2012 the casing was pressured up to 1480 Date: December 03, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 450 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/30/2012

RECEIVED: Nov. 30,



RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi gi) Time ! Jo pm

Test Conducted by: ¡20<, g, y,

Others Present:

Well:- / r t. Field: --- + d a

Well Location: pas ye,44 API No:4xqvyyy

Tjm_e_ Casinq Pressure

0 min /VÍF psig

5 14 P psig

10 14fr° psig

15 /450 psig

20 l'l P psig

25 /ŸF psig

30 min /4 9 psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: P psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000
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RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

FEDERAL 16-22-9-16
9/1/2012 To 1/30/2013

11/19/2012 Day: 2 Conversion

NC #2 on 11/19/2012 - Drill Out CIBP, Clean Out To PBTD, LD Excess Tbg, POOH Breaking
Collars - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU
RBS Power Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill
Time), 180 BW Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25-
Jts, POOH W/ 60 Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - MIRUSU, No Pressure On Csg Or Tbg, R/D
Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit
Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - C/ Travl 5:30AM To
6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power Swivel, PU 1- Jt
Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW Loss, PU 25-
Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60 Jts Breaking
& Inspecting Collars, Applied Liquid O- Ring To Pins & Retorqued...SWIFN...5:30PM To 6:00PM
C/ Travl - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU
RBS Power Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill
Time), 180 BW Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25-
Jts, POOH W/ 60 Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - MIRUSU, No Pressure On Csg Or Tbg, R/D
Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit
Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - MIRUSU, No Pressure
On Csg Or Tbg, R/D Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH
W/- RBS Bit & Bit Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - C/
Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power
Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW
Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60
Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - MIRUSU, No Pressure On Csg Or Tbg, R/D
Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit
Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - MIRUSU, No Pressure
On Csg Or Tbg, R/D Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH
W/- RBS Bit & Bit Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - C/
Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power
Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW
Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60
Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - C/ Travl 5:30AM To 6:00AM, OWU @
6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power Swivel, PU 1- Jt Tagged CIBP @
4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW Loss, PU 25- Jts, Tagged PBTD
@ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60 Jts Breaking & Inspecting
Collars, Applied Liquid O- Ring To Pins & Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl -

MIRUSU, No Pressure On Csg Or Tbg, R/D Wellhead, R/U Weatherford BOPS, POOH W/- 108
Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To
6:30 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $19,960

11/20/2012 Day: 3 Conversion

http://www.inewfld.com/denver/SumActRpt.asp?RC=160131&API=4301333394&MinD...
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NC #2 on 11/20/2012 - Contin POOH W/ Tbg Breaking Collars, MU & RIH W/ XN Arrow Set
PKR, PT Tbg - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 40BW Down Tbg,
Conti POOH W/ 90 Jts Tbg Breaking & Inspecting Collars, Applied Liquid O- Ring & Retorqued,
MU & RIH W/ XN Arrow Set Injection PKR, TIH W/ 150 Jts, H/ Oiler Pmped 10 BW Down Tbg,
Seated Stnd Valve W/ Sandline, 20BW To Fill Tbg, MU Isolation T, PT Tbg To 3000psi, 125psi
Loss In 60 Min, RePressured Tbg To 3000psi, No Pressure Loss In 60 Min, Retrieved Stnd
Valve, RD Workfloor, NU BOP, MU 3K Injection Tree, Ready Circulate Well To PT
Csg....SWIFN...6:00PM To 6:30PM C/ Travl - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/
Oiler Pmped 40BW Down Tbg, Conti POOH W/ 90 Jts Tbg Breaking & Inspecting Collars,
Applied Liquid O- Ring & Retorqued, MU & RIH W/ XN Arrow Set Injection PKR, TIH W/ 150
Jts, H/ Oiler Pmped 10 BW Down Tbg, Seated Stnd Valve W/ Sandline, 20BW To Fill Tbg, MU
Isolation T, PT Tbg To 3000psi, 125psi Loss In 60 Min, RePressured Tbg To 3000psi, No
Pressure Loss In 60 Min, Retrieved Stnd Valve, RD Workfloor, NU BOP, MU 3K Injection Tree,
Ready Circulate Well To PT Csg....SWIFN...6:00PM To 6:30PM C/ Travl - C/ Travl 5:30AM To
6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 40BW Down Tbg, Conti POOH W/ 90 Jts Tbg
Breaking & Inspecting Collars, Applied Liquid O- Ring & Retorqued, MU & RIH W/ XN Arrow
Set Injection PKR, TIH W/ 150 Jts, H/ Oiler Pmped 10 BW Down Tbg, Seated Stnd Valve W/
Sandline, 20BW To Fill Tbg, MU Isolation T, PT Tbg To 3000psi, 125psi Loss In 60 Min,
RePressured Tbg To 3000psi, No Pressure Loss In 60 Min, Retrieved Stnd Valve, RD Workfloor,
NU BOP, MU 3K Injection Tree, Ready Circulate Well To PT Csg....SWIFN...6:00PM To 6:30PM
C/ Travl
Daily Cost: $0
Cumulative Cost: $37,462

11/21/2012 Day: 4 Conversion

NC #2 on 11/21/2012 - H/ Oiler Circulated 70BW Down Csg W/ PKR Fluid, Set Injection PKR,
PT Csg To 1500psi, GOOD TEST, READY FOR MIT - C/ Travl 5:30AM To 6:00AM, OWU @
6:00AM, H/ Oiler Circulated 70BW W/ PKR Fluids Down Csg, Set XN Arrow Set PKR CE @
4703' W/ 1500# Tension, H/ Oiler Pmped 20BW To Fill Csg, PT Csg To 1500psi, 75psi Loss In
30 Min, Repressured Csg To 1500psi, NO PRESSURE LOSS IN 60 Min, GOOD TEST!, X- Over
For Rods, RDMOSU....FINAL REPORT! READY FOR MIT!!!!! - C/ Travl 5:30AM To 6:00AM, OWU
@ 6:00AM, H/ Oiler Circulated 70BW W/ PKR Fluids Down Csg, Set XN Arrow Set PKR CE @
4703' W/ 1500# Tension, H/ Oiler Pmped 20BW To Fill Csg, PT Csg To 1500psi, 75psi Loss In
30 Min, Repressured Csg To 1500psi, NO PRESSURE LOSS IN 60 Min, GOOD TEST!, X- Over
For Rods, RDMOSU....FINAL REPORT! READY FOR MIT!!!!! - C/ Travl 5:30AM To 6:00AM, OWU
@ 6:00AM, H/ Oiler Circulated 70BW W/ PKR Fluids Down Csg, Set XN Arrow Set PKR CE @
4703' W/ 1500# Tension, H/ Oiler Pmped 20BW To Fill Csg, PT Csg To 1500psi, 75psi Loss In
30 Min, Repressured Csg To 1500psi, NO PRESSURE LOSS IN 60 Min, GOOD TEST!, X- Over
For Rods, RDMOSU....FINAL REPORT! READY FOR MIT!!!!! Finalized
Daily Cost: $0
Cumulative Cost: $42,317

11/28/2012 Day: 5 Conversion

Rigless on 11/28/2012 - Conduct initial MIT - On 11/26/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/27/2012
the casing was pressured up to 1480 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 450 psig during the test.
There was not a State representative available to witness the test. - On 11/26/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 11/27/2012 the casing was pressured up to 1480 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 450 psig during the test. There was not a State representative available to witness the

http://www.inewfld.com/denver/SumActRpt.asp?RC=160131&API=4301333394&MinD...
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test. - On 11/26/2012 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 11/27/2012 the casing was pressured up to 1480
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 450 psig during the test. There was not a State representative
available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $120,951

Pertinent Files: Go to File List

http://www.inewf1d.com/denver/SumActRpt.asp?RC=160131&API=4301333394&MinD...



RECEIVED: May. 08, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 16-22-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2068 FSL 0649 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /7 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 1:30 PM on
05/07/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /8 /2013

May 08, 2013

Sundry Number: 37669 API Well Number: 43013333940000Sundry Number: 37669 API Well Number: 43013333940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2068 FSL 0649 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5 / 7 / 2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 1:30 PM on Accepted by the
05/07/2013. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 08, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/8/2013

RECEIVED: May. 08,
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NEWFIELD

October 24, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Application for Permit to Drill
Federal 16-22-9-16

Dear Diana:

Enclosed find an APD on the above referenced well. This will be a directional well
drilled off of the proposed Federal 9-22-9-16. If you have any questions, feel free to give
either Dave Allred or myself a call.

Sincerel i

Mandie Crozier
Regulatory Specialist

1TIC

enclosures

RECEIVED
OCT25 2008

DN.0FOlL,GAS&MENG
Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)



O O

Form 3160-3 FORM APPROVED
(September 2001) OMB No. 1004-0136

Expires January 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-74392
6. If Indian, Allottee or Tribe NameAPPLICATION FOR PERMIT TO DRILL OR REENTER

N/A

la. Type of Work: | DRILL Ü REENTER
7. If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Ü Gas Well Ü Other Single Zone O Multiple Zone Federal 16-22-9-16
2. Name of Operator 9. API Well No.
Newfield Production Company jd 13- $§ 34

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Explorato
,

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte p
4. Location ofWell (Report location clearly and in accordance with any State requirements *) I 1. Sec., T., R., M., or Blk. and Survey or Area

At surface NE/SE 2068' FSL 649' FEL
ISE Sec. 22, T9S R16EAt proposed prod. zone SEISE 659' FSL 664' FEL

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
Approximatley 19.1 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well
location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 1987 f/lse, NA flunit 2080.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1424' 6075' UTBOOo192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
5800' GL 1st Quarter 2007 Approxirnately seven (7) days frorn spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.l, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shallbefiledwiththeappropriateForestServiceOffice). 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Sie atu Name (Printed/Typed) Date

Title
MandieCrozier 10/24/06

Re to ialist
App ved b (i <ortu - Name (Printed/Typed) Date

BRADLEYG. HILL og~-opey
Title OfENVIRONMENTAL

Application approval does not warrant or certify the the applicant holds legal or uitable title to those rights in the subject le which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

mictionsonreverse)

gas y-7 vo o «ny, 24,



TOS, Ri 6 E, S. L.B. &M. NEWPÆLDPRODUCTIONCOXPANY

S89'57'W - 79.16 (G.L.O.) WELL LOCATION, FEDERAL 16-22-9-16
2629.55' (Measured) THE TOP OF HOLE LOCATEDAS SHOWNssp•25'16"w

-- 2639.18' (Meas.) SB9'57'W GL.O. (Bosis et Bearings) IN THE NE 1/4 SE 1/4, THE BOTTOM

toro isto reto HOLE LOCATEDAS SHOWN IN THE SE
s,ass cap aross cap aros, co' 1/4 SE 1/4 OF SECTION 22, T9S, Ri6E,

S.L.B.&M. DUCHESNE COUNTY, UTAH.

o o o
ELL LOCA70#: A e o -

FDERAL16-22-9-16
oo ELEV UNGRADED GROUND = 5799.7' ,...... 8 A R SC A LE N
$ Brass cop

o ¼fNDOW Brass Cap a

| THIS IS TO CERTIFY THA A WAS
PREPARED FROM FIELD O g, VEYS
MADEBY ME OR UN NV THAT
THE SAME ARE TRU RECT H T OF

--- - ---- - --~ ¯¯¯~ MY KNOWLEDGE AN f .No.189377

Ðottom (N
of Hola 6_6 ISTE D LA

R ISTRA N o. g
STATE OF

to 1910
1910 1910 Frass Cap

TRI SNTE UND SURVEND & CONSMTING
NB95J'02"W - 2629.46' (Meas.) SBB'5J'0J"W - 266267' (Meas.)

180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
589 58'W - 79.82 (C.L.O.) (435) 781-2501

IFEDERAL16-22-9-16 DATE SURVEYED:
= SECTlON CORNERS LOCATED (Surface Locot/on) NADBJ 04-11-06 suRvEYED BY: C.M.

LA7/1UDE =
40° 00' 5127" DATE DRAWN DRAWN BY: F.T.M

BASIS OF ELEV, LONG/TUDE=
110° 05' 54.15" 04-20-06

U.S.G.S. 7-1/2 min QUAD (MYTONSE) REVISED: SCALE: 1" = 1000'06-15-06
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NEWFIELD PRODUCTION COMPANY
FEDERAL #16-22-9-16

AT PROPOSED ZONE: SE/SE SECTION 22, T9S, R16E
AT SURFACE: NE/SE SECTION 22, T9S, R16E

DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. I

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2230'
Green River 2230'
Wasatch 6075'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2230' - 6075' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EOUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATTON OF THE OPERAITONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

FEDERAL #16-22-9-16
AT PROPOSED ZONE: SE/SE SECTION 22, T9S, R16E

AT SURFACE: NE/SE SECTION 22, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #16-22-9-16 located at surface
in the NE 1/4 SE 1/4 Section 22, T9S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles + to the junction of this
highway and UT State Hwy 53; proceed southwesterly - 1.8 miles ± to it's junction with an
existing road to the southeast; proceed southeasterly - 9.9 miles ± to it's junction with an
existing road to the southwest; proceed southwesterly - 5.6 miles ± to it's junction with the
beginning of the proposed access road to the south; proceed southeasterly and then southwesterly
- 0.2 miles ± to the proposed well location.

2. PLANNED ACCESS ROAD

The proposed well will be drilled directionally off of the proposed Federal 9-22-9-16 well pad.
See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

It is proposed that this well will be drilled directionally off of the proposed Federal 9-22-9-16
well pad. All permanent surface equipment will be painted Carlsbad Canyon.

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERL4LS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field
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8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.

9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP- Bureau Of Land Management (Proposed location and access roads
leading to).

12. OTHER ADDITIONAL INFORMATION -

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #05-240, 7/25/05. Paleontological Resource Survey prepared by, Wade
E. Miller, 9/28/05. See attached report cover pages, Exhibit "D".

For the proposed Federal #16-22-9-16, Newfield Production proposes to drill this location off of
the Federal #9-22-9-16 wellpad. Newfield Production Company has previously requested a 350'
ROW be granted in Lease UTU-64379 and 720' of disturbed area be granted in Lease UTU-
74392 to allow for construction of the proposed access road. Refer to Topographic Map
"B".For the planned access road a temporary width of 60' will be needed for construction
purposes with a permanent width of 30' and a rtmning surface of 18'. The construction phase
of the planned access road will last approximately (5) days. The planned access road will be an
18' crown road (9' either side of the centerline) with drainage ditches along either side of the
proposed road whether it is deemed necessary in order to handle any run-off from normal
meteorological conditions that are prevalent to this area. The maximum grade will be less than
8%. There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road. There are no fences encountered along this proposed road.
There will be no new gates or cattle guards required. All construction material for this access
road will be borrowed material accumulated during construction of the access road.

Newfield Production Company has previously requested a 350' ROW in Lease UTU-64379 and
720' of disturbed area be granted in Lease UTU-74392 to allow for construction of the proposed
gas lines leading to the Federal #9-22-9-16. It is proposed that the ROW and disturbed area will
temporarily be 50' wide to allow for construction of a 6" gas gathering line, and a 3" poly fuel
gas line, with a permanent width of 30' upon completion of the proposed gas lines. The ,

construction phase of the proposed gas lines will last approximately (5) days. Both lines will tie
in to the existing pipeline infrastructure. Refer to Topographic Map "C." For a ROW plan of
development, please refer to the Monument Butte Field SOP.

Newfield Production Company has previously requested a 350' ROW in Lease UTU-64379 and720°
of disturbed area be granted in Lease UTU-74392 to allow for construction of the proposed

water lines leading to the Federal #9-22-9-16. It is proposed that the ROW and disturbed area
will temporarily be 50' wide to allow for construction of a buried 3" steel water injection line and
a buried 3" poly water return line, with a permanent width of 30' upon completion of the
proposed water return line. The construction phase of the proposed water lines will last
approximately (5) days. Refer to Topographic Map "C." For a ROW plan of development
please refer to the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank If
the production water meets quality guidelines. it is transported to the Ashley. Monument
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Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S RI9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
None.

Reserve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Western Wheatgrass Pascopyrum Smithii 6 lbs/acre
Galletta Grass Hilaria Jamesii 6 lbs/acre

Details of the On-Site Inspection
The proposed Federal #16-22-9-16 was on-sited on 3/22/06. The following were present; Shon
Mckinnon (Newfeild Production), Nate West (Bureau of Land Management), and Brandon
McDonald (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Dave Allred
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-3721
Certi/ìcation

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #16-22-9-16 SE/SE Section 22, Township 9S, Range 16E: Lease UTU-74392
Uintah County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by US Specialty
Insurance #B001832.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

10/24/0D6ate

Regulatory Specialist
Newfield Production



Project: Duchesne County, UT
Site: Federal16-22-9-16 | Wfield Exploration Co.

Well: Federal 16-22-9-16

ScientificDrilling wg i M Azimuths toTme NorU
Rocky Mountain Operations MagneticNorth:11.91

WELL DETAILS:Federal 16-22-9-16 Magnetic Fielt
Strength:52724.2tfi

GL 5798' &RKB 15' @5813.00!! 5798.00 DipAngle 65.88
+N/-S +El-W Northing Easting Latittude Longitude Me: mi X
0.00 0.00 7177203.67 <332965.58

40° O' 53.270 N 110° 5' 54.150 W Model:IGRF20051f

0-
1000

-200-

375- 2000

400-

750 --

1000 -600- 3000
1125- o -

1500-
. O

Z "
4000

d., -1000-

1875- -I

-1200-

22so
¯

sooo
-1400-

Federal 16-22-9-16 Target

3000- 6075

3375- West(-)/East(+) (400 filin)

3750-

FORMATIONTOP DETAILS Plan: Plan #2 (Federal 16-22-9-16/OH)

4125- o formation dala is avaihible Crealed By Julie Cruse Dee: 2006-10-23

PROJECT DETAILS: Duchesne Cog UT

4500- Geodelic System: US Stale Plane 1983
Datum: North American Datum 1983

Ellipsoid: GRS 1980
Zone: Utah Central 2cne

4875- \ System Dalum: Mean Sea Level
Local North: No north reference data is available

-- SECTION DETAILS

Federal 1 22-9-16 T Sec MD Inc Azi TVD +NI-S +Ef-W DLeg TFace VSee Target
1 0.00 0.00 0 00 0.00 0.00 0.00 0.00 0.00 0.00

5625_ 2 600 00 0.00 0 00 600.00 0.00 0.00 0.00 0.00 0.00

# 3187806 19.17 180 61 1854.35 -211.82 -2.25 1.50 180.61 211.83
4523 90 19.17 180 61 5298.00 -1409.00 -15.00 0.00 0.00 1409.08 Federal 16-22- 16 Target
1834652 19.17 180.61 6075.00 -1679.12 -17.88 0.00 0.00 1679.22

0 375 750 1125 1500 1875

Vertical Section at 180.61° (750
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Newfield Exploration Co.
Duchesne County, UT
Federal 16-22-9-16
Federal 16-22-9-16
OH

Plan: Plan #2

Standard Planning Report
23 October,



Scientific Drilling
Planning Report

Database: EDM 2003.14.1.0 Single User Db Local Co<xdinate Reference: Well Federal 16-22-9-16

Company: Newfield Exploration Co. TVD Reference: GL 5798' & RKB 15' @5813.00ft

Project: Duchesne County, UT MDReference: GL 5798' & RKB 15' @5813.00ft

Site: Federal 16-22-9-16 North Reference: True
Weli: Federal 16-22-9-16 Survey Calculation Method: MinimumCurvature

WeHbose: OH

Design: Plan #2

Project Duchesne County, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level

Geo Datum: North American Datum 1983

Map Zone: Utah Central Zone

Site Federal 16-22-9-16, Sec. 22 T9S R16E

Site Position: Northing: 7,177,203.67ft Latitude: 40° O' 53.270 N

From: Lat/Long Easting: 2,032,965.58ft Longitude: 110° 5' 54.150 W

Position Uncertainty: 0.00 ft Slot Radius: in Grid Convergence: 0.90 °

Well Federal 16-22-9-16, SHL: 2068' FSL, 649' FEL

Well Position +NI-S O00 ft Northing: 7,177,203.67 ft Latitude: 40° O'53.270 N
+El-W 0 00 ft Easting: 2,032,965.58 ft Longitude: 110° 5' 54.150 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,798.00ft

Weibore OH

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(*) (*) (nT)

IGRF200510 2006-10-20 11.91 65 88 52,724

Design Plan #2

Audit Notes:

Version: Phase: PLAN Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Dhection

0.00 0 00 0.00 180.61

Plan Sections

Measured Vertical Dogleg Build 1brn
Depth inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (*) (*) (R) (ft) (R) (*/1001!) (*/100R) (°1100R) (*) Target

o oo o.oo o.oo 0.00 0.00 0 00 o.oo 0.00 o.oo o.oo
600 00 0.00 0.00 600.00 0.00 0 00 0.00 0.00 0.00 0.00

1,878 06 19.17 180.61 1,854.35 -211.82 -2 25 1.50 1.50 0.00 180.61

5,523 90 19.17 180.61 5,298.00 -1,409.00
-15 00 0.00 0.00 0.00 0.00 Federal 16-22-9-16 Ti

6,346 52 19.17 180.61 6,075.00 -1,679.12
-17 88 0.00 0.00 0.00 0,00

2006-10 23 3 11 45PM Page 2 COMPASS 2003 14 Build



Scientific Drilling
Planning Report

Database: EDM 2003,14,1.0 Single IJser Db Local Co·erdinate Re¾rence: Well Federal 16-22-9-16

Company: Newfield Exploration Co. TVD Rekrence: GL 5798' & RKB15' @5813.0011
Project Duchesne County, UT MDReference: GL 5798' & RKB 15' @5813.00!t
Site: Federal 16-22-9-16 North Reference: True
Well: Federal 16-22-9-16 Survey Calculation Method: MinimumCurvature
Weilbore: OH
Design: Plan #2

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +EI.W Secuon Rate Rate Rate

(*) (*) (it) (ft) (°/100!!) ("I100It) (*/10011)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100 00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0,00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400 00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500 00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 1.50 180.61 699.99 -1.31 -0.01 1.31 1.50 1.50 0.00
800.00 3.00 180.61 799.91 -5.23 -0.06 5.23 1.50 1.50 0.00
900.00 4.50 180.61 899.69 -11.77 -0.13 11.77 1.50 1.50 0.00

1,000.00 6.00 180.61 999.27 -20.92 -0.22 20.92 1.50 1.50 0.00
1,100.00 7.50 180.61 1,098.57 -32.68 -0.35 32.68 1.50 1.50 0.00
1,200.00 9.00 180.61 1,197.54 -47.02 -0.50 47.03 1.50 1.50 0.00
1,300.00 10.50 180.61 1,296.09 -63.96 -0.68 63.96 1.50 1.50 0.00
1,400.00 12.00 180.61 1,394.16 -83.47 -0.89 83.47 1.50 1.50 0.00

1,500.00 13.50 180.61 1,491.70 -105.53 -1.12 105.54 1.50 1.50 0.00
1,600.00 15.00 180.61 1,588.62 -130.15 -1.39 130.15 1.50 1.50 0.00
1,700.00 16.50 180.61 1,684.86 -157.29 -1.67 157.30 1.50 1.50 0.00
1,800.00 18.00 180.61 1,780.36 -186.94 -1.99 186.95 1.50 1.50 0.00
1,878.06 19.17 180.61 1,854.35 -211.82 -2.25 211.83 1.50 1.50 0.00

1,900.00 19.17 180.61 1,875.07 -219.02 -2.33 219.03 0.00 0.00 0.00
2,000.00 19.17 180.61 1,969.52 -251.86 -2.68 251.87 0.00 0.00 0.00

2,100.00 19.17 180.61 2,063.98 -284.70 -3.03 284.71 0.00 0.00 0.00
2,200.00 19.17 180.61 2,158.43 -317.53 -3.38 317,55 0.00 0.00 0.00
2,300.00 19.17 180.61 2,252.89 -350.37 -3.73 350.39 0.00 0.00 0.00

2,400.00 19.17 180.61 2,347.34 -383.21 -408 383.23 0.00 0.00 0.00
2,500.00 19.17 180.61 2,441.79 -416.04 -443 416.07 0.00 0.00 0.00
2,600.00 19.17 180.61 2,536.25 448.88 -4 78 448.91 0.00 0.00 0.00
2,700.00 19.17 180.61 2,630.70 -481.72 -5 13 481.74 0.00 0.00 0.00
2,800.00 19.17 180.61 2,725.16 -514.55 -5 48 514.58 0.00 0.00 0.00

2,900.00 19.17 180.61 2,819.61 -547.39 -5 83 547.42 0.00 0.00 0.00
3,000.00 19.17 180.61 2,914.07 -580.23 -6 18 580.26 0.00 0.00 0.00
3,100.00 19.17 180.61 3,008.52 -613.06 -6 53 613.10 0,00 0.00 0.00
3,200.00 19.17 180.61 3,102.97 -645.90 -6.88 645.94 0.00 0.00 0.00
3,300.00 19.17 180.61 3,197.43 -678.74 -7.23 678.78 0.00 0.00 0.00

3,400.00 19.17 180.61 3,291.88 -711.58 -7.58 711.62 0.00 0.00 0.00
3,500.00 19.17 180.61 3,386.34 -744.41 -7.92 744.45 0.00 0.00 0.00
3,600.00 19.17 180.61 3,480.79 -777.25 -8.27 777.29 0.00 0.00 0.00
3,700.00 19.17 180.61 3,575.25 -810.09 -8.62 810.13 0.00 0.00 0.00
3,800.00 19.17 180.61 3,669.70 -842.92 -8.97 842.97 0.00 0.00 0.00

3,900.00 19.17 180.61 3,764.15 -875.76 -9.32 875.81 0.00 0.00 0.00
4,000.00 19.17 180.61 3,858.61 -908.60 -9.67 908.65 0.00 0.00 0.00
4,100.00 19.17 180.61 3,953.06 -941.43 -10.02 941.49 0.00 0.00 0.00
4,200.00 19.17 180.61 4,047.52 -974.27 -10.37 974.33 0.00 0.00 0.00
4,300.00 19.17 180.61 4,141.97 -1,007.11

-10.72 1,007.17 0.00 0.00 0.00

4,400.00 19.17 180.61 4,236.43 -1,039.94
-11.07 1,040.00 0.00 0.00 0.00

4,500.00 19.17 180.61 4,330.88 -1,072.78
-11.42 1,072.84 0.00 0.00 0.00

4,600.00 19.17 180.61 4,425.33 -1,105.62
-11.77 1,105.68 0.00 0.00 0.00

i 4,700.00 19.17 180.61 4,519.79 -1,138.46
-12.12 1,138.52 0.00 0.00 0.00

4,800.00 19.17 180.61 4,614.24 -1,171.29
-12.47 1,171.36 0.00 0.00 0.00

4,900.00 19.17 180.61 4,708.70 -1,204.13
-12.82 1,204.20 0.00 0.00 0 00

5,000.00 19.17 180.61 4,803.15 -1,236.97
-13.17 1,237.04 0.00 0.00 0 00

5,100.00 19.17 180.61 4,897.61 -1,269.80 -13.52 1,269.88 0.00 0.00 0 00 |
5,200.00 19.17 180.61 4,992.06 -1,302.64

-13.87 1,302.71 0.00 0.00 000

2006 10-23 3:11 45PM Page 3 COMPASS 2003.14 Bu#d



Scientific Drilling
Planning Report

Database: EDM 2003.14 1.0 Single User Db Local Co·ordinate Reference: Well Federal 16-22-9-16

Company: Newfield Exploration Co. TVD Reihrence: GL 5798' & RKB 15' @5813.0011
Project: Duchesne County, UT MD Reference: GL 5798' & RKB 15' @5813,00ft

Site: Federal 16-22-9-16 North Reference: True
Well: Federal 16-22-9-16 Survey Calculadon Method: MinimumCurvature
WeHbore: OH
Design: Plan #2

Planned Survey

Measured Verücal Vertical Dogleg BuHd Turn
Depth inclinaSon Azimuth Depth +NI.S +El-W Secuon Rate Rate Rata

(*) (*) (ft) (R) (R) (110011) fl100R) (°I100ft)

5,300 00 19.17 180.61 5,086.51 -1,335.48
-14 22 1,335.55 0.00 0.00 0.00

5,400 00 19.17 180.61 5,180.97 -1,368.31
-14 57 1,368.39 0.00 0.00 0.00

5,500 00 19.17 180.61 5,275.42 -1,401.15
-14 92 1,401.23 0.00 0.00 0.00

5,52390 19.17 180.61 5,298.00 -1,409.00
-1500 1,409.08 0.00 0,00 0.00

Federal 16-22-9-16 Target
5,600 00 19.17 180.61 5,369.88 -1,433.99

-15 27 1,434.07 0.00 0.00 0.00
5,700 00 19.17 180.61 5,464.33 -1,A66.83 -15.62 1,466.91 0.00 0.00 0.00

5,800 00 19.17 180.61 5,558.79 -1,499.66
-15.97 1,499.75 0.00 0.00 0.00

5,900 00 19.17 180.61 5,653.24 -1,532.50
-16.31 1,532.59 0.00 0.00 0.00

6,000 00 19.17 180.61 5,747.70 -1,565.34 -16.66 1,565.42 0.00 0.00 0.00
6,100 00 19.1| 180.61 5,842 15 -1,598.17

-17.01 1,598.26 0.00 0.00 0.00
6,200 00 19.17 180.61 5,936.60 -1,631.01

-17.36 1,631.10 0.00 0.00 0.00

6,300 00 19.17 180.61 6,031.06 -1,663.85
-17 71 1,663 94 0.00 0.00 0.00

6,346 52 19.17 180.61 6,075.00 -1,679.12
-17.88 1,679 22 0.00 0.00 0.00

Targets

Target Name
a hitimiss larget Dip Angle Dip Dir. TVD +Ni-S +El-W Northing EasUng
-Shape (*) (*) (R) (it) (it) (ft) (ft) Latitude Longitude

Federal 16-22-9-16 Targ 0.00 0.00 5,298.00 -1,409.00
-15.00 7,175,794.61 2,032,972 66 40° O' 39.344 N 110° 5' 54.343 W

- plan hits target
- Circle (radius 75.00)

2006-10-23 3 11 45PM Page 4 COMPASS 2003 14 Build
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NEWFIELD PRODUCTION COMPANY

FEDERAL 16-22-9-16
Pad Location: NESE Section 22, T9S, Ri6E, S.L.B.&M

E/88 (4)

STA. 3+05
C/ 2

Toe of RO VDCŒHER TO
A IOD EXŒSS FR.LEN/ Slope Ñ0UND C ¥ 9 70

Se A M0tDEXŒSS CUT

C/22.5
STA. 2+37

--- --- 1 1
WELL HEAD:
UNGRADED= 5802.6'
E/N. GRADE = 579Z8'

Top of

//1.0 tas' C/4.8 Cc
STA. 1+75

D
8.9

Note:
Flore pit is to ben ou
located at /eost

EXCESS 80' frorn we// head
A TER/AL

50'

ROUNDCŒNER TO
A LOD EXCESS FILL

E6NCE

POINTS
180' SOUTHWESTERLY = 5805.3

PROPosED AccEss 230' SOUTHWESTERLY = 5805.3'
ROAD (Max 6% Grade)

185' SOUTHEASTERLY = 5784.6'REVISED: 06-15-06 E XM. Changed
narne Jc added pod location designation 235' SOUTHEASTERLY = 5789.3'

SURVEYEDBY' C.M SCALE: 1" = 50'
° Sta,te **'"'-26°'

La,nd Surveying, Inc.
DRAWNBK E TM DA1E: 04-20-06

\ 180 NORTH VERNAL AVE. VERNAL, UTAH
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NEWFIELD PRODUCTION COMPANY

CROSS SECTIONS
FROERAL 16-22-9-16

Pad Location: NESE Section 22, T9S, Ri6E, S.L.B.&M.

Il

1" = so' SM. J+05

r = so S M. 2+ J7
EX/ST/NG
GRADE

F/N/SHED GRADE "' Il

HELL HOLE

1" = 50 SM. 1+75

r = so' SM. 0+00 ESTIMATEDEARTHWORKQUANTITIES
(No Shrink or sweH odpstments have been used)

(Expressed in Cubic Yards)
NOTE: ITEM CUT FILL 6" TOPSOIL EXCESSUNLESS OTHERWISE NOTED
CUT SLOPES ARE AT 1:1 PAD 8,970 8,970 ToPsoil is 0
FILL SLOPES ARE AT 1.5:1 PIT 640 0 P

Cd

REVISED: 06-15--06 E EM. Changed TOTALS 9,610 8,970 1,310 640
narne de added pod /ocation designation

SURVEYEOBK Cy SCALE: 1" = 50' i Sta,te (""""'-""
Land Surveying, Inc.

DRA HN ÐK E EM DA TE: 04-20-06
180 NORTH VERNAL AVE. VERNAL. UTAH
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NEWFIELD PRODUCTION COMPANY

TYPICAL RIG LAYOUT
FEDERAL 16-22- 9-16

Pad Location: NESE Section 22, T9S, Ri6E, S.L.B.&M.

Emergency fuel
STORAGE shut down
TANK r -- -¯¯¯

une- = 50

I l \/
O TOILET

1J5' 29

12ARE
P/T

PIPE RACKS

PIPE RACKS

I

PROPOSED ACCESS
ROAD (Mox. 6% Grade)

REVISED: 06-15--06 E KM Changed
narne & added pad /ocation designation

SURVEYEDÐë cy SCALE 1" =
50- ° State <-"""'-2

Land Surveying Inc.
DRA HN BK E EM DA TE: 04-20-06

180 NORTH VERNAL AVE. VERNAL, UTAH
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Newfield Production Company
Proposed Site Facility Diagram

Federal 16-22-9-16

From the Federal 9-22-9-16 Location

NE/SE Sec. 22, T9S, 16E

Duchesne County, Utah

UTU-74392

Well Head
Well Head

Site Security Plan is held at the Pleasant Valley
Office, Duchesne County Utah Pumping Unit

B
Production Phase: 16-22-9-16 Pumping Unit

1) Valves 1, 3, 6, and 7 sealed closed 9-22 9-16

2) Valves 2, 4, and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5, and 7 sealed closed
Heater

2) Valves 3 and 6 open
_

Treater

I
l

Draining Phase: ¡ I
1)Valves land6open I '-··-- 11-· -

| Gas Sales Meter

OilLoadRack -----,·--------------

I
I

Diked Section
4 32

I 4 32

6
Legend waterTank

200 bbl
. Production Tag 5 Production TankEmulsion Lme

. 400 bbl 400 bblLoadLme ----------

WaterLine -.-----.--.

7
,, 7Oil Line

Gas Sales - - - - - - - - - - - Equalizer
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(1

-5 .

O

ge

20.9mi.|s._ ---

0 mi.

±2.7 mi.

Proposed Localon See Teno BFederal 10-22

Legend

- "$¾ - Existing Road
75mryry for Proposed Access

¯ ¯ ¯ \ (435) 781.2501
1 11N oni twa verrmtUInti 84078

Federal 16-22-9-16 -

SEC. 22, T9S, R16E, S.L.B.&M. .
-

Pad Location: NESE, T9S, Ri6E S.L.B.&M.



e
\ I I

22.0 mi.

2 720'

Proposed Location
Federal 15-22

|
|

Legend --

Ñià Fix n .o -5/4/47 Existing RoadÖÎlËÒÊ$NÌ raa'S«mep ry Ar Proposed Access
435) 781-2501

Federal 16-22-9-16
i i

SEC. 22, T9S, R16E, S.L.B.&M.
Pad Location: NESE, T9S, Ri6E
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I

Tie in at Existilig
Waterline "

Tle in at Exisung
Gas Plpeline

Proposed Location
Federal 18-22

Legend
NEWEIELÐ - - I Roads

Ë¾þleMGàínGiggaft ------ "'*P""*d """"*
------ Proposed Water Line

435 781 2501

Federal 16-22-9-16
SEC. 22, T9S, R16E, S.L.B.&M.

Pad Location: NESE, T9S, R16E
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CULTURAL RESOURCE INVENTORYOF
NEWFIELD EXPLORATION'S BLOCKPARCEL

IN TOWNSHIP 9S, RANGE 16E, SECTION 21 and 22,
DUCHESNE COUNTY, UTAH

By:

Katie Simon

Prepared For:

Bureau fo Land Management
Vemal Field Office

Prepared Under Contract With:

Newfield Exploration Company
Rt. 3 Box 3630

Myton, UT 84052

Prepared By:

Montgomery Archaeological Consultants, Inc.
P.O. Box 147

Moab, Utah 84532

MOAC Report No. 05-240

July 25, 2005

United States Department of Interior (FLPMA)
Permit No. 05-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.
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NEWFELD PRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE COUNTY, UTAH

SW 1/4, SE 1/4, and SW 1/4, Section 9 [9,11,12,13 & 14-9-9-16]; Entire Section 22
(excluding NE 1/4, NE 1/4 & NW J/4, NW 1/4) [2,3,5 throughl6-9-9-16]; Entire

i Section 23 (excluding SE 1/4, NW 1/4, SW 1/4, NE 1/4, NE 1/4 & NW 1/4, SE 1/4)
[1 through 5, 8,11 through 16-9-916]; Entire Section 24 (excluding SW 1/4, NW 1/4)

[1 through 4, 6 through 16-9-9-16) all in Township 9 South, Range 16 East

i
i

REPORT OF SURVEY

I
i

Prepared for:

Newfield Production Company

i Prepared by:

Wade E. Miller
Consulting Paleontologist

September 28, 2005
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/25/2006 API NO. ASSIGNED: 43-013-33394

WELL NAME: FEDERAL 16-22-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 22 090S 160E .Tech Review Initials Date
SURFACE: 2068 FSL 0649 FEL
BOTTOM: 0659 FSL 0664 FEL Engineering

COUNTY: DUCHESNE
Geology

LATITUDE: 40.01478 LONGITUDE: -110.0977

UTM SURF EASTINGS:577005 NORTHINGS: 4429577 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-74392 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/ Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit:

'No. UTBOOO192 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No. MUNICIPAL )

RDCC Review (Y/N)
Drilling Unit

Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) ,R649-3-11. Directional Drill

COMMENTS: « P . ny h /( ,
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MONUMENT BUTTE FIELD

ITDINAt.
I-31 9-16

OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 22 T.9S R. 16E

FIELD:MONUMENT BUTTE (105)

COUNTY: DUCHESNE

SPACING:R649-3-11/DIRECTIONAL DRILLING
IVell tatu

N Utah 00 Gas and Mmeg
× LOCATION ABANDONED

NEW LOCATION
Field Status Unit Status PLUGGED & ABANDONED

ABANDONED EXPLORATORY - PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NF PP OIL & SHUT-IN GASCOMBINED NF SECONDARY
• SHUT-IN OILINACTIVE NODING
p( TEMP. ABANDONED

PROPOSED
PP GS o TEST WELL

T N NATED PP GEOTHERML A WATER INJECTION S
PP OIL WATER SUPPLY PREPARED BY:DIANA MASON
SECONDARY WATER DISPOSAL DATE: 30-OCTOBER-2006
TERMINATED



Form 3160-3 FORM APPROVED
(September 200) OMB No. 1004-0136

Expires Jammrv 3L 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

APPLICA

BUR L OF LAND MAN So
TribeName

7. If Unit or CA Agreement, Name and No.
la. Type of Work: 2 DRILL REENTER OCT25 2008 N/A

8. Lease Name and Well No.
Ib. TypeofWell: SOilWell OGasWell Other SingleZone MultipleZone Federal16-22-9-16

2. Name of Operator 9 Well No
Newfield Production Company 1

3a. Address >3b. Phone No. (include area crxle) 0. Field and Pool. or Exploratory

Route #3 Box 3630. Myton UT 84052 : (435) 646-3721 Monument Butte

4. Location of Well (Repott location clearly and in accordance with any State requirements.*) See.. T.. R., M.. or Rik. and Survey or A

At surface NE/SE 2068' FSL 649' FEL
isE Sec. 22, T9S R16E

At proposed prod. zone SE/SE 659' FSL 664' FEL

14. Distance in miles and direction from nearest town or post offices 12. County or Parish 13. State

Approximatley 19.1 miles southwest of Myton. Utah Duchesne | UT
15. Dist.mee from proposed* 16. No. of Acres in lease l7. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. emit line, ifany) Approx. 1987 filse, NA flunit 2080.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLMiBIA Bond No. on tile
to nearest well, drilling, completed,
applied for. on this lease, ft. Approx. 1424' 6075' UTBooo192

2 L Elevations (Show whether DF, KDB. RT. GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5800' GL 1st Quarter 2007 oproximatelysavenm days tom spuma un release.

24. Attachments

The íbilowing, completed in accordance with the requirements of Onshore Oil and Gas Order No.L shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered bv an existing bond on file (see

2. A Drilling Phm. Item 20 above).

3. A Surface Use Phin (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). EL Such other site specific information and/or plans as may be required by the
authorized officer.

--- r ----
25. Si Name iPrinted/Tiped) Date

Mandie Crozier 10/24/06
Title

Regulatory Specialist

Title ÀSsistant Fidd Ma per orre

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights mte sul t ten vhich uld entitle the applicant to conduct
operations therenn.
Conditions of approval, if any. are attached.

Title 18 U.S . Section )û0! and Title O U.S.C. Section 1211 make it a crime for any person knowingiv and wiln a make la an department of agency ofthe Enitel

MAR3 0 2007
DIV.0F0lL,GAS&



O O

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: NESE, Sec 22, T9S, R16E
Well No: Federal 16-22-9-16 Lease No: UTU-74392
API No: 43-013-33394 Agreement: N/A

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker 435-781-4490 435-828-4470
Petroleum Engineer: Michael Lee 435-781-4432 435-828-7875
Petroleum Engineer: James Ashley 435-781-4470 435-828-7874
Petroleum Engineer: Ryan Angus 435-781-4430
Supervisory Petroleum Technician: Jamie Sparger 435-781-4502 435-828-3913
NRS/Enviro Scientist: Paul Buhler 435-781-4475 435-828-4029
NRS/Enviro Scientist: Karl Wright 435-781-4484
NRS/Enviro Scientist: Holly Villa 435-781-4404
NRS/Enviro Scientist: Melissa Hawk 435-781-4476 435-828-7381
NRS/Enviro Scientist: Chuck MacDonald 435-781-4441
NRS/Enviro Scientist: Jannice Cutler 435-781-3400
NRS/Enviro Scientist: Michael Cutler 435-781-3401
NRS/Enviro Scientist: Anna Figueroa 435-781-3407
NRS/Enviro Scientist: Verlyn Pinde\\ 435-781-3402
NRS/Enviro Scientist: Darren Williams 435-781-4447
NRS/Enviro Scientist: Nathan Packer 435-781-3405
After Hours Contact Number: 435-781-4513 Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a one-year period. An additional year extension may be applied
for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - | Forty-Eight (48) hours prior to construction of location and
(Notify NRS/Enviro Scientist) access roads.
Location Completion | - Prior to movingon the drilling rig.
(Notify NRS/EnviroScientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.

poth Petroleum Engineert
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and

oth Superv Petroleum Technician) cementing all casing strings
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests
(Notify Su2ervisory Petroleum Technician)
First Production Notice - Within Five (5) business days after new well begins or
(NotifyPetroleum Engineer) production resumes after well has been off production for

more than
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Well: Federal 16-22-9-16

2/28/2007

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

General Surface COAs

• Ifthere is an active Gilsonite miningoperation within 2 miles of the well location, operator shall
notifythe Gilsonite operator at least 48 hours priorto any blasting during construction.

• If paleontological materials are uncovered during construction,the operator is to immediately
stop work and contact the Authorized Officer(AO). A report willbe prepared by a BLM
permitted paleontologist and submitted to the AO at the completionof surface disturbing
activities.

Specific Surface COAs

• Lands in this lease have been identified as containingGolden Eagle habitat. Modifications to
the Surface Use Plan of Operations maybe required in order to protect the Golden eagle and/or
habitat from surface disturbing activitiesin accordance with Section 6 of the lease terms,
Endangered Species Act, and 43 CFR 3101.1-2.

• Lands in this lease have been identified as containing Ferruginous Hawk habitat. Modifications
to the Surface Use Plan of Operations may be required in order to protect the Golden eagle
and/or habitat from surface disturbing activities in accordance with Section 6 of the lease terms,
Endangered Species Act, and 43 CFR 3101.1-2.

• Allapplicable local, state, and/orfederal laws, regulations, and/or statutes will be complied with.

• All traffic related to this action willbe restricted to approved routes. Cross-country vehicle travel
willnot be allowed.

• No vehicle travel,constructionor routine maintenance activitiesshallbe performed during
periods when the soil is too wet to adequately supportvehicles and/or construction equipment.
Ifsuch equipment creates ruts in excess of three inches deep, the soil shall be deemed too wet
to adequatelysupport constructionequipment.

• The access road willbe crowned and ditched. Flat-bladed roads are not allowed.

• Ifadditional erosion occurs during the life of this project, more culverts, Iow water crossings,
berms, wing ditches or etc. will be needed to control the erosion.

• Low-water crossings willbe appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines willbe buried at all major drainage crossings.

• Prevent filland stock piles from entering drainages.

• The reserve pit will be lined witha 12 ml or greater liner and felt prior to spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever
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Well: Federal 16-22-9-16
2/28/2007

deeper, and the excess liner material is to be disposed of at an authorizeddisposal site.

• When the reserve pit contains fluids or toxic substances, the operator must ensure animals do
not ingest or become entrapped in pit fluids.

• If paleontologic or cultural materials are uncovered during construction, the operator shall
immediately stop work that might further disturb or move such materials and contact the
Authorized Officer(AO)within48 hours. A determination will be made by the AO as to
necessary mitigationfor the discovered paleontologic/culturalmaterial.

• If Uinta Basin hookless cactus or other special status plants are found, construction willcease
and the AO willbe notifiedto determine the appropriate mitigation.

The interim seed mixfor this location shall be:

Western Wheat grass (Agropyron smithii) 6 lbs/acre
Galleta Grass (Hilaria jamesii) 6 lbs/acre

All pounds are in pure live seed.
Rates are set for drill seeding;double the rate if broadcasting.
Reseeding may be required if initial seeding is not successful.

• The operator willbe responsible for treatmentand control of invasive and noxious weeds.

• The topsoilfrom the reserve pit shall be strippedand piled separately near the reserve pit.
When the reserve pit is closed, it shall be recontoured and the topsoil respread, and the area
shall be seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology, topsoil
shall be respread , and the entire location shall be seeded with a seed mix recommended by the
AO (preferably of native origin). Seed application will follow all guidelines in the interim seed
mixbullet statement above. If reclamation seeding should take place using the broadcast
method, the seed at a minimumwillbe walked into the soil witha dozer immediately afterthe
seeding is completed.

• The authorized officer may prohibitsurface disturbing activities during severe winter conditions
to minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• The authorized officermay prohibitsurface disturbing activities during wet or muddy conditions
to minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• Allwell facilities not regulated by OSHA will be painted Olive Black.

• AIIboulders witha length or diameter greater than 3 feet, that are found showing at the surface,
willbe stockpiled for use during final reclamation.

• Notify the Authorized Officer48 hours prior to surface disturbing
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2/28/2007

DOWNHOLE CONDITIONSOF APPROVAL

SITE SPECIFIC DOWNHOLE CONDITIONSOF APPROVAL

• A complete set of angulardeviation and directional surveysof this directional wellwillbe
submitted to the Vernal BLMoffice engineerwithin30 days of the completion of the well.

AII provisions outlined in Onshore Oil &Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCINGOPERATINGSTANDARDS

• The spud date and timeshallbe reported orallyto Vernal Field Officewithin24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Enqineerinq Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use untilthe well is completed or
abandoned. Closing unit controlsshall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil&
Gas Order No. 2 to insure good mechanical workingorder. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and i by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drillingcrew within24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil& Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressive/fresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil& gas mineral resources (such as Gilsonite,
tar sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (alongwith a telephonenumber) should the BLM need to obtain additional
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• A complete set of angular deviation and directional surveys of a directional well willbe
submittedto the Vernal BLMofficeengineer within30 days ofthe completionofthe well.

• Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Office on a
weekly basis in sundry, letter format or e-mailto the Petroleum Engineers untilthe well is
completed.

• A cement bond log (CBL) willbe run from the production casing shoe to the top of cementand
shall be utilizedto determine the bond qualityfor the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/orworkover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approvalfrom the BLMVernal Field
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Well: Federal 16-22-9-16
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OPERATINGREQUIREMENT REMINDERS:

• Allwells, whether drilling,producing, suspended, or abandoned, shallbe identified in
accordance with43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this wellshall be reported on the "Monthly Report of
Operations" (Oiland Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month untilthe well is physically plugged and
abandoned. This report shallbe filed in duplicate, directlywith the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Should the well be successfully completed for production, the BLMVernal Field office must be
notifiedwhen it is placed in a producing status. Such notificationwillbe by written
communication and must be received in this officeby not later than the fifth business day
following the date on which the well is placed on production. The notificationshallprovide, as a
minimum,the following informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royaltywill
be paid).

o The nature of the well's production, (i.e., crude oil,or crude oiland casing head gas, or
natural gas and entrainedliquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participatingarea name and number, if applicable.

o Communitizationagreement number, if applicable.

• Any venting or flaring of gas shall be done in accordancewith Notice to Lessees (NTL) 4A and
needs priorapproval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verballywithin24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writingwithin 15 days. "Minor Events" willbe reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the wellor after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys
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data obtained and compiled during the drilling,workover, and/orcompletion operations, shall be
filed on BLMForm 3160-4. Submit withthe wellcompletionreport a geologic report including,
at a minimum,formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings,fluid, and/orgas) shall be submitted only when requested by the
BLM, Vernal Field Office.

• Alloff-lease storage, off-leasemeasurement, or comminglingon-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oiland gas meters shall be calibratedin place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers willbe provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities willconform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royaltypurposes.

• A schematic facilities diagram as required by Onshore Oil& Gas Order No. 3 shall be submitted
to the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs
first. Allsite securityregulations as specifiedin Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines enteringand leaving hydrocarbon storage tanks willbe effectively
sealed in accordance withOnshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterationsof facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approvalof the BLMVernal Field Office. Emergency approval
may be obtained orally,but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30
days, prior approval of the BLMVernal Field Officeshall be obtained and notificationgiven
before resumption of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorizationfor pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approvedby this officeand in operation prior to the end ofthis 90-day
period. In orderto meet this deadline, an application for the proposed permanent disposal
method shallbe submitted along withany necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approvedprior to the end of the authorized 90-day period willbe considered as an Incident
of Noncompliance and will be grounds for issuing a shut-in order untilan acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oralapproval, the Field Office
Petroleum Engineers must be notifiedat least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or
abandoned, all pits must be fenced immediately untilthey are backfilled. The "Subsequent
Report ofAbandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the wellbore, showing location of plugs, amountofcement in each, and amountof
casing left in hole, and the current status of the surface
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NEWFIELD

ROCKY MOUNTAINS

May 2, 2007

Ms. Diana Mason
Utah Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11
Federal 16-22-9-16
Sec. 22-9S-16E
UTU-74392
Duchesne County, Utah

Dear Ms. Mason:

Pursuant to the filing of Newfield Production Company's (hereinafter "NPC") Application for
Permit to Drill dated 10/24/2006 (copy enclosed herewith) which concerns the well described
below, NPC is hereby submitting this letter in accordance with Oil & Gas Conservation Rule
R649-3-11 pertaining to Directional Drilling.

Federal 16-22-9-16
Lease UTU-74392
2068' FSL, 649' FEL (surface) NESE Sec. 22-9S-16E
659' FSL, 664' FEL (bottomhole) SESE Sec. 22-9S-16E

This drillsite location is located on Federal Lease #UTU-74392. NPC is permitting this well as a
directional well in order to minimize surface disturbance. By locating the well at the surface
location described and directionally drilling from this location, NPC will be able to utilize the
existing roads and pipelines in the area.

Furthermore, NPC, Yates Petroleum Corporation, Yates Drilling Company, Myco Industries, Inc.
and Abo Petroleum Corporation are the only working interest owners within 460 feet of the entire
directional well bore as well as the entire Federal Lease #UTU-74392. Yates, et al has provided
their consent to the location, and a copy of the consent is attached hereto.

Therefore, based on the above stated information NPC requests the permit be granted pursuant to
R649-3-11. Thank you for your consideration in this matter.

Sincerely,

RECEIVED
. MAY04 2007Mane Liley

Land Associate DIV.0FOIL,GAS&MINING

Newfield Exploration Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fax (303)
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Fax to: 303-893-0103
NewfieldProdvetion Company

Atta: Rhonda Deimer

ExcentionLocations:
Federal16-22-9-16
UTU-74392,DucheaveCounty,Utah

Please be advised that Yates PetroleumCorporation,YatesDrûlingCornpany,Myco Industries,Inc.andAbo

PetroleumCorporationdonot have enobjection to the proposediocations of theaforem¢ntionedwells.

FrintName and



Form 3160-3 FORMAPPROVED
(Septembet2001) OMENo. 1004-01½

ËxpiresTanuary 31. 2004
UNITED STATES

DEPARTMENT OFTHE INTERIOR S '*** *l*l

BUREAU OF LANDMANAGEMEN'Ï UTU-74392

APPLICATION FOR PERMITTO DRILLOR REENTER
6. If Indian, AllottecorTribeName

N/A

l a. Type of Work: DRILt. Ü REEFTER 7. If Unit or CA Agreement. Name and No.
N/A

8. LenasNameand Well No,
Ib. Typeof Welb ON WeR Ü Gas Well Other O Biný Zone MukWeZone Fedemi 16-22-9-16

2. Name of Operator 9. A PTWell No.
Newfield Productior: Company

3n. Address 3b. Phone No. (include area code) 10. Fie(d amd Rockor Exploratory
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Ivlonument sutta

4. Location efWell (Ryort location clearly grid in accordance wkh any Stainrequiremurris.*) L1. Sec- T.. R., M., or Blk.and Surveyet Atee

At surihee NE/SE 2068' FSL 649' FEL
At proposed pma. zone SE/SË 659' FSL 664' FËL

SE/SE Soc. 22, TOS R16E

14, Distance in miles and.direction from nearmt town or postofficc• 12. County of Padsh 13. State
Approxirnatley 19.1 miles SotithWest of Myton,Utah Ducilesne UT

15. Distance from proposed* 16. No. of Acres in lense 17. Spacing Uriftd¢diantedto this well
location to nearest
property or lease line, ft
(Also lo nearcst drig. unit line, if any) Approx. 1987 Else, NAuunit 2080.00 40 Acres

Iß. Drsinrice fromproposed location* Å. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed.
applied for,an diis lease, ft. Approx. 1424' 6075• UTB000192

2L Elevations (Show whether DF,KDB, RT. GL, etc.) 22. Approximato dato wotk wiH start* 23. Estimated duration
5600' GL TotQuarter 2007 Appmmmately nevenmnap km amnite var valuesa.

24. Attachments
The (bliowing,completed inaccordance with the requirentants of Onshore Oil and Gas Order No.l, shall be attached to this form:

I. Welt plsit certifiedby a registered surveyor. 4. Rond to cover the opertitions unless covered by an existing bond on frie (see
2. A Orillirig Finn, [tem20 above).

.1. A Surfae.e Use Fisia(if the location is on National Forest systemLands, the
S.• Operator certifreation.

SUPO shaH be filed wjth the approptinto Forest Servico O(Iles). 6. Such other site specific information and/or plans its may be required by the

N ne i s

O

rzedamcar.

orde10/24/06

Regulatory Specialis!
Appmved by {$ignn/ure) Name (Printe:hTrped) Date

Title i Omee
I
i

Application approval does not warrarri or certify the the applicant holds legal or equitabic titic to those ti.¢hts in the.aubject icase whieli would entitle the 2000=Antio conduct
operations thorcon.
Conditions of approvaL ifany, are attached.

Titic 18 U.S.C. Section Irl01 und Title 43 U.S.C. Section 1212, onke it a crime for any perten knowinglyand willfully to make to any department or agency ofthe I]nitedStates any false, fretitions or fraudulent statement: or represenfations as to any tunu.er within itt jurisdiction.
fri,T/P(FCfÌQR.? (18 I'CTRI (r?)

RECEIVED
MAYO4 2007

DIV.0FOIL,GAS&



T98, RiBE, S.L.B.kM. m moms arm
58957W - 79.16 (G.L.O.) WELL LOCATION,FEDERAL16-22-9-16

2829,55' (Measure) THE TOP OF HOLE LOCATEDAS SHOWN
58925'16"W - 2639.18' (Meas) 38957'W G.L.O. (Bosis o/Bearings) 1N THE NE 1/4 SE 1/4, THE BOTTOM

sto reto HOLE LOCATEDAS SHOWNIN THE SE
aan om 1/4 SE 1/4 OF SECTION 22, TBS, R16E,

S.L.B,&M. DUCHESNECOUNTY, UTAH.

a a o
NEIL LOCAA V: o 2 -o e
FEDERAL18-22-9-16

}
ELEV UNCRADED GROUND= 5799.7' '

,.., 9 A R SC A LE

THIS IS TO CERTlFYTHA A WAS
PREPAREDFROM FI VEYS
MADEEIYME OR UN W THAT
TH€ SAMEARE TRU RECT T OF

.. .... --... -..- -- -..-
---- -

MY KNOWLEDGEAN .No.18937

Bounm SN
of Hold §_6.1 STE LA

BISTRA o.
STATE OF

TM 3TRE IÆD SUMM1W & CONSMTIN
NBâ33'02"W - 2629.4ô' (Meas.) SBB33'031V - 2862.87' (Maas.) -

180 NORTHVERNALAVE. - VERNAL,UTAH84078
389 58'W - 79.82 (G.L.O.) (435) 781-2501

IPEDEÑAL16••22-9-16 DATE SURV€YED:
= SECTIONCORNERS LOCATED (,mukaaLocotlan) NAD BJ 04-11-06 SURVEYEDBY:AM.

LARIUDE = 40' 00' 5127 DA1E ORAWN.
BASIS OF ELEV; Lü¾GNUDE = HD' Of 54.15" 04-20·-06 DRAWN SY: F.T.M.

U.S.C.S 7-·1/2 min QUAD (MYTONSE) REVISED: SCALE: 1" = 1000'06-15-06
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9 O
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
s Lieutenant Governor

State of Utah May 7, 2007

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector Newfield Production Company

Rt. #3, Box 3630
Division of Myton, UT 84052

Oil, Gas & Mining

JOHN R. BAZA
Division Director Re: Federal 16-22-9-16 Well, Surface Location 2068' FSL, 649' FEL, NE SE,

Sec. 22, T. 9 South, R. 16 East, Bottom Location 659' FSL, 664' FEL, SE SE,
Sec. 22, T. 9 South, R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et

seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33394.

Sincerely,

11 Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84I14-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 · TTY (801) 538-7458 •



O O
Operator: Newfield Production Company
Well Name & Number Federal 16-22-9-16

API Number: 43-013-33394
Lease: UTU-74392

Surface Location: NE SE Sec. 22 T. 9 South R. 16 East
Bottom Location: SE SE Sec. 22 T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit
a complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

6. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: FEDERAL 16-22-9-16

Api No: 43-013-33394 Lease Type: FEDERAL

Section 22 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 08/27/07

Time 12:00 NOON

How DRY

Drilling wi/I Commence:

Reported by DELL RAY

Telephone #

Date 08/27/07 Signed



STATEOF UTAH OPERATon NEWFIEi.0PRODUCHOWCOMPANY OFERATORACCT. No N2695
DMS- GF OR.,MS ANDMMNG FOORESS RT.3 BOK3530
ENTITYACTIONFORM-FORM8 anoir ur ados:

acmm
¯

amanr MW mmMBER 9-LLIBME liEliLOCATION GFW EFFECrat

B 1 4301333290 LONETREE FED &21-0-17 SWNW 2 9 17 DUG ESNE W22 07
AIEEL1 CO--MIR

ACIKRI GMNEMY MEW API NtBRER Wat NAME MIELLLO¢ATidN -PMD EFFIECrivE

7 4301333289 LONETREE FED 6-21-9-17 SENW 2 SS 17E DUC N 8/2 007 ÑO

ACTION CUNAEIR Ni API NUMBER WELL eMME WIELLLOCATIOM UFW EFFUCT EE

9 4301332770 ASHLEY 4-27-9-15 N 2 1 DUC ESNE Bi25l2007

A 9 9 43M333189 FEDERAL 19-9-17 E 19 E DUCH ME 8 007 Ò'7

ACliCM CUIMINT hEW AFilAMMER WELLMWIE MiiLLLOCA1WM SPMD EF ECT E

MS 4301333394 FEDERAL16-22-9-16 | NESE 2 9S 16E DUC SNE 8 007
1MLL E COMME3RR

ANMW ŒMENF WW mmm-ER -ME ELEDCMMM SF E 3MÆ

esse /NZ8 4801333174 FEDERAL5-19-9-16 S 19 SS 16E DMESN 8 07 Of
ELLi COMMEMit

o c IC Acrancansta....ms.....maa.es..re / /A- afewedily$wammmai þIsilensil orig! I /
-- •mmateenissassestygeweresstaae

- NM PAfit
c-9...n...hme.assassum...u.ms••Isr - naham

c 1 s. ..,4.,,.., ..............4 fon Clerk ' August 29r 2007
Date

NOTE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Eprs u
4310,

04
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74392
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

1 T pe of Well
.! Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator FEDERAL 16-22-9-16
NEWFIELD PRODUCTION COMPANY 9. API Wall II:.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333394
Myton, UT 84052 435 646 3771 10 Field and Pool or Exnloratorv Area

4 Location of Well (Footage, Sec., T.,R., M., or SurveyDescription) MONUMENTBUTTE
2068 FSL 649 FEL 11. County or Parish, State

NESE Section22 T9S Rl6E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Q Deepen Q Production(Start/Resume) Water Shut-OK
Notice of Intent O Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposedor CompletedOperation(clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deependirectionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involvedoperations. If the operation results in a multiple completionor recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final AbandonmentNotices shall be filed only after all requirements, includingreclamation,have been completed, and the operator has detennined that the site is ready for final
inspection.)

On 8/27/07 MIRUNDSI NS#1.Spud well @ 12:00pm. Drill310' of 12 1/4" hole with air mist. TIH W/7 Jt's 8 5/8" J-55 24 #csgn.
Set @305.61'On 8/31/07 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @15.8 ppg > 1.17 cflsk
yelld. Returned 6 bbls cement to pit. WOC.

I herebycertify that the foregoing is true and Title
correct (Printed/ Typed)

por pastjg DrillingForeman
Sign D e8/31/2007

Approvedbv Title
,

pate
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency 0 e
States anv false. fictitiousand fraudulent statements or revresentations as to anv matter within its iurisdiction .F IVED
(Instructions on reverse)

SEP0 6 2007

DIV.0FOIL,GAS&



NEWFIELD PRODUCTION COMPANY - CASING& CEMENT REPORT

8 5/8 CASING SET AT 305.61

LAST CASING 8 5/8" SET AT 305.61' OPERATOR NewField Production Company
DATUM 12' KB WELL Federal 16-22-9-16

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte
DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI NS #1
TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 39.84'

WHI-92csphead 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 293.76

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 295.61

TOTALLENGTHOF STRING 295.61 7 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12
PLUS FULLJTS. LEFT OUT 0 CASINGSET DEPTH 305.61

TOTAL 293.76 7

TOTALCSG. DEL. (W/O THRDS) 293.84 7 COMPARE

TIMING 1ST STAGE

BEGINRUN CSG. Spud 8/27/2007 12:00PM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 8/28/2007 8:30 AM Bbls CMT CIRC TO SURFACE 6

BEGINCIRC 8/31/2007 9:15 AM RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 8/31/2007 9:24 AM N/A

BEGINDSPL. CMT 8/31/2007 9:38 AM BUMPED PLUGTO 120 PSI

PLUG DOWN 8/31/2007 9:53 AM

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING
Centralizers - Middle first, top second &thirdfor 3

COMPANY REPRESENTATIVE Don Bastian DATE



FORM3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
Expires January 31,2004

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
. SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74392

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. Type of Well
Oil Well Gas Well O Other 8. Well Name and No.

2. Name of Operator FEDERAL 16-22-9-16
NEWFIELDPRODUCTIONCOMPANY 9. API W-ll No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333394
Myton, UT 84052 435646 377\ 10 Field and Pool or Exploratory Area

4. LocationofWell (Footage, Sec., T., R., M., or SurveyDescription) MONUMENT BUTTE
2068 FSL 649 FEL 11. County or Parish, State

NESE Section 22 T9S Rl6E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Weekly StatusReport

Final Abandonment Convert to O Plug Back O Water Disposal

13. DescribeProposedor CompletedOperation(clearly state all pertinent details, including estimated startingdate of any proposed work and approximate duration thereof. Ifthe

proposal is to deependirectionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion

of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

nal nm ti l be filed only after all requ rpements, inchuling rechurmtion haveybeencompleted and the operator has determined tha0tthe site is ready for Sn2al

csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHAand tag cement @265'. Drillout
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 6,075'& TVD 5820'. Lay down drill string & BHA. Open hole log
w/ Dig/SP/GR log's TD to surface. PU &TlH with Guide shoe, shoe jt, float collar, 151 jt's of 5.5 J-55, 15.5# csgn. Set @
6051.01' / KB. Cement with 350 sks cement mixed @ 11.0 ppg & 3.49 yld. Then 500 sks cement mixed @14.4 ppg & 1.24 yld.
With 44 bbis cement returned to pit. Nipple down Bop's. Drop slips @100,000#'s tension. Release rig 4:30 PM 9/14/07.

RECEIVED
SEP1 9 2007

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Signat e D
rillling Foreman

Approvedby Title Daff
Conditions of approval, if any, are attached. Approval of this notice does not warant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency of the United
States anv false.fictitious and fraudulent statements or reoresentationsas to anv matter within its imisdiction

(Instructions on



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 6051.01

FltclIr@ 6036.31

LAST CASING 8 5/8" SET / 305.61' OPERATOR Newfield Production Company

DATUM 12' KB WELL Federal 16-22-9-16

DATUMTO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI #2

TD DRILLER 6075' Loggers 6065' TVD= 5820'

HOLE SIZE 7 7/8"

LOG OF CASINGSTRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

Short jt 3651' (6.20')

151 5 1/2" ETC LT & C casing 15.5# J-55 8rd A 6022.31

Float collar 0.6

1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 15.45

GUIDE shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTALLENGTHOF STRING 6053.01

TOTALLENGTH OF STRING 6053.01 152 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFTOUT 79.05 2 CASINGSET DEPTH 6051.01
TOTAL 6116.81 154

TOTALCSG. DEL.(W/OTHRDS) 6116.81 154 COMPARE

TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 9/14/2007 4:00 AM GOOD CIRC THRU JOB YES

CSG. IN HOLE 9/14/2007 8:00 AM Bbls CMT CIRC TO SURFACE 44

BEGIN CIRC 9/14/2007 8:00 AM RECIPROCATED PIPE FOR THRUSTROKE NA

BEGIN PUMP CMT 9/14/2007 10:16 AM DID BACK PRES. VALVE HOLD ? YES

BEGIN DSPL. CMT 9/14/2007 11:20 AM BUMPEDPLUG TO 2150 PSI

PLUG DOWN 9/14/2007 11:47 AM

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 350 Premlite IIw/ 10% gel + 3 % KCL,3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.49 cf/sk yield

2 525 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middlefirst, topsecond &third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Alvin Nielsen DATE



Oct 03 2007 2:52PM EXACT Engineering Inc 918-599-9401 p.2

STATE OF UTAH FORM4
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

ENT1TY ACTION FORM

Operator: WolverineGas and OilCompany of Utah, LLC Operator Account Number: N
Mdress: 65 Campau NW, One Riverfront Plaza

¡g Grand Rapids

state MI sp 49503-2616 Phone Number (616) 458-1160

Well1
AWhituistar MIIIIRent ACI BW Imp Ro SennlP
4303930030 Wolverine Federal Arapien Valley 24-1 SWNW 24 20S 1E Sanpete

A f 10/3/2007
Comm conductor 10/3/2007; projected drig rig move in 11/15/2007 00NFDEN\AL

Comments:

Action code asentonsty areemay spugeste a setenment
ippinissa -

' Ruisser ooste

comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) S1even R Hash - EXACT Engineering Inc
B - Add new wellto existhg entHy(groupor unit well) N se Prg
C - Rawassignwell from one existing entity to another existing entity /<.
D - Re-essign wellfrom one existingentityto a new entity signature
E - Other (Explainin 'comments'section) Engineering Cortsultant 10/3/2007

Title Date

'"°°°2 RECElVED
OCTO3 2007

DIV.0FOIL,GAS&



FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Eprs u
4310,0504

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74392

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

7. If Unit or CA/Agreement, Name and/or

1 T pe of Well
Oil Well O Gas Well Other 8. Well Name and No.

2 Name ofOperator FEDERAL 16-22-9-16
NEWFIELD PRODUCTION COMPANY 9. API Ÿ/cilflo.

3a. Address Route 3 Box 3630 3b. Phone (mclude are code) 4301333394
Myton, UT 84052 435 646 377\ 10 Fieki an<i Poni or FYploratorv Area

4 Location of Well (Footage, Sec., T., R., M, or SurveyDescription) MONUMENT BUTTE
2068 FSL 649 FEL 11. County or Pa'rish, State

NESE Section 22 T9S R16E
DUCHESNE, UT

I2. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Recomplete O Other
Change Plans O Plug & Abandon Temporarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

I3 Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation results in a multiple completion or mcompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria,is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted flyteUtah DMalonofOil, Gas and MiningFORRECORDONLY

1hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

S
DaRegula2tory Specialist

Approved by Title Patr
Conditions of approval, if any, are attached. Approval of this notice does not warmnt or
certify that the applicant holds legal or equitabletitle to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false. fictitiousand fraudulentstatementsor reoresentations as to anv matter within its iurisdiction a- a ..... ..

(Instructions on reverse)

OCT12 2007
DE



' STATE OF UTAHO
< DEPARTMENT OF NATURALRESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBER;DIVISION OF OIL, GAS AND MINING USA UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantlydeepen existing wells below curent bottom-holedepth, reenter plugged
wells, or to drill horizontallaterals. Use APPLICATIONFOR PERMITTO DRILLformfor such proposals.

l. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELLO OTHER FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333394
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 crfY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 2068 FSL 649 FEL COUNTY: DUCHESNE

OTR/OTIL SECTION. TOWNSHIP. RANGE.MERIDIAN: NESE, 22, T9S, RI6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATECURRENT FORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT CHANGE WELL NAME PLUGBACK WATER DISPOSAL
(Submit OriginalForm Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF
Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Weekly StatusReport

10/30/2007 O CONVERTWELLTYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subject well was completed on 10/10/07, attached is a daily completion status report

NAME (PLEASEPRIg, Jen ar TTTLE Production Clerk

(This space for Stateuse on

RECEIVED
NOVO9 2007

DIV.0F OIL,GAS&



Summary Rig Activit age gy

Daily Activity Report

Format For Sundry
FEDERAL 16-22-9-16

8/1/2007To12/30/2007
10/3/2007 Day: 1 Completion

Rigless on 10/2/2007 - Instal 5K frac head. NU 6" 5K Cameron BOP. RU H/O truck &
pressure test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 5993' & cement
top @ 39'. Perforate stage #1, A1 sds @ 5035-71' w/ 3-1/8" Slick Guns (19 gram,
.49"HE. 120°) w/ 4 spf for total of 144 shots. 143 bbis EWTR. SIFN.

nexemanramiennearemmassavesamassmannenwsmaemumowemukaa:tdanamnensessassiamwiedersianzamimAe¢msmPancasemmianimmusassumensamammmuurentruuma=•Jonam wawatemaliinidseluummisemismasasswormansw+nnmoimmeum

10/6/2007 Day: 2 Completion

Rigless on 10/5/2007 - Stage #1 A1 sds. RU BJ Services. 10 psi on well. Frac A1 sds
w/ 140,366#'s of 20/40 sand in 1008 bbis of Lightning 17 fluid. Broke @ 2849 psi.
Treated w/ ave pressure of 1851 psi w/ ave rate of 24.8 BPM. ISIP 2081 psi. Leave
pressure on well. 1151 BWTR. Stage #2 A.5 sds. RU Lone Wolf WLT, crane &
Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 5'
perf gun. Set plug @ 5010'. Perforate A.5 sds @ 4964-69' w/ 3-1/8" Slick Guns
(.37"EH, 23 gram, 90°) w/ 4 spf for total of 20 shots. RU BJ Services. 1566 psi on
well. Frac A.5 sds w/ 15,004#'s of 20/40 sand in 274 bbis of Lightning 17 fluid.
Broke @ 3458 psi. Treated w/ ave pressure of 2605 psi w/ ave rate of 24.8 BPM.
ISIP 1909 psi. Leave pressure on well. 1425 BWTR. Stage #3 B2 sds. RU Lone Wolf
WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through
frac plug & T perf gun. Set plug @ 4920'. Perforate B2 sds @ 4860-67 w/ 3-1/8"
Slick Guns (.37"EH, 23 gram, 90°) w/ 4 spf for total of 28 shots. RU BJ Services.
1528 psi on well. Frac B2 sds w/ 13,965#'s of 20/40 sand in 269 bbis of Lightning
17 fluid. Broke @ 4220 psi. Treated w/ ave pressure of 2130 psi w/ ave rate of 24.8
BPM. ISIP 1925 psi. Leave pressure on well. 1694 BWTR. Stage #4 C sds. RU Lone
Wolf WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow
through frac plug & 12' perf gun. Set plug @ 4820'. Perforate C sds @ 4748-60' w/
3-1/8" Slick Guns (.37"EH, 23 gram, 90°) w/ 4 spf for total of 48 shots. RU BJ
Services. 1532 psi on well. Frac C sds w/ 41,811#'s of 20/40 sand in 406 bbis of
Lightning 17 fluid. Broke @ 4180 psi. Treated w/ ave pressure of 2620 psi w/ ave
rate of 24.8 BPM. ISIP 2235 psi. Open well to pit for immediate flowback @ 1 bpm.
Well flowed for 4 hrs. & died. Recovered 270 bbis. SWIFN.
waecmemmmagiurallaceummemnessexamiscamammesmaamrammm.memminanuismommaiman.:Ir.xm:im:nus:rm:mmtecumaammutzwouwsm:mweamacarmoi::mmmmoimmmmoinwatimilismuummeammunnaramn.wae:maramuumamswoli:4uisumme

10/9/2007 Day: 3 Completion

Western #2 on 10/8/2007 - MIRU Western #2. 75 psi on csg. Bleed off pressure. ND
Cameron BOP & 5M WH. NU 3M WH & Shaffer BOP. Talley, PU & RIH w/ 4
3/4" (Used) bit, Bit sub & 153 jts of 2 7/8" J-55 tbg. Tagged sand @ 4707'. RU
Nabors power swivel. Circulate sand & drill out plugs. Sand @ 470T, Plug @
4820' (Drilled out in 22 mins). Tagged sand @ 4882', Plug @ 4920' (Drilled out in 27
mins). Circulate well clean. LD 1 jt tbg. EOT @ 4913'. SIWFN w/ 1820 BWTR.
avaraattomusaniastaa:Womesumainlaimammuleis*¾vmsmessentisemaar.sairmenmemalinatachia¢cemmagmin emmwaarain:rmainmunamania:manciënausdomaissommmetsbisamatarmouwaimm-wwinesiniminy#asistamam

10/10/2007 Day: 4 Completion

Western #2 on 10/9/2007 - O psi on well. Con't circulate sand & drill out plugs.
Tagged plug @ 5010' (Drilled out in 26 mins). Tagged sand @ 5726'. C/O to PBTD @
6034'. RD power swivel. LD 2 jts of tbg. EOT @ 5993. RU swab equipment. Made 14
runs. IFL @ sfc. FFL @ 1900', Trace oil, No sand. Rec 136 BTF. RD swab equipment.
PU & RIH w/ 2 jts of tbg. Tagged sand @ 6022'. C/O to PBTD @ 6034'. LD 30 jts of

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160131&API=430133339400...



Suniinary Rigdetivitÿ Tage 29tf2

,tbg. TOH w/ tbg. LD bit & bit sub. TIH w/ production tbg as follows: NC, 2-jts, 2-jts,
TA & 40 jts of tbg. EOT @ 1246'. SIWFN w/ 1744 BWTR.

10/11/2007 Day: 5 Completion

Western #2 on 10/10/2007 - O psi on well. Con't TIH w/ production tbg. Production
tbg detail as follows: NC, 2- jts, SN, 2- jts, 5 1/2" TA, 162 jts of 2 7/8" J-55 tbg. ND
BOP. Set TA w/ 16,000# of tension @ 5010', SN @ 5075', EOT @ 5137. NU WH. PU &
TIH W/ pump and "A" grade rod string as follows: new CDI 2 1/2" X 1 3/4" X 21'
RHAC pump, 4-1 1/2" weight rods, 197-7/8" scrapered rods(8 per), 1- 4', 1- 2' X
7/8" pony rods and 1 1/2" X 26' polished rod. Seat pump & RU pumping unit. W/
tbg full, pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to 800 psi.
Good pump action. RDMOSU. Est 1744 BWTR. Place well on production @ 3:00 PM
10/10/2007 W/ 123" SL @ 4 SPM. FINAL REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160131&API=430133339400...



FORM 3160-4 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

O' UNITED STATES **'"°*'°""°06 Expires: February28,1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAUOF LAND MANAGEMENT UTU-74392
WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W L DRY Other Federal .

Ib. TYPE OF WELL

8. FARM OR LEASE NAME, WELLNO.
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other Federal 16-22-9-16
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33394
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) ( y ,

- . 11. SEC., T., R., M., OR BLOCK AND SURVEY
tSupdparced.

Interval reported below
SE/SE) 2, T 16E OR AREASec.

22, T9S, R16E

At total de th 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-33394 05/07/07 Duchesne |UT

15. DATE SPUDDED 6. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC)* 19. ELEV. CASINGHEAD08/27/07 09/13/07 10/10/07 5800' GL 5812' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

6075' 6034' 6 C HOW MANY* DRlLLED BY

24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4748'-5071' SURVEYMADE

26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
, GR, Genper, Cement Bond Log No

23. CASING RECORD (Re;ort all strings set in vell)
CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED8-b/8" - J-bb 24# 306' 12-1/4" To surface with 160 sx Class "G" cmt6-1/2"- J-bb i b.b# 6061' 7-//8" 350 sx Premlite Il and 525 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)2-1/8" 60 I (a) IA (a2

613/' 5010'
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SOUEEZE, ETC,

INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
(A1) 5035'-5071'

.49" 4/144 5035'-5071' Frac w/ 140,366#20/40 sand in 1008 bbls fluid
(A.5) 4964'-4969'

.37" 4/20 4964'-4969' Frac w/ 15,004#20/40 sand in 274 bbis fluid
(B2) 4860'-4867' .37" 4/28 4860'-4867' Frac w/ 13,965#20/40 sand in 269 bbis fluid
( C) 4748'-4760'

.37" 4/48 4748'-4760' Frac w/ 41,811#20/40 sand in 406 bbls fluid

33.* PRODUC' ION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

10/10/07 2-1/2" x 1-3/4" x 21' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N, FOR OIL--BBLS. GAS--MCF. WATER--BBL GAS-OILRATIO

10 day ave
TEST PERIOD

3 1 31 333
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API(CORR.)

24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY
Sold & Used for Fuel

35. LIST OF ATTACHMEN S

36. I hereby certify tha frg in ation is complete and correct as determined from all available records
SIGNED TITLE PEOduction Clerk DATE 10/31/2007

Jent i Park JP
*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 .S.C. Sectio 01, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO >

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3536'
Federal Garden Gulch 1 3757'

Garden Gulch 2 3872'
Point 3 Mkr 4113'
X Mkr 4401'
Y-Mkr 4436'
Douglas Creek Mkr 4562'
BiCarbonate Mkr 4798'
B Limestone Mkr 4904'
Castle Peak 5461'
Basal Carbonate 5923'
Wasatch 6031'
Total Depth (LOGGERS



Scientific
Drilling Directional Survey Certification

7327 West Barton Road
Casper, WY 82604
(307)-472-6621 Fax (307) 472-5439

RE: Newfield Exploration Co. Operator
Federal 16-22-9-16 Well Name & No.

Duchesne County, UT County & State
42DEFO708712 SDI Job No.

I, Julie Cruse , having personal knowledge of all the facts, hereby
certifythatthe attached directional survey run from a measured depth of 334 feet to a
measured depth of 6075 feet is true and correct as determined from all available records.

A 9 , AM , Rockies Region Engineer Scientific Drilling International
Signature Title Company

State of : Wyoming )
} ss

County of : Natrona }

of , 2007, before me personally appeared
to me known as the person described in and who executed the foregoing

iS rument and ack executed the same as

h'e

ee ac nd

deed'
Notary Public My C mmis on Expires

DARCI NEAL- NOTARYPUBUCCounty of State ofNatrona 6.

WyomingMyCommission ExpítesAugust 12.



Project: Duchesne County, UT
Site: Federal16-22-9-16 Newfield Exploration Co.
Well: Federal 16-22-9-16

ScientificDrilling Wellbore: OH
Rocky Mountain Operations Design: OH

- 175350- - First SDI MWDSur y

- - - -
-360

----

700

- 00 -525

1050

3000
-700 -

1100

-075

150

1050

5000

400
2000

3150 -- -

-1575

Federal 1 22-9-16/Pan #2 Federa 16-22-9-16/Survey #1

0500
-730 -525 -330 -175 U 175 350 625 700

I-
West(-)/East(+) (350 ft/in)

WELLDETAILS:Federal 16-22-9-16

Ground Level: GL 5798' & RKB 15' @5813.00ft
+N/-S +El-W Northing Easting Latitude Longitude

4200
0.00 0.00 7177203.67 2032965.58 40° 0° 53.270 N 110° S' 54.150 W

4550

REFERENCE INFORMATION
5250 Co-ordinate {NIE)Reference: Wes Federa1 16-22-9-16. True North

Vertical (TVD) Reference: GL 5798' & RKB15' @ 6813.0011
Section (VS) Reference: Slot - (0.00N, 0.00E)

Measured Depth Reference: GL 5790' &RKB 15'@ 5813.00ft
5000 Calculation Method: Minimum Cufvature

Local North: True
Fed réI 16-22-9-16/Survey #1 60 Location: Sec. 22 TSS R16E

6950 - -- -

I PROJECT DETAILS:Duchesne County, UT Survey: Survey#1 (Federal 16-22-9-16/OH)
Geodetic System; US State Plane 1983

Datum: North American Datum 1983 Created By: Julie Cruse Date: 2007-10-08
Ellipsoid: GRS 1980

0 350 700 1050 1400 1760 Zone: Utah Central Zone

Vertical Section at 180.61 (700



Newfield Exploration Co.
Duchesne County, UT
Federal 16-22-9-16
Federal 16-22-9-16
OH

Survey: Survey #1

Standard Survey Report
08 October,



Scientific Drilling
Survey Report

Company: NewfieldExplorationCo. [..opp a dingRpference: Well Federal 16-22-9-16
Project: Duchesne County, UT ÌVD Refàreáoi: GL 5798' & RKB 15' @5813.00ft
Site: Federal 16-22-9-16 IÑDRÀferenti GL 5798' & RKB 15' @5813.00ft
Well: Federal 16-22-9-16 North.Reference True
Wellbore: OH Survey ÒalculËtiMethod MinimumCurvature
Design: OH Database EDM2003.16 Single User Db

Survey

Nieasured Vertical Vertical Dogleg Budd Turn
Depth inclination Azimuth Depth +NI-S +EI·W Section Rate Rate Rate

ÅÍ (°) (*) (ft) (it) (ft) (°i100ft) (°Ii00ft) (°I100ft)

3,126.00 20.59 177.30 3,029.70 -640.79 4.24 640.71 0.83 0.65 -1 A9
3,219.00 20.43 175,78 3,116.81 -673.32 6.20 673.21 0.60 -0.17 -1.63

3,312.00 21.40 176.48 3,203.68 -706.44 8.44 706.31 1,08 1.04 0.75
3,405.00 21.45 178.48 3,290.26 -740.37 9.93 740.23 0.79 0.05 2.15
3,498.00 20.55 179.86 3,377.08 -773.70 10.42 773.54 1.10 -0.97 1.48
3,593.00 18.89 181.17 3,466.50 -805.75 10.15 805.59 1.81 -1.75 1.38
3,686.00 18.94 180.61 3,554.48 -835.89 9.68 835,74 0.20 0.05 -0.60

3,781.00 18,86 182.55 3,644,36 -866.65 8.84 666.50 0.67 -0.08 2.04
3,875.00 18.36 185.29 3,733.45 -896.57 6.80 896.44 1.07 -0.53 2.91
3,969.00 17.85 187.02 3,822.79 -925.61 3.67 925.52 0.79 -0.54 1.84
4,062.00 17.23 187.28 3,911.47 -953.42 0.18 953.36 0.67 -0.67 0.28
4,156.00 17.33 187.05 4,001.23 -981.12 -3.30 981.10 0.13 0.11 -0.24

4,250.00 18.49 188.40 4,090.67 -1,009.83 -6.68 1,009.84 1.25 1.23 -0.69

4,344.00 18.97 180.90 4,179.70 -1,039.92
-8.58 1,039.95 1.95 0.51 -5.85

4,439.00 19.44 179.84 4,269.41 -1,071.17
-8.78 1,071.20 0.62 0.49 -1,12

4,532.00 19.46 179.00 4,357.10 -1,102.13 -8.47 1,102.16 0.30 0.02 -D.90
4,626.00 18.85 178.69 4,445.90 -1,132,97

-7.85 1,132.99 0.66 -0.65 -0.33

4,721.00 19.86 182.06 4,535.53 -1,164.44 -8.08 1,164.46 1.58 1.06 3.55
4,816.00 18.86 181,10 4,625.16 -1,195.92 -6.95 1,195.95 1.10 -1.05 -1.01

4,908.00 18.59 18031 4,712.29 -1,22545 -9.32 1,225.48 0.40 -0.29 -0.86

5,002.00 19.22 180.77 4,801.22 -1,255.91
-9.60 1,255.94 0.69 0.67 0.49

5,094.00 19.18 180.82 4,888.10 -1,286.16 -10.02 1,286.19 0.05 -0.04 0.05
5,188.00 18.62 182.30 4,977.03 -1,316.59 -10.85 1,316.64 0.78 -0,60 1.57

5,283.00 19.36 180.17 5,066.86 -1,347.50 -11.50 1,347.54 1.07 0,78 -2.24

5,375.00 18.51 182.51 5,153.89 -1,377.34 -12.19 1,377.39 1.24 -0.92 2.54
6,470.00 17.97 184.70 5,244.11 -1.407.01

-14.05 1,407.08 0.92 -0.57 2.31
5,584.00 18.35 182.93 5,333.43 -1,436.24

-15.99 1,436.32 0.71 0.40 -1.88

5,656.00 18.62 181.52 5,420.69 -1,485.38
-17.12 1,465.48 0.57 0.29 -1.53

5,751.00 18.79 178.85 5,510.67 -1,495.84
-17.22 1,495.94 0.92 0.16 -2.81

6,844.00 18.45 178,96 5,598.80 -1,525.53 -16.65 1,525.62 0.37 -0.37 0.12
5,938.00 17.29 177-17 5,688.27 -1,554.35 -15.69 1,554.43 1.37 -1.23 -1.90

6,027.00 15.05 176.12 5,773.74 -1,579.09 -14.28 1,579.16 2.54 -2.62 -1.18 |
6,675.00 15.05 178.12 5,820.09 -1,591.53

-13.41 1,691.58 0.00 0.00 0.00

Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
-Shape (°) (*) (ft} (ft) (ft) (ft) (A Latitude Longitude

Federal 16-22-9-16 Targ 0.00 0.00 5,298.00 -1,409.00 -15.00 7,175,794.61 2,032,972.66 40° O' 39.344 N 110° S' 54.343 W
- survey misses by 14.78ft at 552184ft MD (5293.40 TVD, -1423.05 N, -15.23 E)
- Circle (radius 75.00)

Survey Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(f0 (ft) (R) (ft) Comment
334.00 333.97 -3.50 -0.60 First SDI MWDSurvey

6,075.00 5,820.09 -1,591.53 -13.41 Projection To TD

Checked By: Approved By: Date:

2007-10-08 8:22:16PM Page 4 COMPASS 2003 16



Scientific Drilling
Survey Report

Company: NewfieldExploration Go Lâc Co-Ârái ee : Well Federal 16-22-9-16
Project: Duchesne County, UT TVD RefeÃnåe GL 5798' & RKB15' @5813.00ft
Site: Federal 16-22-9-16 feán GL5798' &RKS 15' @5813.00ft
WeH: Federal 16-22-9-16 True
Wellbore: OH 191 had MinimumCurvature
Design: OH Database: EDM2003.16 Single User Db

Project Duchesne County, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: NorthAmerican Datum 1983
Map Zone: Utah Central Zone

S Federal A-2-9-16, Sec. 22 T9S R16E

Site Position: Northing: 7,177,203.6711 Latitude: 40 O' 53.270 N
From: Lat/Long Easting: 2,032,965.58ft Longitude: 110 5'54.150 W
Position Uncertainty: 0.00 ft Slot Radius: in Grid Convergence: 0 90 °

Well Federal 22-9-16, SHL: 2068 FSL, 6 ITL

Well Position +NI-S 0.00 ft Northing: 7,177,203.67 ft Latitude: 40° O' 53.270 N
+El-W 0.00 ft Easting: 2,032,965.58 ft Longitude: 110° S' 54.150 W

Positlon Uncertainty 0.00 ft Weilhead Elevation: ft Ground Level: 5,798.00ft

Wellbore OH

Magnetics Model Name Sample Date Declination Dip Angle Fleid Strength
(*) (nT)

IGRF200510 2007-09-08 1 79 8586 52,641

| Design OH

Audit Notes:
i
| Version: 1.0 Phase: ACTUAL Tie On Depth:
I
Vertical Section Depth From TVD} +NI-S IË/W Direction

0.00 0.00 0.00 180.61

urvey Program Date 2007-09 24
·rom To

:) (gt; trvey (Ý\feÑr Tool Nam Descripticm

334 00 6,075.00 Survey #1 (OH) MWD MWD- Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI·S +El-W Section Rate Rate Rate(°) (*) (ft) (it) (ft) (*Ii00ft) (°/100ft} (°I'IO0ft)

D.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
334 00 1.22 189.79 333.97 -3.50 -0.60 3.51 0.37 0.37 0.00
364.00 1.21 168.30 363.97 -4.13 -0.70 4.14 0.11 -0.03 -4.97

394.00 1.63 182.40 393.98 -4.87 -0.77 4.88 1.48 1.40 -19.67

424.00 2.50 181.43 423.94 -5.95 -0.80 5,96 2.90 2.90 -3.23

453.00 2.40 176.75 452.91 -7.19 -0.78 7.20 0.77 -0,34 -16.14

484.00 2.50 184.22 483.88 -8.51 -0.80 8.52 1.08 0.32 24.10
515.00 2.73 180.10 514.85 -9.93 -0.85 9.93 0.96 0.74 -13.29

545.00 2.78 181.29 544.82 -11.37
-0.67 11.38 0.25 0.17 3.97

575.00 2.76 181.34 574.78 -12.82 -D.90 12.83 0.07 -0.07 0.17
606.00 2.75 18D.64 605.75 -14.31

-0.92 14.32 0.11 -0.03 -2.26

637.00 2 53 174.59 636.71 -15.73
-0.87 15.74 1.14 -0.71 -19.52

667.00 2.38 173.07 666,69 -17.00
-0.73 17.01 0.61 -0.57 -5.07

2007-10-08 8 22 16PM Page 2 COMPASS 2003.16 Build



O

March 1, 2011

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 13 10
P O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Workover MIT
Federal 16-22-9-16
API #43-013-33394

Dear Mr. Brad Hill:
A workover MIT was conducted on the subject well. Attached are the sundry,

tabular sheet and a copy of the chart. If you have any questions please give me a call at
435-646-4874.

Administrative Assistant

RECEIVED
MARO8 2011

DIV.0FOlL,GAS&MINING

Rt 3 Box 3630 10530 South Country Road #33 Myton, UT 84052 (435) 646-3721 Fax (435)



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drillhorizontallaterals. Use APPLICATION FOR PERMITTODRILL formfor such proposals. GMBU

1. TYPEOFWELL: 8. WELLNAMEandNUMBER:

OIL WELL GAS WELL O OTHER FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301333394
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 GREATERMB UNIT
4. LOCATION OF WELL:

FOOTAGESATSURFACE: 2068 FSL649 FEL COUNTY: DUCHESNE

OTR/OTR, SECTION. TOWNSHIP. RANGE.MERIDIAN: NESE, 22, T9S, Rl6E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATE CURRENT FORMATION0. NOTICEOF INTENT
(Submit in Duplicate) O ALTER CASING O FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR O NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS O OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGANDABANDON VENTOR FLAIR

SUBSEOUENT REPORT O CHANGE WELL NAME O PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGE WELL STATUS PRODUCTION (STARTISTOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - MIT

02/25/2011 Q CONVERT WELL TYPE O RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS.Clearlyshow all pertinent details includingdates,depths, volumes, etc.

The above subject well had workover procedures performed (tubingleak), attached is a daily status report.
On 02/22/2011 Dennis Ingram with the State of Utah was contacted concerning the MITon the above listed well. On 02/25/2011 the
csg was pressured up to 1420 psig and charted for 30 minute with no pressure loss. There was not a State representative available to
witness the test.

API# 43-013-33394

NAME (PLEASEP Lucy Chav Nau o TOLE Administrat ve Assistant

(This space for Stateuseonly)

RECEIVED
MARO8 2011

DIV.0F0lL,GAS&



Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dategigi Time pm

Test Conducted by: )dC G
Others Present:

Well: j'gg j¿,-D-ý-/g Field:

Well L ation: API No:

Tigmg Casinq Pressure

0 min / 28) psig

S / 2() psig

10 | 2‡> psig

15 // () psig

20 A/ p£> psig

25 /2/ f f; psig

30 min /gi) psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness: , ,

Signature of Person Conducting



NOON



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

FEDERAL 16-22-9-16
12/1/2010To4/28/2011

2/7/2011 Day: 1 Tubing Leak

Basic #1474 on 2/7/2011 - POOH w/ rods & pump (Guides worn out on entire rod string).
POOH w/ tbg looking for hole. - MIRU. Pump 40 BW @ 250° Fdown csg. RDPU. Unseat pump
POOH w/ rods & pump, guides on entire rod string worn out & scale build up on bttm of rod
string. X- over to tbg equipment. NDWH. Release TA. NUBOP. RIH w/ tbg & tag fill @ 5518'.
Pump 5 BW, drop SV. POOH w/ tbg looking for hole, did not find hole. RIH w/ new SN, TA &
44- jts tbg. Try to PT tbg, no test. POOH w/ tbg, find hole in jt #163. Replace 20- jts tbg
above SN. SWIFN. - MIRU. Pump 40 BW @ 250° Fdown csg. RDPU. Unseat pump POOH w/
rods & pump, guides on entire rod string worn out & scale build up on bttm of rod string. X-
over to tbg equipment. NDWH. Release TA. NUBOP. RIH w/ tbg & tag fill @ 5518'. Pump 5
BW, drop SV. POOH w/ tbg looking for hole, did not find hole. RIH w/ new SN, TA & 44- jts
tbg. Try to PT tbg, no test. POOH w/ tbg, find hole in jt #163. Replace 20- jts tbg above SN.
SWIFN. Finalized
Daily Cost: $0
Cumulative Cost: $6,111

2/10/2011 Day: 2 Tubing Leak

Basic #1474 on 2/10/2011 - POOH w/ tbg. RU Perforaters WLT. Set CIBP @ 4698'. RIH W/
108- jts tbg open ended. SWIFN. - Pump 10 BW down tbg, drop SV. RIH w/ all tbg. LD 58- jts
tbg on trailer. TOOH w/ 108- jts tbg. RU Perforaters WLT. RIH w/ CIBP and set @ 4698'. RD
WLT. RIH w/ 108- jts tbg open ended. NDBOP. NUWH. RIH w/ 129-7/8"guided rods. SWIFN. -

Pump 10 BW down tbg, drop SV. RIH w/ all tbg. LD 58- jts tbg on trailer. TOOH w/ 108- jts
tbg. RU Perforaters WLT. RIH w/ CIBP and set @ 4698'. RD WLT. RIH w/ 108- jts tbg open
ended. NDBOP. NUWH. RIH w/ 129-7/8"guided rods. SWIFN. Finalized
Daily Cost: $0
Cumulative Cost: $13,579

2/12/2011 Day: 3 Tubing Leak

Bàsjc #1474 on 2/12/2011 - LD rods & TA well. - LD 129- 7/8" rods. Pump chemical diown
CSG. ND WH tee, bull plug WH. - LD 129- 7/8" rods. Pump chemical diown CSG. ND WH tee,
bull plug WH.
Daily Cost: $0
Cu ulative Cost: $17,314

2 8/2011 Day: 4 Tubing Leak

Rig $$ on 2/28/2011 - Workover MIT. - On 2/22/2011 Dennis Ingram with the State of Utah
DO M was contacted concerning the workover MIT on the above listed well (Federal 16-22-9-

! 16)1 On 2/25/2011 the csg Was pressured up to 1420 psig and charted for 30 minutes with no
piehsure loss. TheËewas not a State representative available to witness the test. Final Report
API# 43-013-33394 - On 2/22/2011 Dennis Ingram with the State of Utah DOGM was
contacted concerning the workover MIT on the above listed well (Federal 16-22-9-16). On
2/25/2011 the csg was pressured up to 1420 psig and charted for 30 minutes with no
pressure loss. There was not a State representative available to witness the test. Final Report

http://www.inewfld.com/denver/SumActRpt.asp?RC=l60131&API=4301333394&MinDa...



· Summary Rig Activity Page 2 of 2

API# 43-013-33394 Finalized
Daily Cost: $0
Cumulative Cost: $18,214

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=16013l&API=4301333394&MinDa...



API Well No: 43013333940000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 16-22-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2068 FSL 0649 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

2/9/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield Production Company requests the approval to temporarily abandon
subject well. Subject well is down and needs repair. However repairs prove not
to be economic thus request the approval to TA. Attached are the "as-is" well
bore diagram and the proposed wellbore diagram. The plan is to set a plug
approximately 50' above top perforation until well can be converted when

water flood has expanded to area of subject well. Please contact Wayne Baud
at 303-383-4139 with any questions.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sam Styles 303 893-0102

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 2/9/2011

03/15/2011

iPI Well No: 43013333940000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS7E4D9ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 E×t MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2068 FSL 0649 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 22 Township: 09.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/9/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company requests the approval to temporarily abandon
subject well. Subject well is down and needs repair. However repairs prove not Accepted by the
to be economic thus request the approval to TA. Attached are the "as-is" well Utah Division of

bore diagram and the proposed wellbore diagram. The plan is to set a plug Oil, Gas and Mining
approximately 50' above top perforation until well can be converted when

water flood has expanded to area of subject well. Please contact Wayne BaD4te: 03/15/2pl,l
at 303-383-4139 with any questions.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sam Styles 303 893-0102 Engineering Tech

SIGNATURE DATE
N/A



FEDERAL 16-22-9-16

2068’FSL & 649’ FEL

NE/SE  Section 22-T9S-R16E

Duchesne Co, Utah

API #43-013-33394; Lease # UTU-74392

FEDERAL 16-22-9-16

Wellbore Diagram 

(As – Is)

PBTD @ 5440’

SURFACE CASING

PRODUCTION CASING

TUBING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (293.76’)

DEPTH LANDED: 305.61’ KB

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 6 bbls cmt to surf.

CSG SIZE: 5-1/2”

GRADE: J-55 

WEIGHT: 15.5# 

LENGTH: ?  jts. (’)

DEPTH LANDED: ?’ KB

HOLE SIZE: 7-7/8”

CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.

CEMENT TOP: 39’

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8’)

TUBING ANCHOR: 5005.8’ KB

NO. OF JOINTS:  2 jts (64.1’)

SEATING NIPPLE: 2-7/8” (1.10’) 

SN LANDED AT: 5072.8’

NO. OF JOINTS:  2 jts (61.40’)

TOTAL STRING LENGTH:  EOT @ 5136’ KB

PERFORATION RECORD

10/02/07   5035-5071’ 4 JSPF     144 holes

10/05/07   4964-4969’ 4 JSPF     20 holes

10/05/07   4860-4867’ 4 JSPF     28 holes

10/05/07   4748-4760’ 4 JSPF     48 holes

Spud Date: 08/27/07

Put on Production: 10/10/07

GL: 5800’ KB: 5812’

Anchor @ 5020’

FRAC JOB

10/05/07    5035-5071’ Frac A1 sands as follows:      

140366# 20/40 sand in 1008 bbl Lightning 17 

frac fluid.  Treated @ avg press of 1851 psi 

w/avg rate of 24.8 BPM. ISIP 2081  psi. Calc 

flush: 5033 gal. Actual flush: 4536 gal.

10/06/07    4964-4969’ Frac A.5 sands as follows:      

15004# 20/40 sand in 274 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2605 psi 

w/avg rate of 24.8 BPM. ISIP 1909  psi. Calc 

flush: 4962 gal. Actual flush: 4456 gal.

10/05/07    4860-4867’ Frac B2 sands as follows:      

13965# 20/40 sand in 269 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2130 psi 

w/avg rate of 24.8 BPM. ISIP 1925  psi. Calc 

flush: 4858 gal. Actual flush: 4355 gal.

10/05/07    4748-4760’ Frac C  sands as follows:      

41811# 20/40 sand in 406 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2620 psi 

w/avg rate of 24.8 BPM. ISIP 2235  psi. Calc 

flush: 4746 gal. Actual flush: 4662 gal.

6/17/08 parted rods. Updated rod and tubing detail

11/19/08 Pump Change. Updated rod &tubing details. 

2/13/09 Tubing Leak. Updated r & t details. 

6/18/2010 Tubing leak. Updated rod and tubing detail.

Initial Production:     BOPD,      

MCFD,     BWPD

ML 7/9/2010

POLISHED ROD: 1-1/2” x 26’ SM polished rods

SUCKER RODS: 2-4’x 7/8” pony rods, 1-4’ x 7/8” pony rod, 1- 6’ x 7/8” pony 

rod, 197- 7/8” guided rods (8 per), 4-3’ x 1” pony rods, 4- 1 ½” weight bars

PUMP SIZE: CDI 2-1/2” x 1-3/4” x 16 x 20’RHAC 

STROKE LENGTH:  123”

PUMP SPEED, SPM:  5

SUCKER RODS

4860-4867’

4748-4760’

TD @ 6075’

SHOE @’

SN@ 5053’

4964-4969’

5035-5071’

EOT @ 5116’

Cement Top @ 39’

FEDERAL 16-22-9-16
Spud Date: 08/27/07 Initial Production: BOPD,
Put on Production: 10/10/07 Wellbore Diagram MCFD, BWPD
GL: 5800' KB: 5812' (As - Is)

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 39' 10/05/07 5035-5071' Frac Al sands as follows:
GRADE: J-55

¯

140366#20/40 sand in 1008 bbl Lightning 17
frac fluid. Treated @ avg press of 1851 psi

WEIGHT: 24# w/avg rate of 24.8 BPM. ISIP 2081 psi. Calc

LENGTH: 7 jts. (293.76') flush: 5033 gal. Actual flush: 4536 gal.

DEPTH LANDED: 305.61' KB 10/06/07 4964-4969' Frac A.5 sands as follows:
15004#20/40 sand in 274 bb1s Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @ avg press of 2605 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbis cmt to surf. w/avg te2of 24
e

ualMfl
4 5

gpsi. Calc

10/05/07 4860-4867' Frac B2 sands as follows:
- - 13965#20/40 sand in 269 bbls Lightning 17

frac fluid. Treated @ avg press of 2130 psi
w/avg rate of 24.8 BPM. ISIP 1925 psi. Cale
flush: 4858 gal. Actual flush: 4355 gal.

PRODUCTION CASING 10/05/07 4748-4760' FracC sandsasfollows:
41811# 20/40 sand in 406 bbls Lightning 17

CSG SIZE: 5-1/2" frac fluid. Treated @ avg press of 2620 psi

GRADE: J-55 wlavg rate of 24.8 BPM. ISIP 2235 psi. Calc
flush: 4746 gal. Actual flush: 4662 gal.

WEIGHT: 15.5#

LENGTH: ? jts. () 6/17/08 parted rods. Updated rod and tubing detail
DEPTH LANDED: ? KB

11/19/08 Pump Change. Updated rod &tubing details.
HOLE SIZE: 7-7/8"

2/13/09 Tubing Leak. Updated r & t details.
CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.

6/18/2010 Tubing leak. Updated rod and tubing detail.
CEMENT TOP: 39'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8')

TUBING ANCHOR: 5005.8' KB

NO. OF JOINTS: 2 jts (64.1')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5072.8'

NO. OF JOINTS: 2 jts (61.40')

TOTAL STRING LENGTH: EOT @ 5136' KB

PERFORATION RECORD
SUCKER RODS 4748-4760'

POLISHED ROD: 1-1/2" x 26' SM polished rods
4860-4867'

10/0 07 50365 071 44JSPF 144hholes

10/05/07 4860-4867' 4 JSPF 28 holes
SUCKER RODS: 2-4'x 7/8" pony rods, 1-4' x 7/8" pony rod, l- 6' x 7/8" pony
rod, 197- 7/8" guided rods (8 per), 4-3' x 1" pony rods, 4- I ½" weight bars

4964-4969' 10/05/07 4748-4760' 4 JSPF 48 holes

PUMP SIZE: CDI 2-1/2" x 1-3/4" x 16 x 20'RHAC

STROKE LENGTH: 123" Anchor @ 5020

PUMP SPEED, SPM: 5
5035-5071'

SN@ 5053

EOT @ 5116'

PBTD @ 5440'

NEWFIELD

SHOE @'

FEDERAL 16-22-9-16 \ yo , says,

2068'FSL & 649' FEL

NE/SE Section 22-T9S-R16E

Duchesne Co, Utah

API #43-013-33394; Lease # UTU-74392

ML



FEDERAL 16-22-9-16

2068’FSL & 649’ FEL

NE/SE  Section 22-T9S-R16E

Duchesne Co, Utah

API #43-013-33394; Lease # UTU-74392

FEDERAL 16-22-9-16

Wellbore Diagram 

(Proposed)

PBTD @ 5440’

SURFACE CASING

PRODUCTION CASING

TUBING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (293.76’)

DEPTH LANDED: 305.61’ KB

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 6 bbls cmt to surf.

CSG SIZE: 5-1/2”

GRADE: J-55 

WEIGHT: 15.5# 

LENGTH: ?  jts. (’)

DEPTH LANDED: ?’ KB

HOLE SIZE: 7-7/8”

CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.

CEMENT TOP: 39’

SIZE/GRADE/WT.: 2-7/8” / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8’)

TUBING ANCHOR: 5005.8’ KB

NO. OF JOINTS:  2 jts (64.1’)

SEATING NIPPLE: 2-7/8” (1.10’) 

SN LANDED AT: 5072.8’

NO. OF JOINTS:  2 jts (61.40’)

TOTAL STRING LENGTH:  EOT @ 5136’ KB

PERFORATION RECORD

10/02/07   5035-5071’ 4 JSPF     144 holes

10/05/07   4964-4969’ 4 JSPF     20 holes

10/05/07   4860-4867’ 4 JSPF     28 holes

10/05/07   4748-4760’ 4 JSPF     48 holes

Spud Date: 08/27/07

Put on Production: 10/10/07

GL: 5800’ KB: 5812’

Anchor @ 5020’

FRAC JOB

10/05/07    5035-5071’ Frac A1 sands as follows:      

140366# 20/40 sand in 1008 bbl Lightning 17 

frac fluid.  Treated @ avg press of 1851 psi 

w/avg rate of 24.8 BPM. ISIP 2081  psi. Calc 

flush: 5033 gal. Actual flush: 4536 gal.

10/06/07    4964-4969’ Frac A.5 sands as follows:      

15004# 20/40 sand in 274 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2605 psi 

w/avg rate of 24.8 BPM. ISIP 1909  psi. Calc 

flush: 4962 gal. Actual flush: 4456 gal.

10/05/07    4860-4867’ Frac B2 sands as follows:      

13965# 20/40 sand in 269 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2130 psi 

w/avg rate of 24.8 BPM. ISIP 1925  psi. Calc 

flush: 4858 gal. Actual flush: 4355 gal.

10/05/07    4748-4760’ Frac C  sands as follows:      

41811# 20/40 sand in 406 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2620 psi 

w/avg rate of 24.8 BPM. ISIP 2235  psi. Calc 

flush: 4746 gal. Actual flush: 4662 gal.

6/17/08 parted rods. Updated rod and tubing detail

11/19/08 Pump Change. Updated rod &tubing details. 

2/13/09 Tubing Leak. Updated r & t details. 

6/18/2010 Tubing leak. Updated rod and tubing detail.

Initial Production:     BOPD,      

MCFD,     BWPD

ML 7/9/2010

POLISHED ROD: 1-1/2” x 26’ SM polished rods

SUCKER RODS: 2-4’x 7/8” pony rods, 1-4’ x 7/8” pony rod, 1- 6’ x 7/8” pony 

rod, 197- 7/8” guided rods (8 per), 4-3’ x 1” pony rods, 4- 1 ½” weight bars

PUMP SIZE: CDI 2-1/2” x 1-3/4” x 16 x 20’RHAC 

STROKE LENGTH:  123”

PUMP SPEED, SPM:  5

SUCKER RODS

4860-4867’

4748-4760’

TD @ 6075’

SHOE @’

SN@ 5053’

4964-4969’

5035-5071’

EOT @ 5116’

Cement Top @ 39’

In
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CIBP at ~ 4,698’

FEDERAL 16-22-9-16

Spud Date: 08/27/07 Wellbore Diagram Initial Production: BOPD,
Put on Production: 10/10/07 (Proposed) MCFD, BWPD
GL: 5800' KB: 5812'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 39' 10/05/07 5035-5071' Frac Al sands as follows:
GRADE: J-55

¯

140366#20/40 sand in 1008 bbl Lightning 17
frac fluid. Treated @ avg press of 1851 psi

WEIGHT: 24# w/avg rate of 24.8 BPM. ISIP 2081 psi. Calc

LENGTH: 7 jts. (293.76') flush: 5033 gal. Actual flush: 4536 gal.

DEPTH LANDED: 305.61' KB 10/06/07 4964-4969' Frac A.5 sands as follows:
15004#20/40 sand in 274 bb1s Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @ avg press of 2605 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbis cmt to surf. w/avg rate of 24.8 BPM. ISIP 1909 psi. Calc
flush: 4962 gal. Actual flush: 4456 gal.

10/05/07 4860-4867' Frac B2 sands as follows:
- - 13965#20/40 sand in 269 bbls Lightning 17

frac fluid. Treated @ avg press of 2130 psi
w/avg rate of 24.8 BPM. ISIP 1925 psi. Cale
flush: 4858 gal. Actual flush: 4355 gal.

10/05/07 4748-4760' Frac C sands as follows:PRODUCTION CASING
41811#20/40sandin406bblsLightning17

CSG SIZE: 5-1/2" frac fluid. Treated @ avg press of 2620 psi
w/avg rate of 24.8 BPM. ISIP 2235 psi. CaleGRADE: J-55
flush: 4746 gal. Actual flush: 4662 gal.

WEIGHT: 15.5#

LENGTH: ? jts. (') 6/17/08 parted rods. Updated rod and tubing detail
DEPTH LANDED: ? KB

11/19/08 Pump Change. Updated rod &tubing details.
HOLE SIZE: 7-7/8"

2/13/09 Tubing Leak. Updated r & t details.
CEMENT DATA: ? sxs Prem. Lite II mixed & ? sxs 50/50 POZ.

6/18/2010 Tubing leak. Updated rod and tubing detail.
CEMENT TOP: 39'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 162 jts (4993.8')

TUBING ANCHOR: 5005.8' KB

NO. OF JOINTS: 2 jts (64.1')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5072.8'

NO. OF JOINTS: 2 jts (61.40')

TOTAL STRING LENGTH: EOT @ 5136' KB
CIBP at ~ 4,698'

PERFORATION RECORD
SUCKER RODS 4748-4760'

POLISHED ROD: 1-1/2" x 26' SM polished rods
4860-4867'

1100/02/077540365-540761 44JSPF 144 holes

10/05/07 4860-4867' 4 JSPF 28 holes
SUCKER RODS: 2-4'x 7/8" pony rods, 1-4' x 7/8" pony rod, l- 6' x 7/8" pony
rod, 197- 7/8" guided rods (8 per), 4-3' x 1" pony rods, 4- I ½" weight bars

4964-4969' 10/05/07 4748-4760' 4 JSPF 48 holes

PUMP SIZE: CDI 2-1/2" x 1-3/4" x 16 x 20'RHAC

STROKE LENGTH: 123" Anchor @ 5020'

PUMP SPEED, SPM: 5
5035-5071'

SN@ 5053

EOT @ 5116'

PBTD @ 5440'

NEWFIELD

SHOE @'

FEDERAL 16-22-9-16 \ yo , says,

2068'FSL & 649' FEL

NE/SE Section 22-T9S-R16E

Duchesne Co, Utah

API #43-013-33394; Lease # UTU-74392

ML



NEWFIELD

ROCKY MOUNTAINS

June 7, 2012

RECEIVED
JUN 12 2¾2

Mr. Mark Rein bold Div.0F OIL,GAS&MINING
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Federal #16-22-9-16
Monument Butte Field, Lease #UTU-74392
Section 22-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Federal #16-22-9-16 from
a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundberg
Regulatory Lead

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #16-22-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-74392

JUNE 7,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - Uic FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Federal #16-22-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-74392

Well Location: QQ NESE section 22 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes ( X ] No [ ]
Disposal? ........ ....... Yes[ ] No[X]
Storage? ....... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33394

Proposed injection interval: from 3872 to 5440
Proposed maximum injection: rate 500 bpd pressure 1877 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date (7-741
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



FEDERAL 16-22-9-16
Spud Date: 08/27/07 Initial Production: BOPD,
Put on Production: 10/10/07 Proposed Injection MCFD, BWPD
GL: 5800' KB: 5812 Wellbore Diagram

SURFAÇE CASING FRAC JOB

CSG SIZE: 8-5/8" Cement Top @39' l&OS/07 5035-5071' Frae Al sands as foHows:

GRADE: J-55 140366#20/40 sand in 1005 bblLightning 17
frac fluid Treated@ avg press of 1851 psi

WEIGHT:24# w/avg rate of24 8 BPM ISIP 2081 psi Calc

LENGTH:7 jts (293 76')
flush:5033 gal Actual flush: 4536gal

DEFTH LANDED: 305 61' KB CasingShoe @306• l&O6/07 4964-4969' Frac A.Ssands as follows:
- - 15004# 20/40sand in 274 bblsLightning 17

HOLE SIZE:12-l/4" frac fluid Treated@ avgpress of 2605 psi

CEMENT DATA: 160 sxs Class"G" cmt, est 6 bbis omt to surf w/avg rate of24 8 BPM ISIP 1909 psi Calc
flush: 4962 gal Actual flush: 4456 gal

10/05/07 4860-486T Frac B2 sands as follows:
13965# 20/40sand in 269 bbisLightning 17
frac fluid Treated@ avgpress of 2130 psi
w/avg rate of24 8 BPM ISIP 1925 psi Calc
flush: 4858 Bal Actual flush: 4355 gal

10/05/07 4748-4760' Frac C sands as follows:
PRODL,lCTIONCASING 41811# 20/40sand in 406 bblsLightning 17

CSG SIZE: 5-1/2" fracfluid Treated@ avg press of2620 psi

GRADE J-55
w/avg rate of24 8 BPM ISIP 2235 psi Calc
flush:4746 gal Actual flush: 4662 gal

WEIGHT: 15 5#

LENGTH ? jts (') 6/17/08 parted rods Updated rod and tubing detail

DEPTH LANDED: 6051' KB 11/19/08 Pump ChangeUpdated red &tubingdetails

HOLE SIZE:7-7/8" 2/13/09 Tubmg Leak Updated r & t details
CEMENT DATA: 350 sxs Prem Lite II mixed & 525 sxs 50/50 POZ 6/18/2010 Tubing leak Updatedrod and tubing detail
CEMENT TOP: 39'

TUBINQi
SIZE/GRADE/WT : 2-7Æ" / J-55 / 6 5#

NO OF JOINTS: 162 jts (4993 8')

TUBING ANCHOR: 5005 8' KB

NO OF JOINTS: 2Jts (64 l')
SEATINGNIPPLE:2-7Æ"(l 10')

SN LANDED AT 5072 8'

NO OF JOINTS 2 jts (61 40')

TOTAL STRINGLENGTH: EOT @5136' KB

PERFORATION RECORD

10/02/07 5035-5071' 4 JSPF 144 holes
10/05/07 4964-4969' 4 JSPF 20 holes
10/05/07 4860-486T 4 JSPF 28 holes
10/05/07 4748-4760' 4 JSPF 48 holes

2 - 2 Packer @4698'
4748-4760'

4860-4867'

4964-4969'

NEWFIELD
PBTD @5440'

FEDERAL 16-22-9-16 | \ TD @6075'

2068'FSL & 649' FEL

NE/SE Section 22-T98-R16E

Duchesne Co.Utah

API #43-013-33394; Lease # UTU-74392
JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test easing and packer.

4. Rig down and move out.

Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Federal #16-22-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Federal #16-22-9-16 well, the
proposed injection zone is from Garden Gulch to Basal Carbonate (3872' - 5440'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3536' and the TD is at 6075'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Federal #16-22-9-16 is on file with the Utah Division of Oil,
Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-74392) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 306' KB, and 5-1/2", 15.5#
casing run from surface to 6051' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1877 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Federal #16-22-9-16, for existing perforations
(4748' - 5071') calculates at 0.82 psig/ft The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
1877 psig. We may add additional perforations between 3536' and 6075'. See
Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, Iithologic description, thickness,depth, and lateral extent.

In the Federal #16-22-9-16, the proposed injection zone (3872' - 5440') is in the Garden
Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-11.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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ATTACHMENTÞr\

TOS, RiBE, S.L.B.&M. NENZD PRODUCTIONCOXPANY
S89•siw

- 79.16 (G.L.O.) WELLLOCATION,FEDERAL 16-22-9-16
262955' (Measured) THE TOP OF HOLE LOCATED AS SHOWN

ss9'25'is"w - 2639.18' (Meas.) SB9'57'W G.L.O. (Basis of Beorings) * IN THE NE 1/4 SE 1/4, THE BOTTOM
isto reto HOLE LOCATEDAS SHOWN IN THE SE

sfosscop auss cap arossca 1/4 SE 1/4 OF SECTION 22, T9S, R16E,
S.L.B.&M. DUCHESNE COUNTY, UTAH.

o "O o
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·¯ MY KNOWLEDGEAN I .No.189377
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TRI STATELANDSURVEYING& CONSULTING
NB9*5J'02"W

- 2629.46' (Meas.)
SB8°5J'0J"W

- 2662.67' (Meas.) 180 NORTH VERNALAVE. - VERNAL,UTAH 84078
SS9°58'W

- 79.82 (G.LO.) (435) 781-2501

IFEDERA/. 16-22-9-16 DATE SURVEYED:
= SECTlON CORNERS LOCATED (Surface Locot/on) NADBJ 04-11-06 SURVEYEDBY: C.M.

LA7/7UDE =
40° 00' 53.27" DATE DRAWN:

BASIS OF ELEV, LONGl1UDE=
110° 05' 54.15" 04-20-06 DRAWNBY: F.T.M.

U.S.G.S. 7-1/2 min QUAD (MYTONSE) REVISED: SCALE: 1" = 1000'06-15-06



EXHIBITB

# tagalDescription Isssor & Expiration Lessee & Operating Rights Surface Owner

1 T9S-R16E SLM USA NewfleidProduction Company USA

Section 21: 52 UTU-74392 Newfield RMI LLC

Section 22: NENE,52 HBP ABOPetroleum Corp

Section 23: SWSW MYCOIndustries Inc

Section 24: SESE OXYY-1Company

Section 26: NENE Yates Petroleum Corp

Section 27: All
Section 28: All

2 T95-R16E SLM USA NewfieldProduction Company USA

Section 8: SWNE, SE UTU-64379 NewfieldRMI LLC

Section 9: SWSW HBP Yates Petroleum corp
Section 17: NE
Section 18: E2SW, SE, LOTS3,4
Section 19: NE, E2NW, LOTS1,2
Section 21: N2
Section 22: W2NE, SENE, NW

3 T9S-R16E SLM USA NewfieldProduction Company USA

Section 23: E2, NW, E25W, NWSW UTU-15855 Newfield RMI LLC

Section 24: N2, SW, N25E, SWSE HBP Bee Hive Oil LLC
Journey Properties LLC
King011& Gas of Texas ITD
Six Gold Oil LLc
Stone Energy Corp

4 T95-R16E SLM USA Gasco Production Company USA

Section 25: W25W, SESW UTU-67844 IIIExploration Company

Section 26:5WNE, NW, N2SW, SESW,SE HBP Ill Exploration Il LP
QEP Energy Company

Federal 16-22 Page 1 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Federal #16-22-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfieldroductiefí'Úompany
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of ( , 2012.

Notary Public in and for the State of Colorado:

MyCommissionExpires V
M Commission Ex ires: 02/10/2013

Y



FEDERAL 16-22-9-16
SpudDate: 08/27/07 Initial Production: BOPD,
Put on Production: 10/10/07 Wellbore Diagrarn MCFD, BWPD

GL: 5800' KB: 5812'

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" ComentTop @39 10/05/07 5035-5071' Frac Al sands as follows:

GRADE: J-55 140366#20/40 sand in 1008 bbl Lightning 17

WEIGHT: 24#
k fluid Treated@ avg press of 1851 psi
w/avg rate of24 8 BPM ISIP 2081 psi Calc

LENGTH 7 jts (293 76')
flush: 5033 gal Actual flush: 4536 gal

DEPTH LANDED: 305 61' KB CasingShoe @306' 10/06/07 4964-4969' Frac A.5 sands as fonows:
- - 15004# 20/40 sandin 274 bbls Lightning17

HOLE SIZE:12-1/4" fracfluid Treated @avg press of 2605 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1somt to surf wlavg rate of24 8 BPM ISIP 1909 psi Calc
flush; 4962 gal Actual flush: 4456 gal

10/05/07 4860-4867' Frac B2 sands as foHows:
13965#20/40 sand in 269 bbis Lightning 17
fracfluid Treated @avg press of2130 psi
w/avg rate of24 8 BPM ISIP 1925 psi Calc
flush: 4858 gal Actual flush: 4355 gal

10/05/07 4748-4760' Frac C sands as follows:
PRODI)CTION CASING 41811# 20/40 sand in 406 bbis Lightnmg 17

CSG SIZE: 5-1/2" frac fluid Treated@ avgpress of2620 psi

GRADE: J-55
w/av8 rate of24 8 BPM ISIP 2235 psi Calc
flush 4746 gal Actual flusk 4662 gal

WEIGHT: 15 5#

LENGTH 9 jts (') 6/17/08 parted rods Updatedrod andtubingdetail
DEPTH LANDED: 6051' KB 11/19/08 Pump Change Updated rod &tubing details

HOLE SIZE: 7-7/8" 2/13/09 Tubing Leak Updated r & t details

CEMENT DATA:350 sxs Prem Lite II mixed & 525 sxs 50/50 POZ 6/18/2010 Tubing leak Updatedrod and tubmg detail
CEMENT TOP: 39'

TUBING
SIZE/ORADE/WT 2-7Æ" / J-55 / 6 5#

NO OF JOINTS: 162 jts (4993 8')

TUBING ANCHOR: 5005 8' KB

NO OF JOINTS 2Jts (64 I')
SEATINGNIPPLE:2-7Æ"(l 10')

SN LANDED AT: 5072 8'

NO OF JOTNTS 2 jts (61 40')

TOTAL STRING LENGTH: EOT@5136' KB

PERFORATION RECORD
SUCKER RODS

10/02/07 5035-5071' 4 JSPF 144 holes

POLISHED ROD: 1-1/2" x 26' SMpolished rods
10/05/07 4964-4969' 4 JSPF 20 holes

SUCKERRODS:2-4'x 7/8" pony rods, I-4' x 7/8" pony rod, 1- 6' x 7Æ" pony
10/05/07 4860-486T 4 JSPF 28 holes

rod, 197- 7/8" guided rods (8 per), 4-3' x l" pony rods, 4- 1 ½" weight bars
10/05/07 4748-4760' 4 ISPF 48 holes

PUMP SIZE: CDI 2-1/2" x 1-3/4" x 16 x 20'RHAC

STROKE LENGTH 123" 4748-4760'
PUMP SPEED, SPM: 5 4860-4867'

4964-4969'

Anchor @5020'
5035-5071'

EOT@5l36'

NEWFIELD
PBTD @5440'

FEDERAL 16-22-9-16 ye g says.

2068'FSL & 649' FEL

NE/SE Section 22-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33394;Lease # UTU-74392
ML



Federal 1-22-9-16
Spud Date: 12-26-05 Initial Production: BOPD
Put on Pioduction: 01-19-06 Wellbore Diagram MCFD. BWPD
GL: 5742' KB: 5754'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8"
Cemen! Iop@ 120

01-16-06 5410-5422 Flac CP2, sands as follows:

GRADE J-55 45584#20/40 sandin 483 bbis Lightning 17
frac fluid Treated @avg press ol 2087 psi

WEIGHT 24# wlavgraleof25BPM ISIP2130 psi Calc

LENGTH 7 jis (315 48')
flush 5408 gal Actual flush: 4788 gal

DEPTil LANDED 327 33 KB Casing Shoe @327 01-16-06 4718-4730 Frac B2, & BI sands as follows:
¯¯ 124027#20/40 sand in 851 bbls Lightning 17

HOLE SIZE 12-1/4' liac fluid Tiealed@ avg press of 1490psi

CEMENT DATA 160 sxs Class "G" cmt, es14 bbis cml to suit w/avg lateof24 9 BPM ISIP 1900 psi Calc
flush 4716gal Aclualtlush 4116gni

01-16-06 4002-4007 Frac GB6 sands as follows:
23163# 20/40 sand in 305 bbis Lighining 17
frac fluid Treated@ avg piess of 1785 psi
wlavg rate of 14 5 BPM ISIP 2080 psi Calc
flush 4000 gal Actual flush 3877 gal

03/22/06 Pump Change Update md and tubing details

PRODUCTION CASING 9-3-08 Pump Change Updated rod &tubing details

CSG SIZE: 5-1/2" 7/21/09 Tubing Leak Updated rod & tubing details

GRADE:1-55
01/13/2011 Pump Change Rod & tubing detail updated

WEIGHT: 15 5#

LENGTH: 139jis (5871 28 )
DEPTH LANDED 5869 78' KB

HOLE SlZE: 7-7/8"

CEMENT DATA 400 sxs Prem Lite 11mixed & 450 sxs 50/50 POZ

CEMENT TOP AT 120

TUBING
SIZE/GRADE/WT : 2-7/8" / J-55

NO OF JOINTS 170jis (5390 80')

TUBING ANCHOR: 5403' KB

NO OF JOINTS: 1jts (31 4')
SEATINGNIPPLE:2-7/8"(I 10')

SN LANDED AT: 5437' KB

NO OF JOINTS: 2 jts (63 20')

TOTAL STRING LENGTH: EOT @5502
' KB

SUCKER RODS
PERFORATION RECORD

01-11-06 5410-5422' 4]SPF 48holes

POLISHED ROD: 1-1/2"x 26' SM
01-16-06 4768-4786' 4 JSPF 72 holes

SUCKER RODS 1-8' & I-2' ¾" pony rods, 100- ¾" guided rods 209- ¾" -

I7!8-1730
01-16-06 4718-4730' 4 JSPF 48 holes

guided rods, 6-1 ½" sinker bais. 6-I" Stabilizer Rods
01-16-06 4002-4007' 4 JSPF 20 holes

PUMP SIZE 2-l/2" x I-l/2' x 12' x 16 RHAC w/SM plunger 1768 ITRO

STROKE LENGTH 86"

PUMP SPEED, SPM S SPM

SN @5437'

EOT@5502'

PBTD @5824

Federal 1-22-9-16
TD @5875'

88T FNL & 963' FEL

NE/NE Section 22-T9S-Rl6E

Duchesne Co, Utah

API #43-013-32612; Lease #UTU-74392

TW



Federal 6-22-9-16
Spud Date 3-13-08 Initial ProdLiction: BOPD
Put on Production 5-6-08 Wellbore Diagram MCFD. BWPD
GL:5913 KB:5925'

SURFACE CASING FRAC JOB

CSG SIZE 8-5/8' 04-30-08 5693-5699' Frac CP4 sands as follows:

GRADE J-55 16361#20/40 sand in 302 bbis Lightumg
17fiac fluid Tieated @avg press of2441 psi

WElGHT: 24# Cement top @l96' - - w/avg rate of23 2 BPM ISIP 2055 psi Cale

LENGTH 7 jts (290 93')
Aush: 569] gal ACILlal flush: 5250gal

DEP3H LANDED 302 78 KB
04-30-08 5510-5517 Fine CP2 sands as follows:

15257#20/40 sand in 279 bbis Lightning 17
IIOLESIZE12-l/4 fracfluid Tieated@avgpressof2046psi

CEMENT DATA 160 sxs Class "G cmt, est 5 bbis cmt to surf w/avy lateof23 2 BPM ISIP 1762 psi Cale
flush 5508 gal Actual flush 4998 gul

04-30-08 4976-505 I Frac A3, & A I sands as follows:
- - 14997k 20/40 sand in 235 bbis Lighining 17

frac Huid Titaled @avg press of2158 psi
w/avg raleof23 2 BPM ISIP 1884psi Cale
ilush 4974 gal Actual flush: 4494 gal

4-30-08 4724-4739 Frae C sands as follows:
PRODUCTION CASING iis315#20/40 sand in 825 bb1sLightning 17
CSG SlZE 5-1/2- fiac fluid Treated @avg pæss of 1876 w/

avg rate of23 2 BPM ISIP 2044 psi Calc
GRADE J-55 Hush 4722 gal Actual flush 4242 gal
WEIGHT 15 5# 04-30-08 4566-4575' Frac Dt sands as follows:
LENGTH 141 jts (5933 60') 40206#20/40 sand in 394 bbls Lightning 17

DEPTH LANDED:5946 85' KB
flac flu d eated@ av3Œpre8ssof 83C2w/

HOLE SlZE 7-7/8" flush 4564 gal Actual Bush: 4452 gal

CEMENT DATA: 300 sxs Prem Lite 11mixed & 400 sxs 50/50 POZ

CEMENT TOP AT 196'

TUBING
SlZE/GRADE/WT 2-7/8"/1-55/65#

NO OF JOINTS 168 jts (5278 14')

TUBING ANCHOR 5290 14' KB

NO OF JOINTS 2 jts (63 I I') - 4566-4575'
SEATlNGNIPPLE 2-7/8"(I 10')

SN LANDED AT 5356 05' KB 4724-4739

NO OF JOIN1S I jis (31 47')

TOTAL STRING LENGTH EOT@ 5583 08' KB
4976-4980'

5044-5051'

Anchor @5290 PERFORATION RECORD
SUCKER RODS

SN sm 04-24-08 5693-5699' 4 JSPF 24 holes
04-30-08 5510-SSIT 4]SPF 28holes

POLISHED ROD l-l/2" x 26' SM 5510-5517 04-30-08 5044-5051' 4]SPF 28 holes
SUCKER RODS 2',6',8 x ¾' pony rods, 99- ¾" scrapeied rods, 88- ¾' plain 04-30-08 4976-4980 4 JSPF 16 holes
lods, 20- ¾" scrapered rods. 6- I ½" weight rods 5693-5699'

04-30-08 4724-4739' 4 JSPF 60 holes
PUMP SlZE 2-1/2" x 1-1/2" x 16 RHAC wlSM plunger 04-30-08 4566-4575' 4 JSPF 36 holes
STROKE LENGTH 86'

PUMP SPEED, SPM S SPM

EOT@5583'

I i MIMES

I PBTD @5883'

SHOE @5904'
Federal 6-22-9-16

TD @5950'
2340' FNL & 2060' FWL

SE/NW Section 22-T9S-RI6E

Duchesne Co, Utah

API # 43-013-33026; Lease # UTU-34379

TK



Federal 7-22-9-16
E 3

Spud Date: 3/12/08
Put on Production: 04/23/08
GL: 5818' KB: 5880 Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 04-17-08 5712-5731' Frac CPS sands as foHows:
Frac with 45958 #'s of20/40 sand in 460

GRADE: J-55 TOC @146'
.. - bb1s of Lightning 17 fluid Treat at an

WEIGHT: 24# ave pressure of 1725 psi @ 23 3 BPM

LENGTH 8 jts (323 72')
ISIP 1824 psi

DEPTH LANDED: 336, Casing Shoe@336 04-17-08 47934805' Frac Bl sands as follows:
- Frac with 40109 #'s of 20/40 sendin402

HOLE SIZE: 12-1/4" bbis of Lightning 17 fluid Treat at an ave

CEMENT DATA: 160 sxs Class "G" cmt
pressure of 1811 psi @23 3 BPM ISIP
1936 ps:

04-17-08 4697-4715' Frac C sands as foHows:
Frac with 109892 #'s of 20/40 sandin
801 bblsof Lightning 17 fluid Treat at
an avepressure of2002 psi @23 3 BPM
ISIP 2125 psi

04-17-08 4557-4568' Frac DI sands as foBows:
PRODUCTIÇNCASING Frac with 52326 #'s of 20/40 sand in 490

CSG SIZE:5-1/2" bbis of Lightning 17 fluid Treat at an

GRADE: J-55
ave pressure of 2259 psi @23 3 BPM
ISIP 2160 psi

WEIGHT: 15 5# 04-29-08 Pump change Tubingandrod details
LENGTH 141 jts (5930 89') updated

HOLE SIZE: 7-7/8" 5Æl2010 Pump changed Updatedrod and tubing
detail

DEPTH LANDED: 5944'

CEMENT DATA: 300 sk Prem Lite 11mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 146'

TUBING
SIZE/GRADE/WT: 2-7Æ" / J-55 / 6 5#

NO OF JOINTS 183 Jts (5639 3')

TUBING ANCHOR 5651 2'

NO OF JOINTS: 1 jts (31 4')

SEATINGNIPPLE:2-7/8" (I 10')

SN LANDED AT: 5685 4' KB

NO OF JOINTS: 2 Jts (62 90')

TOTAL STRING LENGTH EOT @5750' w/12' KB

81ICKERROPS

POLISHED ROD 1-1/2" x 26'

SUCKER RODS 1-2' x ¼" pony rod, 1- 4' x ¾" pony rod, 115- ¾" guided rods,
67- ¾" guided rods, 40- ¾" guided rods, 6- I ½" weight bars

PUMP SIZE: 2-1/2" x 1-1/2" x 20' RHACpump w/ SM plunger

STROKE LENGTH 102" 4557-4568'

PUMP SPEED, SPM:5

4697-4715'
PERFORATIONRECORD

4793-4805' 4557-4568' 4 JSPF 44 holes
4697-4715' 4 JSPF 72 holes

Anchor @5651' 4793-4805' 4 JSPF 48 holes
SN@5685'

5712-5731'
5712-5731' 4 JSPP 76 holes

EOT @5750'

I
NEWFIED PBTD@5890'

SHOE @5944'

Federal7-22-9-16
2036' FNL & 1837' FEL

SWNE Section 22-T9S-R16E
DuchesneCo, Utah

API #43-013-33027;Izase #UTU-64379
ML



Federal 8-22-9-16
Spud Date: I 1/01/06 Initial Production: BOPD.
Put on Production: 12/13/06 Wellbore Diagram MCFD. BWPD
KB : 579 I, GL : 5779

SURFACE CASING FRACJOB

CSG SlZE 8-5/8" 12/08/06 5530-5550 Frac CP4, sands as follows:

GRADE J-55
Cement Top@ 60'

.
30245# 20/40 sand in 381 bbis Lightning 17
frac fluid Treated@ avgpress of2020 psi

WEIGHT 24# wlavgrateof25BPM ISIPl960 psi Calc

LENGTH 7 jis (310 68 ) Aush 5548 gal Actual flush 4998 gal

DEPTH LANDED 322 53 KB 12/08/06 4914-4926 Frac Al sands as follows:
7095 I# 20/40 sand in 533 bbis Lightning 17

HOLE SIZE 12-1/4 fiac fluid Treated@ avg press of 1762psi

CEMENT DA lA 160 sxs Class "G cmt est 5 bbis cml to sulf wlavg raleof25 BPM ISIP 2190 psi Cale
flush 4924 gal Aciual Ilush 4452 gal

\/ 12/08/06 4742-4751 Frac B2 sands as follows:
29729#20/40 sand in 414 bbis Lightning 17
frac iluid Treated@ avgpress of2490 psi
wlavgraleof25BPM ISIPI950 psi Calc
ilush 4749 gal Actual flush 4242 gal

12/08/06 4577-4585 Faar C sands ns follows:
26560#20/40 sand in 342 bbis Liginning 17

PRODUCTION CASING frac fluid Treated @avg press of2804 psi
CSG SIZE 5-1/2=- wlavg rate of25 BPM ISIP psi Calc

flush 4583 gal Actual flush:4242 gal
GRADE J-55 07/16/10 Pump Change Rod & Tubing detail
WEIGHT 15 5#

LENGTH 133 jts (5837 43')

DEPTH LANDED 585068' KB

HOLE SIZE 7-7/8

CEMENT DATA 322 sxs Prem Lile 11mixed & 450 sxs 50/50 POZ

CEMENTTOP 60

TUBING
SIZE/GRADE/WT 2-7/8' / J-55 / 6 5#

NO OF JOINTS 175 jis (5517 93')
TUBINGANCHOR 551790'KB

NO OF JOINTS I jts (31 70')

SEATINGNIPPLE 2-7/8 (i 10')

SN LANDED AT 5552 4 KB
4577-4585'

NO OF JOINTS 2 jis (63 10')

TOTAL STRING LENGTII EOT@ 5617' KB
4742-4751'

4914-4926'

SUCKER RODS Anchor @5529, PERFORATION RECORD
SN ½M 12/05/06 5530-5550' 4 JSPF 80 holes

12/08/06 4914-4926' 4 JSPF 48 holes
POLISHED ROD I-l/2' x 22' SM 5530-5550'

12/08/06 4742-4751' 4 JSPF 36 holes
SUCKER RODS 2-8' x 3/4" pony rod 100-3/4 guided rods, 86-3/4 guided 12/08/06 4577-4585' 4 JSPF 32 holes
rods, 30-3/4" guided lods, 6-1 ½" weight rods

PUMP SIZE 2-1/2 x I-l/2' x 14' RHAC w/SM plungel

STROKE LENGTH 61'

PUMP SPEED, 5 SPM

PBTD @5829'

Federal 8-22-9-16 / \
SHOE @5850'

2200' FNL & 618' FEL

SE/NE Section 22-TSS-Rl6E
TD @5850'

Duchesne Co, Utah TW 09/14/10

API #43-013-32959; Lease



Federal 9-22-9-16
Spud Date: 4-19-2007 Initial Production: BOPD
Put on Pioduction 6-08-2007 Wellbole Diagram MCFD. BWPD
GL: 5803· KB: 5815'

SURFACE cAslNG FRAC JOB

CSG SIZE 8-5/8" 06-05-07 5630-5642 Frar CP5 sands as follows:

GRADE J-55 39984#20/40 send in 405 bbis Lightning 17

WEIGH f 24#
liac ilmd Treated @avg press of 1953 psi

¯ ¯ wlavgraleof247BPM ISIP2165 psi Calc

LENG IH 7 jts (309 25')
Bush 5328 gal Actual flush 5208 gal

DEPTil LANDED 322 91 KB
06-05-07 5518-5528 Frne CP4 sands as follows:

25037# 20/40 saixl in 336 bbis Lightning 17
HOLE SIZE 12-1/4 fiac fluid Treated@ avg piess of2283 psi

CEMENT DATA 160sxs Class G' cml est 5 bbis cml to surl wlavg late al 24 7 BPM ISIP 224 I psi Calc
flush: 5516 gal Actual ilush 4998 gal

06-05-07 4885-4899 Frac Al sands as follows:
-

- 59792# 20/40 sand in 485 bbis Lightning 17
frac fluid Treated @avg press of 1701psi
wlaag rate of24 7 BPM ISIP 2240 psi Calc
ilush 4883 gal Actual flush: 4368 gal

PRODUCTIONÇASING 06-05-07 3837-3846 Frac GB2 sands as follows:

CSG SIZE: 5-1/2"
3574I#20/40 sand in 345 bbis Lightning 17
frac Auid Treated @avg press of 1806w/

GRADE J-55 avg rate of24 7 BPM ISIP 2950 psi Calc

WEIGHT 15 5#
flush: 3835 gal Actual Gush 3738 gal

LENGTH 133jts (5855 48') 12-13-07 Pump Change Updated rod & tubing details

DEPTH LANDED 5852 48 KB

HOLE SIZE: 7-7/8"
|-30-08 PLimp Change Updated lod & tubing details

CEMENT DATA 325 sxs Piem Life Il mixed & 425 sxs 50/50 POZ
8-29-08 PLimp Change Updated rod &lubing details

CEMENT TOP AT 68 1/23/09 Pump Change Updated r & I details
10/05/11 Pump Change Rods & Iubing updated

TUBING
SIZE/GRADE/WT : 2-7/8" / 1-55

NO OF JOINTS: 182jts (5608 ')
TUBING ANCHOR: 5620

3837-3846'

NO OF JOINTS I jts (28 32')

SEATINGNIPPLE 2-7/8"(I 10') 4885-4899

SN LANDED AT 5651

NO OF JOINTS 2 jts (60 97) 5518-5528

TOTAL STRING LENGTH EOT@ 5713'
Anchol @5620

5630-564T

SUCKER RODS
PERFORATION RRCORp

05-30-07 5630-5642' 4 JSPF 48 holes

POLISHED ROD: 1-l/2" x 26'
06-05-07 5518-5528 4 JSPF 40 holes

SUCKER RODS 1-2
, 4', 6' x 8' X ¾' pony rods, 99- ¾" guided rods, 69-

06-05-07 4885-4899' 4 JSPF 96 holes

¾' sucker rods, 50- ¾" guided rods, 6- I ½" sinkel bars,
0505-07 3837-3846 4 JSPF 36 holes

PUMPSIZE 2-l/2"x I-Ild x 16 x22 RHAC

STROKE LENGTH 120"

PUMP SPEED, SPM 5 SPM

EOT@5713'

NEWNE PBTD @5828'

Federal 9-22-9-16
TD @5860'

2079' FNL & 668' FEL

NE/SE Section 22-T9S-Rl6E

Duchesne Co, Utah -

APl #43-013-33175; Lease #UTU-74392 TW



FEDERAL 10-22-9-16
Sprid Date: 04/26/07 Initial Production: BOPD
Put on Production: 06/29/07 Wellbole Diagram MCFD. BWPD
GL: 5955' KB: 5967

SURFACE CASING FRAC JOB

CSG SIZE 8-5/8' 06/25/07 5730-5740 Fine CP5 sands as follows:

GRADE J-55 40069#20/40 sand in 408 bbis Lightning 17

WEIGHT 240/
fiac fluid licaled @avg piess of 1945 psi
w/avg late of24 7 BPM ISIP 2163 psi Cale

LENGTH 7 jts (310 97')
ilush 5728 gal Actual t1ush 5208 gal

DEPTH LANDED 322 82 KB 06/26/07 5150-5178 Frne LODC sands as follows:
126558/; 20/40 sand in 899bbis Liulitnine 17

llOLESIZEl2-l/4 nactluidTreaiedigavgpressof2216psi

CEMENT DA FA 160 sxs Class G cm! est ó bbis cmt tosuil avlaag lateof24 7 BPM ISlP 2676 psi Calc
flush 5148 gal Actual flush 4662 gal

06/26/07 4977-4998 Frar Al sands as follows:
- 94957#20/40 sand in 708 bbis Lightumg 17

frac fluid Treated @avg press of 1623 psi
w/avg rale of24 7 BPM ISIP 1945 psi Calc
Ilush 4975 gal Actual flush 4494 gal

06/26/07 4806-4835 Frac B2 & BI sands as follows:
PRODUCTION CASING 61885#20/40 sand in 508 bbis Lightning 17

CSG SlZE 5-1/2' fiac iluid Treated @avg press of 1689psi

GRADE J-55
w/avgrateof247BPM lSIP1825 psi Calc
nush4804 gal Actual flush: 4326gal

WEIGHT 15 5# 06/26/07 4682-4688 Frac D3 sands as follows:
LENGTH 133 Jis (5904 01') 12609# 20/40 sand m 24 I bbis Lighining 17

DEPTH LANDED 5917 26 KB
f ac iluid Treated @avg piess of2133 psi
wlaag rateof24 7 BPM ISIP 1776 psi Calc

IIOLE SIZE 7-7/8' flush 4680 gal Actual Ilush 4221 gal

CEMENT DATA 300 sxs Piem Lite 11mixed & 425 sxs 50/50 POZ 06/26/07 4560-4565 Frne DI sands as follows:

CEMEN I TOP 160'
16073# 20/40 sand in 246 bbis Lighining 17
frac fluid Treated (n avg pzessof 1881 psi
w/avg rate of24 7 BPM ISIP 1857 psi Calc
ilush 4558 gal Actual flush 4494 gal

TUBING
SIZEIGRADEIWT 2-7/8 / J-55 / 6 5#

05/28/08 pump change Updaled rod and lubing details

NO OF JOINTS 182 jls (5685 0')
4560-4565. 6/21/2010 Patied iods Updated rod and lubing detail

TUBING ANCHOR 5697 0 KB
6/23/20 10 Patted iods Updated rod and lubing delail

NO OF JOINTS I jts (31 4 ) 3/15/1 I Paried rods Updated rod and lubing detail
4571-4576

SEATING NIPPLE 2-7/8 (I 10')

SN LANDED AT 5731 2 KB

NO OFJOINIS I jts (3I 7)
4682-4688

TOTAL STRING LENGTII EOT@ 5764 KB

PERFORATION RECORD
SUCKERRODS

06/21/07 5730-5740 4 JSPF 40 holes

POLISHED ROD 1-1/2' x 26 SM polished lods
1977 P98 06/25/07 5150-5178 4 JSPF l 12holes

06/26/07 4977-4998' 4 JSPF 84 holes
SUCKER RODS 2 x ¾ - 8 pon) Iod, lx ¾' = 6 pony lod lx ¾' = 8" pony s i cri. , i s
rod, 98-3/4 = 2450 guided lods 93- ¾' = 2325 sucker rods 30- ¾ = 750 06/26/07 4830-4835 4 JSPF 20 lioles

guideclrods 6-! ½ = I50 weight bais 06/26/07 4806-48 17 4 JSPF 44 holes

PUMP SIZE 2 1/2' xl 1/4' x 12 x 16 RHAC Anchor @5697 06/26/07 4682-4688 4 JSPF 24 holes

STROKELENGTH 86
06/26/07 4571-4576 4JSPF 20holes

PUMP SPEED, SPM 5
06/26/07 4560-4565 4 JSPF 20 holes

5730-5740

EOT @5764'

PBTD @586]'

SHOE @5917'

FEDERAL 10-22-9-16 ye e s,2s,

1736'FSL & 2137' FEL

NW/SE Section 22-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33166; Lease # UTU-74392

VC 5/23/20]



Federal 11A-22-9-16
Spud Dale 5-15-07 Initial ProdLICliOn: BOPD
Pul on Production 7-18-07 Wellbore Diagram MCFD. BWPD
GL: 586T KB: 5879'

SURFACE CASING FRAC JOB

CSG SIZE 8-5/8" 7-9-07 5601-56l8 Frac CPS sands as follows:

GRADE J-55 50556#20/40 sand in 495 bbis Lightning 17
frac fluid Treated@ avg press of 1972 psi

WEIGHT 24# wlavg late of24 8 BPM ISIP 2200 psi Calc
Cement top @183'

- Aush 5599 gal Actual flush 5082 galLENGTH 7jnts(3II35)

DEPTH LANDED 323 2 KB
7-11-07 4885-4897 Frac Al sands as follows:

70631#20/40 sand in 616 bbis Lightning 17
I IOt E SIZE 12-1/4 fiac fluid Treated @avg piess of 1959psi

CEMENT DATA 160 sxs Class "G' cmt, est 3 bbis emi to suit w/avg raieof24 8 BPM ISIP 2160 psi Cale
flush 48831 gal Actual llush 4410 gal

/ 7-13-07 4490-4495 Frne Di sands as follows:
20088# 20/40 sand in 310 bbis Lightning 17
fiac Ouid Treated@ avg press of 1769psi
wlavgrateof248BPM ISIP1908 psi Calc
flush 4489gal Actualflush 3990gal

7-13-07 3940-3948 Frac GB4 sands as follows:
42107# 20/40 sand in 394 bbis Lightning 17

PRODUCTION CASING 3940.3948' frac fluid 24 8BPM 1SlP 1470psi Calc
CSG SIZE S-l/2' flush: 3938 gal Actual flush: 3906 gal

GRADE J-55 06/25/08 Workover Rod & Tubing detail updated
1/18/2010 Tubing leak Updated rod and tubing detail

WEIGHT 15 S#
4490-4495'

LENGTH:134 jts (5829 37')

DEPTH LANDED 5842 62' KB

IIOLE SIZE 7-7/8°

CEMENT DAl A 300 sxs Prem Lite 11mixed & 400 sxs 50/50 POZ

CEMENT TO SURFACE 183'
-- 4885-4897

TUBING
SIZEIGRADE/WT : 2-7/8' I J-55 / 6 5#

NO OF JOINTS 178 jts (5538 8')

TUBlNG ANCHOR 5538 8' KB

NO OF JOINTS: 2 jis (63 2')
SEATINGNIPPLE:2-7/8' (I 10')

SN LANDED AT 5604 8' KB

NO OF JOINTS 2 jrs (60 4')

TOTAL STRING LENGTH EOT@ 5667' KB

Anchor @5539 PERFORATION RECORD
SUCKER RODS

7-9-07 5601-5618' 4 JSPF 68 holes
7-18-07 4885-4897' 4 JSPF 48 holesPOLlSHED ROD: 1-1/2' x 26' SM 5601-5618' 7-11-07 4490-4495' 4JSPF 20holes

SUCKER RODS: I- 8' x ¾' pony rod, I- 4' x ¾" pony rod. I- 2' x ¾" pony 7-13-07 3940-3948' 4 JSPF 32 holes
rod, 100- ¾" guided rods 52- ¾ 'guided rods. 66- ¾•guided rods, 6- I ½"
weight bais

PUMP SIZE 2-1/2" x I-l/2" x 16' x 20' RHAC w/SM plungel

SIROKELENGTH 120

PUMP SPEED. SPM 5

SN @5605

EOT @566T

NEWFIELD
PBTD @5821'

SHOE @5843'
Federal 11A-22-9-16 / TD@ 5840'

200T FSL & 1783' FWL

NE/SW Section 22-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33149; Lease #UTU-74392



Federal 5-23-9-16
Spud Date: 1/17/08
Put on Production 3-5-08
GL: 5749' KB 576P Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE 8-5/8" 2-27-08 4913-4946' Frac Al sands as foHows:

GRADE 1-55
Coment Top@ 100' Frac with 160392 #'s of20/40sand in

I I52bbis Lightning 17fluid Treat at an
WE1GHT 24# ave pressure of 1802 psi @ 23 2 BPM

LENGTH 7 jts (311 39')
ISlP 2132 psi

HOLE SI2E 12-1/4" Casme Shoc tre B i 2-27-08 4755-4765' Frae B2 sands as follows:
Frac with 40119 #'s of20/40 sand in 422

CEMENT DATA 160 sxs Class "G ullt bbis Lightning 17 fluid Treatat an ave
pressureof 1740 psi @23 2 BPM ISIP
1900 psi

2-27-08 4681-4690' Frac B.5 sands as foHows:
Frac with 15432 #'s of 20/40 sand in 275
bbls Lightning 17fluid Treat at an ave
pressure of 2350 psi @23 3 BPM ISlP
1943 psi

2-27-08 4612-4625' Frac C sand as feHows:
PRODUCTION CASING Frac with 60639 #'s of 20/40 sand in 500
CSG SIZE 5-1/2" bbis of Lightning 17 fluid Treat at an ave

pressure of 2137 psi @23 2 BPM ISIP
GRADE 1-55 2346psi
WEIGHT 15 5# 2-27-08 3982-3992' Frac GB6 sands as follows:
LENGTH 146jts (5781 03') Frac with 46568 #'s of 20/40 sand in 418

HOLE SIZE 7-7/8, bbis of Lightning 17fluid Titat al an
ave pressure of 1726 psi @23 3 BPM

DEPTH LANDED 5814 84' ISIP 1825psi

CEMENT DATA 300 sk Prem Lite II mixed & 400 sxs 50/50 POZ 1/24/09 Pump Change Updated r & t details

CEMENT TOP AT 100'

TUBING
SIZE/GRADE/WT 2-7/8"/1-55/65#

NO OF JOINTS 154jts (4892 46')

TUBING ANCHOR 4904 46'

NO OF JOINTS 2 jts (63 04')
SEATING NIPPLE 2-7/8" (1 10')

SN LANDED AT 4970 31' KB

NO OF JOINTS 2 jts (62 64')

TOTAL STRING LENGTH EOT@ 5034 50' wll2' KB

SUCKER RODS
POLISHED ROD 1-1/2" x 26· 3982-3992'

SUCKER RODS 1-6' & 1-2' X ¾" pony roda 99- ¾" guided rods, 73- ¾" plain
rods, 20- ¾" guided rods, 6- I ½" weight rods

PUMP SIZE 2-1/2" x 1-1/2" x16' X 19 5' RHAC pump w/ SM plun8er

STROKE LENGTH 120" . 4612-4625'
PUMP SPEED, SPM 4 5 4681-4690'

4755-4765' PßRFORATIONP¶CORD
3982-3992' 4 ISPF 40 holes

Anchor @4904• 4612-4625' 4 JSPF 52 holes
4681-4690' 4 JSPF 36 holes4913-4946 4755-4765' 4]SPF 40holes

SN @4970 4913-4946' 4 JSPF 132 holes
EOT@ 5034'

NEWFIELD PBTD@5760'

SHOE@S815'

TD @5825'

Federal 5-23-9-16
2125' FNL & 595' FWL

SWNW Section 23-T9S-Rl6E
Duchesne Co, Utah

API #43-013-32960; Lease #UTU-15855
DF



Spud Date: 1-15-08 FEDERAL 11-23-9-16
Put on Ploduction: 3-7-08 Initial Production

GL: 5726 KB: 5738- Wellbore Diagram

SURFACECASING FRACJOB

CSG SIZE 8-5/8 03-04-08 4565-4586' Frac C sands as follows:

GRADE: J-55 Cemen! Top@ 26•
- - 90836#20/40 send in 686 bbis Lightning 17

frac fluid Treated @avg press of 2017 psi
WEIGHT 24# wlavgrateof23 I BPM lSIP2180 psi Calc

LENGTH 7 jis (309 09 )
flush 4563 gal Actual flush:4477 gal

DEPTH LANDED 320 94 KB Casing Shoe @32 I

HOLE SIZE 12-1/4'

CEMENT DATA 160 sxs Class 'G' cmi, est 3 bbis cml to surf

PRODUCTION CASING

CSG SIZE 5-1/2"

GRADE 1-55

WEIGHT 15 5#

LENGTH 134 jis (5775 25')

DEPTH LANDED: 5768 37 KB

HOLE SIZE 7-7/8"

CEMENT DATA: 300 sxs Prem Lile 11mixed & 400 sxs 50/50 POZ

CEMENT TOP AT 26'

TUBING

SIZE/GRADE/WT 2-7/8" / J-55 / 6 $#

NO OF JOINTS 144jts (4523 49')

TUBING ANCHOR 4535 49' KB

NO OF JOINTS 2 jts (62 78')
SEATINGNIPPLE 2-7/8"(I 10')

SN LANDED AT 4601 07' KB

NO OF JOINT5 2 jts (6292')

TOTAL STRING LENGTH: EOT@ 4665 54' KB

PERFORATION RECORD
SUCKER RODS

02-29-08 4565-4586' 4 JSPF 84 holes

POLISHED ROD I-l/2" x 26' SM

SUCKER RODS 1-2'. I-6 X ¾" pony rods, 101- ¾" scrapered rods, 56- ¾"
slick rods, 20- ¾ guided rods. 6- I ½' weight bars

PUMP SIZE 2-1/2° x I-l/2" x 12 x 16 RHAC w/SM plunger

STROKE LENGTH: 86'

PUMP SPEED SPM 5 SPM

Anchor @4535

4565-4586'
SN 4601'

EOT @4666'

PBTD @5699'

SHOE @5768'

FEDERAL 11-23-9-16 TD@ 5785'

2236' FSL & 1922' FWL

NE/SW Section 23-T95-RI6E

Duchesne Co, Utah

API #43-013-33178, Lease # UTU-15855 TK



FEDERAL 12-23-9-16
Spud Date: 2/5/08 Initial Production: BOPD.
Put on Production: 5/22/08 Wellbore Diagram MCFD. BWPD
GL: 5774' KB: 5786

SUFFACECASING FRACJOB

CSG SIZE: 8-5/8" 5/17/08 4902-4926' Frac A3 sds as follows:

GRADE J-55 I 19,316#20/40 saixl in 996 bbis of Lightning 17fluid Treated w/ ave
pressure of l818 psi wl ave raleof23 4 BPM ISIP 2198 psi Actual Flush

WEIGHT 24# Cemenl Top@ 104' - 4397gal

LENGTH 8 jis (322 64') 5/17/08 4815-4822 Frar A.5 sds as follows:

DEPTH LANDED 333 14 762# 20/40 sand in 260 bbis of Lightning 17 fluid Tieeled w/ ave
pressure of3169 psi w/ ave late of 23 3 BPM ISIP 4200 psi Actual Flush

HOLESIZE 12-Il4 3818gal

CEMENT DA1A To surface with 160sx Class "G" cmt 5/17/08 4743-4749 Frac B2 sds as follows:
25,365#20/40 sand in 342 bbis of Lightning 17fluid Treated w/ ave
pressure of2818 psi w/ave rateof21 6 BPM ISIP 3290 psi Actual

- - Flush:4238 gal

12/12/2009 Tubing leak. Updated red and lubind deiail

PRODI)CTION CASING
CSG SIZE: 5-1/2

GRADE: J-55

WEIGHT 15 5#

LENGTH: 141jts
DEPTH LANDED 5718 33' KB

HOLE SIZE 7-7/8"

CEMENT DATA 300 sxs Prem Lile 11mixed & 400 sxs 50/50 POZ

CEMENT TOP 104'

TUBING
SlZEIGRADE/WT : 2-7/8" l J-55 / 6 5#

NO OF JOINTS: 155jis (4873 6')

TUBING ANCHOR 4885 6' KB

NO OF JOINTS I jis (31 45')

SEATING NIPPLE 2-7/8"(I 10')

SN LANDED AT 49199' KB

NO OF JOINTS 2 jts (62 6')

TOTAL STRING LENGTH: EOT@ 4984' KB y,o y,

LTI 1714

PERFORATIONRECORD
SUCKERRODS Lil ¡0/23/07 4604-4615' 4]SPF 44holes

POLISHED ROD: 1-1/2"x 26' polished rod 10/26/07 4743-4749' 4 JSPF 24 holes

SUCKER RODS I-8'x ¾" pony rod, I-6'x ¾" pony rod, 2- 8'x ¾" pony red, 10/23/07 4815-4822' 4 JSPF 28 holes

I- 2'x ¼" pony rod.9 I- ¾" guided rods, 58- ¾" sucker rods, 40- ¾" guided 10/26/07 4902-4926 4 JSPF 96 holes

rods, 6- I ½" weight bars Anchor INSI

PUMP SIZE:2-l/2 x l-Il2" x 12x l6' RHAC

STROKE LENGTH: 72"

PUMP SPEED, SPM: 4

SN@ 4920'
EOT @4984'

PBTD@ 5 1T

FEDERAL 12-23-9-16 | \ TD@ 5800'

2120'FSL & 794' FWL

NWISW Section 23-T9S-R16E

Duchesne Co, Utah

API #43-013-33179; Lease # UTU-15855 ML



Federal 13-23-9-16
E - //

Spud Date: 10/5/07 Initial Production: BOPD,
Put on Production: 6/5/08 Wellbote Diagram MCFD, BWPD

GL: 5751' KB: 5763'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 10/26/07 5532-5548' Frac CPS sands as follows:

GRADE: J-55 8990l#20/40 sand in 710 bblsLightning 17
frac fluid Treated @avgpress of 1990 psi

WEIGHT: 24# - = wlavg rate of24 8 BPM ISIP 2180 psi

LENGTH7 jts (312 36')
10/26/07 4963-4972' Frac LODC sands as follows:

56448#20/40 sand in 493 bbl Lightning17
DEPTHLANDED: 322 58' KB frac fluid Treated@ avgpress of2830 psi

HOLE SIZE:12-l/4., w/avg rate of24 8 BPM ISIP 3045 psi
06/03/08 4798-4822' Frac Al sands as follows:

CEMENT DATA:1- 160, sxs Class "G" cmt, est 4 bbis cmt to surf 159955#20/40 sand in I 112 bbis Lightning
17 frac fluid Treated@ avg press of1807 psi
w/avg rate of26 6 BPM ISIP 1971 psi

06/03/08 4643-4600' Frac B2 sands as follows:
99834# 20/40 sandin 748 bbisLightning 17
frac fluid Treated @avg press of 1930 psi
w/avg rate of25 5 BPM ISIP 2135 psi

06/03/08 4874-4888' Frac C sands as follows:
PRODUCTIONCASING 79546#20/40 sandin 617 bbisLightning 17

CSG SIZE: 5-1/2.. frac fluid Treated @avgpress of 2034 psi
w/avg rate of26 3 BPM ISIP 1907 psi

GRADE: J-55

WEIGHT: 15.5# 3/16/10 Pump charge Updated rod and tubingdetail

LENGTH:150 jts (5705 08')
Cement Top @118'

DEPTHLANDED: 5718 33' KB 1/8/2011 Pump Change Updaterod and tubmg details

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem Lite II mixed & 400 sxs 50/50 POZ

TUBING
SIZE/GRADE/WF : 2-7/8" / J-55 / 6 5#

NO OF JOINTS 173 jts (5443 S')

TUBING ANCHOR: 5443 5' KB

NO OF JOINTS: ljts (31 4') =
¯

4506-4520'

SEATINGNIPPLE: 2-7/8"(1 10')

SN LANDED AT: 5477 7' KB

NO OF JOINTS: 2 jts (63 O')
4643-4650'

TOTAL STRING LENGTH:EOT @5542' KB

4654-4660'

4798-4822'
PERFORATIONRECORD

SUCKERRODS
5532-5548' 4 JSPF 64 holes

POLISHED ROD: l-l/2" x 26' SM polished rod
4963-4972' 4963-4972' 4 JSPF 36 holes

4798-4822' 4 JSPF 96 holes
SUCKER RODS:1-3' x ¾" pony rod,l- 8' x ¾" pony rod, 100- ¾" guided
rods, 52- ¾"guided reds, 60-¾" guided rods, 6- 1 ½" weight bals

4654-4660' 4 JSPF 24 holes
4643-4650' 4 JSPF 28 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 14' x 16' RHAC Anchor @5444' 4506-4520' 4 JSPF 56 holes
STROKE LENGTH 74"

PUMP SPEED, SPM: 5
SN 5478

5532-5548'

EOT @5542'

PBTD @5676'

NEWFIELD
SHOE @5718'

Federal 13-23-9-16 y TD @5735'

612' FSL& 466' FWL

SWISW Section23-T9S-R16E

Duchesne Co, Utah

API #43-013-33180; Lease # UTU-74392 CB



n
u4cOS

6-22-07 Fed. #14-22-9-16
E - I2.

GL: 5894' KB: 5906'
Wellbote Diagram

SURFACE CASING FRAC JOB

CSOSIZE: 8-5/8" 6/15/07 5620-5626 RU BJ & frac CP5 ads as follows:

GRADE: J-55 14,228#'s of20/40 send in 265 bb1sof Lightning 17 frac fluid Treated
CementTop @104' @ave pressure of 2740 w/ ave rateof 27 bpmw/ 6 5 ppg of sand ISIP

WEIGHT: 24# was 2525 Actual flush; 5166 gals

LENGTH 7 jts (309 02') 6/15/07 5410-5416 RU BJ & frac stage #2 as follows:

DEPTHLANDED: 320 ST KB 19,400#20/40 sand in 298 bblsof Lightning 17 fracfluid Treated@
ave pressure of 2147 w/ ave rate of24 8 bpmw/ 6 5 ppg of sand ISIP

HOLE SIZE:12-1/4" was 2134 Actual flush: 4914 gals

CEMENT DATA: To surface with 160 sx Class "G" cmt 6/15/07 4999-5005 RU B.I & frae stage#3 as follows:
55,118# 20/40 sand in 482 bbisof Lightnira 17 fraciluid Treated @
ave pressure of 2856 w/ ave rate of24 8 bpm w/ 6 5 ppg of sand ISIP

• - was 2986 Actual flush: 4536 gals

6/15/07 46844690 RU BJ & frae stage #4 as follows:
61,337# 20/40 sand in 472 bblsof Lightning 17 frac fluid Treated @
ave pressure of 1703 w/ ave rate of24 8 bpmw/ 8 ppg of sand ISIP

PRODUCTIONCASING was 2056 Actual flush: 4662 gals

CSGSIZE: 5-l/2"

GRADE: J-55
1/3/09 Pump Change Updatedrod&tubing

details
WEIGHT: 15 5#

LENGTH 142 jts (6165 44')

DEPTH LANDED: 5793 94' KB

HOLE SIZE: 7-7/8"

CEMENT DATA 300 sx Prem Lite II & 400 sx 50/50 Poz

CEMENT TOP: 104'

TUBING
SIZE/ORADE/WT : 2-7/8" / J-55 / 6 5#

NO OF JOINTS 179 jts (5577 57')

TUBING ANCHOR: 5589 5T KB

NO OF JOINTS 1Jts (31 63')

SEATING NIPPLE: 2-7/8" (I 10')

SN LANDED AT 5624 00' KB

NO OF JOINTS 1Jts (31 ST)

TOTAL STRING LENGTH: EOT @5657 12' KB

468ti-4GKI PERFORATIONRECORD
SUCKER RODS

4099-5005 06/15/07 5620-5626' 4 JSPF 24 holes

POLISHED ROD: 1-1/2" x 26' 06/15/07 5410-5416' 4 JSPF 112 holes

SUCKER RODS ¾ x 4' Pony rod, 100-3/4 x 25 Scrapered Rods, 98-3/4" y 06/15/07 5045-5056' 4 JSPF 84 holes

25' Slick Rods, 20-3/4' x 25' scraperedrods, 6-1 ½ x 25' wt bars 06/15/07 4999-5005' 4 JSPF 20 holes

PUMP SIZE 2 1/2" xl 1/2" x 12x 15' RHAC
¯

J 5045-5056'
06/15/07 4680-4690' 4 JSPF 40 holes

STROKE LENGTH: 86" i 2 5410-5416'

PUMP SPEED, 5 SPM

Anchor @5590'

SN @5624 i I 5620-5626"

I
EOT @565T

NEWFIELD
"'°

TD @ 5810'
Federa114-22-9-16
477' FSL and 1988' FWL
SE/SW Sec.22, T9S, 16E
Duchesne Co, Utah
API #43-013-33147; Lease #UTU-74392 DF



Federal 15-22-9-16
+«L C - / 3

SpudDate: 4/17/2007 Initial Ptoduction: BOPD,
Put on Production: 6-18-2007 Wellbore Diagram MCFD, BWPD
GL: 5846' KB: 5858'

SURFACE CASINÇy
_ _

FRACJOB

CSOSIZE: 8-5/8" Cement top @Surface' 06-11-07 5574-5582' Frac CP5 sands as foHows:

GRADE: J-55 19614#20/40 sandin 325 bbisLightning 17
frac fluid Treated@ avg press of2433 psi

WEIGHT: 24# Casmg Shoe @316, wlavg rate of24 8 BPM ISIP 2430 psi Calc

LENGTH 7 Jts (304 31')
" " flush: 5572 gal Actual flush:5124 gal

DEPTH LANDED: 316 16' KB
06-11-07 5330-5415' Frac CP3, CP2, & CP1 sands as follows:

34912#20/40 sandin 403 bbisLightning 17
HOLE SIZE:12-1/4" frac fluid Treated @avg press of 2224 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis omt to surf. E4rat2eof24ASBPM I 4897726psi Cale

06-11-07 4852-4864' Frac Al sands as foDows:
19473#20/40 sandin 287 bbisLightning 17
frac fluid Treated@ avg press of 1777 psi
w/avg rate of24 8 BPM ISIP 1860 psi Calc
flush: 4850 gal Actual flush: 4410 gal

PRODUCTION CASING 06-11-07 4656-4662' FracB1sandsasfoHows:
14664# 20/40 sand in 237 bb1sLi8htning 17

CSGSIZE: 5-1/2" frac fluid Treated@ avg press of 1924 w/

GRADE: J-55 avg rate of24 8 BPM ISIP 1720 psi Calc
flush: 4654 Bal Actual flush: 4200 gal

WEIGHT: 15 5#

LENGTH 133 jts (5764 96')
06-11-07 4425-4431' Frac D1 sands as foHows:

DEPTH LANDED: 5768 96' KB
22099# 20/40 sand in 274 bblsLightnmg 17
frac fluid Treated @avgpress of 2182 w/

HOLE SIZE: 7-7/8" avg rate of24 8 BPM ISIP 1700 psi Calc

CEMENT DATA: 325 sxs Prem Lite II mixed & 425 sus50/50 POZ
flush:4423 gal Actual flush: 3948 gal

7/23/07 Pump change Updatedrod& tunmg detail
CEMENT TOP AT Surface' 05/29/08 pump change Updatedrod and tubing detail

5/11/09 Tubing Leak Updated r & t details

TUBING
SIZE/GRADE/WT 2-7/8" / J-55

NO OF JOINTS 181 3ts (5532 55')

TUBINGANCHOR: 5567 15'

NO OF JOINTS: 1 jts (32 45')

SEATING NIPPLE:2-7/8" (1 10')

SN LANDED AT 5600 70'

NO OF JOINTS: l jt (29 21')

TOTAL STRING LENGTH: EOT @5643 65'

PERFORATIONRECORD
SUCKER RODS

4425-443 I ' 06-07-07 5574-5582' 4 JSPF 32 holes
06-11-07 5402-5415' 4]SPF 52holes

POLISHED ROD: 1-1/2" x 26. L 4656-4662'
06-11-07 5363-5369' 4 JSPF 24 holes

SUCKER RODS:1-6', 1-2' x3/4" pony rods, 101- ¾ x 25' guided rods, 76- ¾ x i 4852-4864' 06-11-07 5330-5340' 4 JSPF 40 holes
25' slickrods, 40- ¼ x 25' guided rods, 6-1 ½ x 25' wt bars 06-11-07 4852-4864' 4 JSPF 48 holes

PUMP SIZE: CDI 2-l/2" x 1-1/2" x 20' x 15 ½' RHAC
¯

T 5330-5340' 06-11-07 4656-4662' 4 JSPF 24 holes

STROKE LENGTH 100" 5363-5369' 06-11-07 4425-4431' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 5 SPM -- 5402-5415'

Anchor @5567'

i y 2 5574-5582'

SN 5601'

EOT @5644'

NEWFIELD

PBTD @5715'
Federal 15-22-9-16 / \ TD @5800'

355' FSL & 1987' FEL

SW/SE Section22-T98-Rl6E

Duchesne Co, Utah

API # 43-013-33167; Lease # UTU-74392

DF



Federal 2-27-9-16 ^A eÈ C-/
Spud Date: 12/16/2008
Put on Production: 4/17/2009 WellbomDiagram
GL: 5863' KB: 5875'

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 4/9/2009 4945-4952' Frac LODC ads as follows:

GRADE: J-55 15,387#'s of20/40 send in 295 bb1sof Lightning 17 fluid Treated

WEIGHT: 24#
w/ ave pressure of2803 psi w/ ave rate of24 4 BPM ISIP 2884

LENGTH:7jts(3l45')

DEFTH LANDED: 326' KB Cememtop @246' .

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class 'g' cmt

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH 147 jts (5796 99')

DEPTH LANDED: 5732"

HOLE SIZE: 7-7/8"

CEMENT DATA: 280 sa primlite and400 sx 50/50 poz

CEMENT TOP AT: 246'

TUBING
SIZE/GRADE/WT : 2-7/8"/ J-55

NO OF JOINTS: 156 jrs (4928 48')

TUBING ANCHOR: 4943' KB

NO OF JOINTS: I jt (30 83')

SEATINGNIPPLE 2-7/8"(l 10')

SN LANDED AT 4975 16' KB

NO OF JOINTS: 2 jts (62 21')

TOTAL STRING LENGTH: EOT @5037 82 i 4532-4539'

PERFORATIONRECORD
SUCKER RODS

i 4658-4665' 4/9/09 4945-4952' 4 JSPF 28 holes

POLISHED ROD 1 ½" x 26' pohshed rod 4/9/09 4818-4832' 4 JSPF 56 holes

SUCKER RODS 6-1 ½" weight rods, 20-3/4" guided rods, 72-3/4" slick rods, 4/9/09 4631-4636' 4 JSPF 20 holes
100-3/4" guided rods, 1-4' x 3/4" pony sub i 48 i 8--1837 4/9/09 4658-4665' 4 JSPF 28 holes

PUMP SIZE: 2 5" x 1 5"x 16' x 20' RHAC pump 4/9/09 4532-4539' 4 JSPF 28 holes

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5 Anchor @4943'

4945-4952'

SN @4975'
EOT @5038'

PBTD @5695'

NEWFIELD

Federal 2-27-9-16 I \
TD @5750'

612' FNL & 2093' FEL

NW/NE Section 27-T9S-R16E

Uintah Co, Utah

API # 43-013-33351; Lease #



SpudDate: 12/22/2009 Federal 1-27-9-16 Ñ+ J E-i s'
Put on Production: 5/22/2009

GL: 5797 ' KB: 5809' Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8"
Cement top @130. 5/22/2009 5538-5548' Frae CP5 ads as follows:

GRADE: J-55 . ._
14,952# 20f40 sand in 296 bblsof Lightning17 fluid Treated w/

WEIGHT:24g
ave pressure of 2493 psi @ave rate of26 8 BPM ISIP 2248 psi

LENGTH: 7 jts (315 63')
5/22/2009 4772-4808' Frac Al sds as follows:

/ \ l25,722#'s of 20/40 sand in 898 bbis of Lightnmg 17 fluid
DEPTH LANDED: 327 48' KB Casmg Shoe @32T Treated wl ave pressure of 1798 psi @ave rateof26 9 BPM ISIP

HOLE SIZE:12-1/4"
" " 2065 psi

CEMENTDATA: 160 sx class 'g' cmt 5/22/2009 4490-4502' Frac C sds as follows:
46,703#'s of 20/40sand in 458 bb1s of Lightning 17 fluid Treated
w/ ave pressure of 1861 psi @ave rateof 26 9 BPM ISIP 3554
ps:

9/25/09 Tubmg Leak Updated rod & tubmg
detail

5/6/2010 Stuckplunger on pump Updated

PRODUCTIONCASING rodendtubmgdetail

CSG SIZE: 5-1/2. 5/25/2010 Stuck pump Updated rod and
tubing detail

GRADE J-55

WEIGHT:15 5#

DEPTH LANDED: 5693 75

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx prunlite and400 sx 50/50 poz

CEMENTTOP AT 130'

TUBING
SIZEIGRADE/WT : 2-7/8" / J-55

NO OF JOINTS 178 jts (5500 9')

TUBING ANCHOR: 5512 9' KB

NO OF JOINTS: I jt (30 9')
SEATINGNIPPLE:2-7/8"(I 10')

SN LANDED AT 5546 6' KB

NO OF JOINTS 1jt (30 3')

NOTCHED COLLAR: 2-7/8"/ J-55 (5577 9')

TOTAL STRING LENGTH EOT @5578'

PERFORATION RECORD
SUCKER RODS

5/22/09 5538-5548' 4 JSPF 40 holes

POLISHEDROD I ½" x 26' polished rod 5122/09 4796-4808' 4 JSPF 48 holes

SUCKER RODS: 1-8' x ¾" pony rod; 99- ¾" guided rods (4 per); 45- ¾" 5/22/09 4772-4788' 4 JSPF 64 holes
suckerrods,71- ¾" guided rods (4 per), 6- 1 ½" weig1x bars i 4490-4502' 5/22/09 4490-4502' 4 JSPF 48 holes

PUMP SIZE: 2- ½" x 1- ½" x 17' x 20' RHAC

STROKE LENGTH: 106" : 4772-4788'

PUMP SPEED, SPM: 5 C 4796-4808'

Anchor @5513"

SN @5547 5538-5548'

EOT @5578'

NEWFIELD
PBTD @5653'

Federal 1-27-9-16 | \ TD @5700'
553' FNL & 503' FEL

NE/NE Section 27-T9S-R16E

Uintah Co, Utah

API # 43-013-33350; Lease # UTU-74392
ML



Multi-ChemAnalyticalLaborato, ATTACHMENTF multi-chenT
1553 East Highway 40
Vernal,UT84078 ( A HALLIBURTONSERVICE

Water AnalysisReport
Production Company: NEWFIELDPRODUCTION Sales Rep: Darren Betis
Well Name: SWDIF Lab Tech: Gary Peterson
Sample Point: Afterproductionfilter
Sample Date: 12/9/2011 Scaling potentialpredicted using ScaleSoftPitzer from

Sample ID: WA-204150 Brine ChemistryConsortium(Rice University)

WIGST.ressure 1 pylp):
_ _ _ _ _

_3000 00 Potasslym (_K): 26.10 Sulfate (804) 2.00

99Selfle.dggggityg/ I): 1.01 Strogtium(Sr): 0.00 Acetic Acig (CH3 0.00

99?.iS??? ................?

.n n) 0.00 Ispbutyric Acid (( I-la)2 I-ICOO) 0.00

Hg_n_ggy ( p0 A monjgNI-ly O_.00groniing_(gr_): .00

H2S in Water (mg/L): 10.00 Manganese (Mn): 0.06 Silica(SiO2): 0.00
Notes:

(PTB = Pounds per Thousand Barrels)

Calcium Beríum Sulfale Iron Iron Gypsurn Celestile Halite Zinc
Carbonale Sulfide Carbonate CeSO4 2H2O SrSO4 NaCI Sulfide

E M-----------------
70 14 0.68 13.26 0.21 0.60 2.60 0.26 0.67 0.27 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.70 13.48 0.00 0.00 2.38 0.26 0.78 0.28 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.76 14.55 0.00 0.00 2.24 0.26 0.91 0.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.82 15.79 0.00 0.00 2.16 0.26 1.02 0.31 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.90 17.10 0.00 0.00 2.12 0.26 1.13 0.32 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.99 18.39 0.00 0.00 2.12 0.26 1.22 0.32 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 1.09 19.55 0.00 0.00 2.15 0.26 1.31 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 1.19 20.54 0.00 0.00 2.21 0.26 1.37 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 1.30 21.32 0.00 0.00 2.28 0.26 1.42 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 1.40 21.90 0.00 0.00 2.36 0.26 1.46 0.33 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg Fé
CaSO4~0,5H2 COSO4 Fluoride Carbonale Sulfide silicate Silicate Silicate

70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.45 0.28 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 12.59 0.28 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.89 0.28 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.28 0.28 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.76 0.28 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.32 0.28 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.93 0.28 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.28 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.30 0.28 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.03 0.28 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Lead
Sulfide

Multl-Chem- A HalllburtonService Wednesday, December 14, 2011
Commitment Page 1 of 2 Brcellence



Multi-ChemAnalyticalLabomto, ATTACHMENTF multi-chem
1553 East Highway 40
Vernal,UT84078 A HALLIBURTONSERVICE
These scales have positive scaling potential under final temperatureand pressure: Calcium Carbonate Iron Sulfide Iron Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
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Multi-Chem- A HalilbuttonService Wednesday, December 14, 2011
mics Comm/tment Page 2 of 2



Attachment "G"

Federal #16-22-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5035 5071 5053 2081 0.85 2048
4964 4969 4967 1909 0.82 1877
4860 4867 4864 1925 0.83 1893
4748 4760 4754 2235 0.90 2204

Minimum 1877

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



Summaty RigActivity Page 1 Uf2

ATTACHMENTGl
Daily Activity Report / Jra

Format For Sundry

FEDERAL 16-22-9-16
8/1/2007To 12/30/2007

10/3/2007 Day: 1 Completion

Rigless on 10/2/2007 - Instal 5K frac head. NU 6" 5K Cameron BOP. RU H/O truck &
pressure test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 5993' & cement
top @ 39'. Perforate stage #1, A1 sds @ 5035-71' w/ 3-1/8" Slick Guns (19 gram,
.49"HE. 120°) w/ 4 spf for total of 144 shots. 143 bbis EWTR. SIFN.

10/6/2007 Day: 2 Completion

Rigless on 10/5/2007 - Stage #1 A1 sds. RU BJ Services. 10 psi on well. Frac A1 sds
w/ 140,366#'s of 20/40 sand in 1008 bbis of Lightning 17 fluid. Broke @ 2849 psi.
Treated w/ ave pressure of 1851 psi w/ ave rate of 24.8 BPM. ISIP 2081 psi. Leave
pressure on well. 1151 BWTR. Stage #2 A.5 sds. RU Lone Wolf WLT, crane &
Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 5'
perf gun. Set plug @ 5010'. Perforate A.5 sds @ 4964-69' w/ 3-1/8" Slick Guns
(.37"EH, 23 gram, 90°) w/ 4 spf for total of 20 shots. RU BJ Services. 1566 psi on
well. Frac A.5 sds w/ 15,004#'s of 20/40 sand in 274 bbis of Lightning 17 fluid.
Broke @ 3458 psi. Treated w/ ave pressure of 2605 psi w/ ave rate of 24.8 BPM.
ISIP 1909 psi. Leave pressure on well. 1425 BWTR, Stage #3 B2 sds. RU Lone Wolf
WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through
frac plug & T perf gun. Set plug @ 4920'. Perforate B2 sds @ 4860-67' w/ 3-1/8"
Slick Guns (.37"EH, 23 gram, 90°) w/ 4 spf for total of 28 shots. RU BJ Services.
1528 psi on well. Frac B2 sds w/ 13,965#'s of 20/40 sand in 269 bbis of Lightning
17 fluid. Broke @ 4220 psi. Treated w/ ave pressure of 2130 psi w/ ave rate of 24.8
BPM. ISIP 1925 psi. Leave pressure on well. 1694 BWTR. Stage #4 C sds. RU Lone
Wolf WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 6K composite flow
hmugh frac plug & 12' perf gun. Set plug RPerforate C sds ¶4748-60' wf

3-1/8" Slick Guns (.37"EH, 23 gram, 90°) w/ 4 spf for total of 48 shots. RU BJ
Services. 1532 psi on well. Frac C sds w/ 41,811#'s of 20/40 sand in 406 bbis of
Lightning 17 fluid. Broke @ 4180 psi. Treated w/ ave pressure of 2620 psi w/ ave
rate of 24.8 BPM. ISIP 2235 psi. Open well to pit for immediate flowback @ 1 bpm.
Well flowed for 4 hrs. & died. Recovered 270 bbis. SWIFN.

10/9/2007 Day: 3 Completion

Western #2 on 10/8/2007 - MIRU Western #2. 75 psi on csg. Bleed off pressure. ND
Cameron BOP & 5M WH. NU 3M WH & Shaffer BOP. Talley, PU & RIH w/ 4
3/4" (Used) bit, Bit sub & 153 jts of 2 7/8" J-55 tbg. Tagged sand @ 4707'. RU
Nabors power swivel. Circulate sand & drill out plugs. Sand @ 4707', Plug @
4820' (Drilled out in 22 mins). Tagged sand @ 4882', Plug @ 4920' (Drilled out in 27
mins). Circulate well clean. LD 1 jt tbg. EOT @ 4913'. SIWFN w/ 1820 BWTR.

10/10/2007 Day: 4 Completion

Western #2 on 10/9/2007 - O psi on well. Con't circulate sand & drill out plugs.
Tagged plug @ 5010' (Drilled out in 26 mins). Tagged sand @ 5726'. C/O to PBTD @
6034'. RD power swivel. LD 2 jts of tbg. EOT @ 5993. RU swab equipment. Made 14
runs. IFL @ sfc. FFL @ 1900', Trace oil, No sand. Rec 136 BTF. RD swab equipment.
PU & RIH w/ 2 jts of tbg. Tagged sand @ 6022'. C/O to PBTD @ 6034'. LD 30 jts of

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160131&API=430133339400...



Summary Rig Activitý CHNIENTG "

tbg. TOH w/ tbg. LD bit & bit sub. TIH w/ production tbg as follows: NC, 2-jts, 2-jts,
TA & 40 jts of tbg. EOT @ 1246', SIWFN w/ 1744 BWTR.

10/11/2007 Day: 5 Completion

Western #2 on 10/10/2007 - O psi on well. Con't TIH w/ production tbg. Production
tbg detail as follows: NC, 2- jts, SN, 2- jts, 5 1/2" TA, 162 jts of 2 7/8" J-55 tbg. ND
BOP. Set TA w/ 16,000# of tension @ 5010', SN @ 5075', EOT @ 5137'. NU WH. PU &
TIH W/ pump and "A" grade rod string as follows: new CDI 2 1/2" X 1 3/4" X 21'
RHAC pump, 4-1 1/2" weight rods, 197-7/8" scrapered rods(8 per), 1- 4', 1- 2' X
7/8" pony rods and 1 1/2" X 26' polished rod. Seat pump & RU pumping unit. W/
tbg full, pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to 800 psi.
Good pump action. RDMOSU. Est 1744 BWTR. Place well on production @ 3:00 PM
10/10/2007 W/ 123" SL @ 4 SPM. FINAL REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160131&API=430133339400...



FEDERAL 16-22-9-16
Spud Date: 08/27/07 Initial Production: BOPD,
Put on Production:10/10/07 Proposed P & A MCFD, BWPD
GL: 5800' KB: 5812• Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8" Cement Top @39 . b
GRADE: J-55 Pump 42 sx Class "G" Cement down5-1/2" casing to 356'

WEIGHT: 24#

LENGTH 7 jts (293 76')

DEPTH LANDED: 305 61' KB Casing Shoe @306

HOLE SIZE:12-l/4"

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bble cmt to surf

PRODUÇTIONCASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH ? ¡ts (') 120' balance plug usmg 14 sx Class "G" cement 60'
DEFTH LANDED: 6051' KB above Uinta/Green Rivet and extending 60' below

HOLE SIZE 7-7/8.. (1320'-1440')

CEMENT DATA: 350 sxs Prem Lite Il mixed & 525 sxs 50/50 POZ

CEMENT TOP: 39'

151' balance plug using 18 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' belowbase of
Mahogany Oil Shale (2719'-2870')

100' ([2 sm)Class G Cement plug on top of CIBP

CIBP @4698'
4748-4760'

4860-4867'

- ¯ 4964-4969'

5035-5071'

NEWFIELD
PBTD @5440'

FEDERAL 16-22-9-16 / TD @6075'

2068'FSL & 649' FEL

NE/SE Section 22-T9S-Rl6E

Duchesne Co, Utah

API #43-013-33394; Lease # UTU-74392

JL



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4698'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 151' balance plug using 18 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 42 sx Class "G" cement down 5 ½" casing to 356'

The approximate cost to plug and abandon this well is $42,000.

Federal



.. Duchesne County Planning, Zoning
& Community Development

734 North Center Street
R O. Box 317

Duchesne, Utah 84021
.LUTA ." (435) 738-1152

Fax (435) 738-5522

June 26, 2012 RECENED

Mr. Brad Hill, Permitting Manager jgN 2 1 2û
Division of Oil, Gas and Mining
PO Box 145801

olvDFol'6^66"

Salt Lake City, UT 84114-5801

RE: Newfield Production Company Injection Wells (Causes No UIC-395 & 396)

Dear Mr. Hill:

We are in receipt of your notice regarding Newfield Production Company's request
to convert 30 wells, located in Sections 5, 8, 9, 11, 12, 13, 16, 17, 18, 19, 21, 22,
23, 24, 27, 29 and 30, Township 9 South, Range 16 East, Duchesne County, to
Class II injection wells.

Duchesne County is supportive of this request and recommends approval under
conditions that your agency deems appropriate.

Thank you for the opportunity to comment.

Mike Hyde, A CP
Community Development Administrator

po: Newfield Production Company, Rt. 3, Box 3630, Myton, UT 84052

P:\Mike\DOGM Correspondence\Newfield Injection



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-395

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 5, 8, 9, l1, 13,
17, 19, 22, 23, AND 30, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH,
AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 100117* Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

West Point U 12-5-9-16 well located in NW/4 SW/4, Section 5, Township 9 South, Range 16 East
API 43-013-31933
Federal 7-8-9-16 well located in SW/4 NE/4, Section 8, Township 9 South, Range 16 East
API 43-013-33056
Federal 9-8-9-16 well located in NE/4 SE/4, Section 8, Township 9 South, Range 16 East
API 43-0 13-33058
West Point 12-8-9-16 well located in NW/4 SW/4, Section 8, Township 9 South, Range 16 East
API 43-013-32286
Federal 15-8-9-16 well located in SW/4 SE/4, Section 8, Township 9 South, Range 16 East
API 43-013-33060
Federal 5-9-9-16 well located in SWl4 NWl4, Section 9, Township 9 South, Range 16 East
API 43-013-32916
Federal 11A-9-9-16 well located in NE/4 SW/4, Section 9, Township 9 South, Range 16 East
API 43-013-33050
Goates Fed 1 well located in SE/4 SW/4, Section 11, Township 9 South, Range 16 East
API 43-013-15789

Federal 13-13-9-16 well located in SW/4 SW/4, Section 13, Township 9 South, Range 16 East
API 43-013-32650

Federal 1-17-9-16 well located in NE/4 NE/4, Section 17, Township 9 South, Range 16 East
API 43-013-33028

Federa1 15-17-9-16 well located in SW/4 SE/4, Section 17, Township 9 South, Range 16 East
API 43-013-33037
Federa1 3-19-9-16 well located in NE/4 NW/4, Section 19, Township 9 South, Range 16 East
API 43-013-33064

Federa1 5-22-9-16 well located in SW/4 NW/4, Section 22, Township 9 South, Range 16 East
API 43-013-33025

Federal 16-22-9-16 well located in NE/4 SE/4, Section 22, Township 9 South, Range 16 East
API 43-013-33394

Federal 5-23-9-16 well located in SW/4 NW/4, Section 23, Township 9 South, Range 16 East
API 43-013-32960

Federal 9-23 well located in NE/4 SE/4, Section 23, Township 9 South, Range 16 East
API 43-013-30654

Federal 1-30-9-16 well located in NE/4 NE/4, Section 30, Township 9 South, Range 16 East
API



The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 20th day of June, 2012.

STATE OF UTA
DIVISION OF () L GAS & MINING

Brad Hill
Permitting



Newfield Production Company

WEST POINT U 12-5-9-16, FEDERAL 7-8-9-16, FEDERAL 9-8-9-16, WEST POINT 12-8-9-16,
FEDERAL 15-8-9-16, FEDERAL 5-9-9-16, FEDERAL 11A-9-9-16, GOATES FED 1,

FEDERAL 13-13-9-16, FEDERAL 1-17-9-16, FEDERAL 15-17-9-16, FEDERAL 3-19-9-16,
FEDERAL 5-22-9-16, FEDERAL 16-22-9-16, FEDERAL 5-23-9-16,

FEDERAL 9-23, FEDERAL 1-30-9-16

Cause No. UIC-395

Publication Notices were sent to the following:

Newfield Production Company SITLA
1001 17th Street, Suite 2000 675 E 500 S Ste 500
Denver, CO 80202 Salt Lake City, UT 84102-2818

Uintah Basin Standard Duchesne County Planning
268 South 200 East PO Box 317
Roosevelt, UT 84066 Duchesne, UT 84021-0317
via e-mail ubs@ubstandard.com

Bruce Suchomel
Salt Lake Tribune US EPA Region 8
PO Box 45838 MS 8P-W-GW
Salt Lake City, UT 84145 1595 Wynkoop Street
via e-mail naclegal@mediaoneutah.com Denver, CO 80202-1129

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 South 500 East Myton, UT 84052
Vernal, UT



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
ErecutiveDirector

Govemor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA

Lieutenant Govemor Division Director

June 21, 2012

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-395

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



Page 1 of 1

Jean Sweet - Re: Notice of Agency Action -- Newfield Production Company Cause No. UIC-395

From: Cindy Kleinfelter <classifieds@ubstandard.com>
To: Jean Sweet <jsweet@utah.gov>

Date: 6/22/2012 8:05 AM
Subject: Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-395

On 6/21/2012 5:07 PM, Jean Sweet wrote:

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please notify me via e-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Ternple, Suite 1210
Salt Lake City, UT
801-538-5329
1sweet@utaggov

Received. Thank you. It will run June 26.
Cindy

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4FE42731...



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BALA
Lieutenant Govemor Division Director

June 21, 2012

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-395

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gOV OIL, GAS &
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From: "Fultz, Mark" <naclegal@mediaoneutah.com>

To: <jsweet@utah.gov>

Date: 6/22/2012 9:13 AM
Subject: Legal Notice - UlC 395
Attachments: OrderConf.pdf

AD# 802910
Run Trib/DNews - 6/26
Cost $448.52
Thank you



Remit to:P.O. Box 704005mieñalt£aliesrilsuneMEDIA*
_

Deseret News West Valley City,UT 84170

Order Confirmation for Ad #0000802910-01

Client DIVOF OIL-GAS &MINING Payor Customer DIVOF OIL-GAS & MINING
Client Phone 801-538-5340 Payor Phone 801-538-5340

Account# 9001402352 Payor Account 9001402352

Address 1594 W NORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O BO)
SALT LAKE CITY, UT 84114 USA SALT LAKE CITY, UT 84114

Fax 801-359-3940 Ordered By Acct. Exec

EMail earlenerussell@utah.gov Jean mfultz

Total Amount $448.52
Payment Amt $0.00

Tear Sheets Proofs Affidavits
Amount Due $448.52 0 0 1

Payment Method PO Number UIC 395
Confirmation Notes:
Text: Jean

Ad Type Ad Size Color
Legal Liner 3.0 X 88 Li <NONE>

Product Placement Position
Salt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 06/26/2012
Product Placement Position
Deseret News:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 06/26/2012
Product Placement Position
sltrib.com:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 06/26/2012
Product Placement Position
utahlegals.com:: utahlegals.com utahlegals.com
Scheduled Date(s): 06/26/2012

Order Confirmation
for Ad #0000802910-01

Ad Content Proof Actual Size

06/22/2012



Order Confirmation
for Ad #0000802910-01

Ad Content Proof 135%
BEFORETHEDMSIONOF OIL, GASANDMINING

DEPARTMENTOFNATURALRESOLACES
STATEOF UTAH

NOTICEOF AGENCYACTION
CAUSENO. UTC-395

IN THE MATTEROF THE APPLICATION OF NEWFIELDPRODUCTION COMPANY FOR ADMINISTRA-
TIVE APPROVAL OF CERTAIN WELLS LOCATEDIN SECTIONS5, 8, 9, 11, l 3, 17, 19, 22, 23,
AND30, TOWNSHIP9 SOUTH, RANGE16 EAST, DUCHESNECOUNTY, UTAH,AS CLASSIl INJEC-
TION WELLS.

THESTATEOF UTAHTO ALLPERSONS INTERESTEDIN THE ABOVE ENTlTLEDMATTEL

Norice is tereby giver ?fat te Divisier of Oil, Gas ard Mirirg (tte "Divisfor") is commereirg
or irformal oditdicative proceedirg to corsider ffe applicatior of Newfield Predtctier Cem-
pary, 1001 1770 Street, Stite 2000, Derver, Colorade 80202, teleptere 303-893-0102,
for admiristrative approval of ite fcílowirg wells located ir Doctetre Cetrty, Utat, for écr-
versier to Class il iriectier wells:

Greater Mortmer? Ettre Urit:

West PeiriU 12-5-9-16 well located ir NW 4 SW/4, Sectier 5, Towrsfip 9 Scott, Rarge 16
East
API 43-0 i 3-31 933
Federal 7-8-9-16 well Iccated if SW 4 NE 4, Sectier 8,Towrsfip 9 Sott,Rarge 16 East
API 43-013-33056
Federal 9-8-9-16 well located ir NE/4 SE 4, Sectier 8, Towrsfip 9 Sout, Rarge 16 East
API 43-013-33058
West Poirt 12-8-9-16 well located ir WW 4 SW 4, Sectier 8, Towrsfip 9 Sott, Rarge 16

East
API 43-013-32286
Federal 15-8 -9-16 well located ir SW 4 SE 4, Secier 6, Towrsfip 9 Sotif, Rarge 1 6 East
API 43-013-33060
Federal 5-9-9-16 well located ir SW 4 NW 4, Sectier 9, Towrsfip 9 Scrit, Rorge 16 East
API 43-013-32916
Federal 1lA-9-9-16 well located ir NE 4 5W 4, Sectier 9, Towrship 9 Setti, Rarge 16East
API 43-012-33050

Ocates Fed 1 well located ir SE 4 SW 4, Sectier 1 1, Towrkip 9 Scott, Rerge 16 East
API43-013-15789

Federal 13-13-9-16 well located ir SW 4 SW 4, Sectier 13, Towrsfip 9 Settt, Rarge 16
East
API 43-013-32650

Federal 1-17-9-16 well Iccated ir NE 4 NE 4, Sectier 17, Tcwritip 9 Sotif, Rarge 16 East
API 43-013-33028

Federal 15-17-9-16 well located ir SW 4 SE 4, Sectier 17, Towritip 9 3004, Rorge 16
East
API 43-013-33037
Federal 3-19-9-16 well located ir NE 4 NW 4, Sedier 19, Towrsfip 9 Sotif, Rarge 16

East
API43-012-33064

Federal 5-22-9-16 well located ir SW 4 NW 4, Serier 22, Towrsfip 9 Sott, Rarge 16
East
API 43-0 l 3-33025

Federal 16-22-9-16 well Iccared ir NE 4 SE 4, Sectier 22, Tcwrsfip 9 Sctif, Rarge 16
East
API43-013-33394

Federal 5-23-9-16 well 10Cafed if SW 4 Nw 4, Sectier 23, Towrsfip 9 Scot, Rarge 16
East
API 43-013-32960

Federal 9-23 well located ir NE 4 SE 4, Sectier 23, Tcwrsfip 9 Sotif, Rarge 16 East
API43-01 3-30654

Federal 1-30-9-16 well located ir NE 4 NE 4, Sectier 30, Towritip 9 Setit, Rarge 16 East
API 43-013-33452

Tte proceedirg will be cordtaed ir a-cordarce witt Utaf Admir. R649-10, Admiritircrtive
Procedtres.

Selected zores is tre Greer River Formatier will be tied for water irjecier. Tte maximtm
reqtested iriectier presares ord rates will be detennired based er fractre gradiert irfor-
motiot ILbmitted by Newfield ProdLC?iOf CD 90TY.

Ary perser desirirg to obiect to ite applicatier er etterwise irtervere ir ite proceedirg,mts? file a writter protest or retice of irtervertier witt tre Divisier wittir fikeer days fol-
lowirg ptblicatier of itis retice. Tfe Divisier's Presidirg Officer for ite proceedirg is Brad
Hill, Permittirg Marager, at P.O. Box 145601, Soli Lake CJy, UT 841 1 4-5801, piere rein-
ber (801) 539-5340. If std' a pre?«st or retice of irtervertier is received, a fearirg will
be scPedeled ir ac-crdarce wit ite aforemerfiered admiristrative procedtral rtles.
Protestarts ord or irierverers stetid be prepared te dernorstrate at ite teorirg few itis
maner affects iteir irterests.

Dared ttis 20tt day of JLre, 201 2.
STATEOF UTAri
DIVISION OF OIL, GAS & MINING

Brod Hill
Permittirg Marapr
802910 UPAXLP

06/22/2012



lavoice Number invoice Date

Send Payrnents to: 32047 6/26/2012
Uintah Basin Standard www ubstandard.com gg\ne
268 8 200 E ruyer No, Initoice Amount Due Date
Roosevelt, Utah 84066
Phone: 435-722-5131 2080 $176.25 7/26/2012

Fax: 435-722-4140 www.vernal.com

DIVISION OF OIL GAS &MINING
Rose Nolton
1594 W. N.TEMPLE STE 121
PO BOX 145801
SALT LAKE CITY,UT 84114-5801

1 1/2% fee willbe charged toall Amount Enclosedpast due balances.

Please detach top portion and return with your payment INVOICE

Uintah Basin Standard DIVIsloN OF OIL GAS & MINING Invoice No.32047 6/26/2012

Date Order Description Ad Size SubTotal Sales Tax Amount

6/26/2012 16065 UBS UBS Legal Notice: Not of Agcy Actn: Cause No. UlC-395 $176.25
Pub. June 26, 2012

Sub Total: $176.25
Total Transactions: 1 Total: $176.25

SUMMARY Advertiser No. 2080 Invoice No. 32047

1 1/2% fee willbe charged toall past due balances.

Thank You for yourbusiness!

Thank you for advertisingwith us, we appreciate your
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

''EA MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

July 25, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 16-22-9-16, Section 22, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah, API Well # 43-013-33394

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 3,872 feet in the
Federal 16-22-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

ohn Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County UTAH
Newfield Production Company, Myton DNRWell File

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West North Temple,Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MINING

telephone(801) 538-5340 •facsimile (801) 359-3940 . TTY (801) 538-7458
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Federal 16-22-9-16

Location: 22/9S/16E API: 43-013-33394

Ownership Issues: The proposed well is located on BLM land and is within the Greater
Monument Butte Unit. The well is directionally drilled, with a bottom hole location
approximately 1,400 feet south of the surface location. The area of review (AOR) consists of the
combined areas of two largely overlapping circles, each of a half-mile radius. One circle centers
on the surface location, and the other centers on the bottom hole location. Lands in the AOR are
administered by the BLM. The Federal Government is the mineral owner within the AOR.
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the AOR. Newfield is the operator of the Greater
Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and interest
owners have been notified of their intent.

Well Integrity: Inasmuch as the well is directionally drilled, the measured depths are not equal
to the true vertical depths. The measured total depth of the well is 6,075 feet versus a true vertical
depth of 5,820 feet. The depths expressed here are in terms of measured depth. The proposed
well has surface casing set at 306 feet and has a cement top at the surface. A 5½ inch production
casing is set at 6,051 feet. A cement bond log demonstrates adequate bond in this well up to
2,360 feet. A 2 7/8 inch tubing with a packer will be set at 4,698 feet. Higher perforations will be
opened at a later date. A mechanical integrity test will be run on the well prior to injection. On
the basis of surface locations, within the combined AOR, there are 13 producing wells and 1
shut-in well (the proposed injection well). All of the wells have evidence of adequate casing and
cement.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 2600 feet. Injection shall be
limited to the interval between 3,872 feet and 5,440 feet (measured depth) in the Green River
Formation. Information submitted by Newfield indicates that the fracture gradient for the 16-22-
9-16 well is 0.82 psi/ft., which was the lowest reported fracture gradient for the injection zone.
The resulting minimum fracture pressure for the proposed injection interval is 1,877 psig. The
requested maximum pressure is 1,877 psig. The anticipated average injection pressure is 1100
psig. Injection at this pressure should not initiate any new fractures or propagate existing
fractures in the adjacent confining intervals. Any ground water present should be adequately



Federal 16-22-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date:



RECEIVED: Nov. 30, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 16-22-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2068 FSL 0649 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/27 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 11/21/2012. On 11/26/2012 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 11/27/2012 the casing was pressured up to 1480
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 450 psig during the
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/30/2012

December 03, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

2068 FSL 0649 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/27/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/21/2012. On 11/26/2012 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 11/27/2012 the casing was pressured up to 1480 Date: December 03, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 450 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/30/2012

RECEIVED: Nov. 30,



RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi gi Time | Jo pm

Test Conducted by: ¡20<, g,
Others Present:

WelI:- ½ / <,
¯

"¯¯¯¯¯

.

-

Field. --- , da

Well Location: F<a-, ja y se API No:4 my y yyy

Tjale_ Casinq Pressure

0 min /VfF psig

5 14 TP psig

10 14fr° psig

15 /450 psig

20 /4 W psig

25 /ŸF psig

30 min /VP psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: P psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000
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RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

FEDERAL 16-22-9-16
9/1/2012 To 1/30/2013

11/19/2012 Day: 2 Conversion

NC #2 on 11/19/2012 - Drill Out CIBP, Clean Out To PBTD, LD Excess Tbg, POOH Breaking
Collars - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU
RBS Power Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill
Time), 180 BW Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25-
Jts, POOH W/ 60 Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - MIRUSU, No Pressure On Csg Or Tbg, R/D
Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit
Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - C/ Travl 5:30AM To
6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power Swivel, PU 1- Jt
Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW Loss, PU 25-
Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60 Jts Breaking
& Inspecting Collars, Applied Liquid O- Ring To Pins & Retorqued...SWIFN...5:30PM To 6:00PM
C/ Travl - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU
RBS Power Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill
Time), 180 BW Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25-
Jts, POOH W/ 60 Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - MIRUSU, No Pressure On Csg Or Tbg, R/D
Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit
Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - MIRUSU, No Pressure
On Csg Or Tbg, R/D Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH
W/- RBS Bit & Bit Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - C/
Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power
Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW
Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60
Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - MIRUSU, No Pressure On Csg Or Tbg, R/D
Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit
Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - MIRUSU, No Pressure
On Csg Or Tbg, R/D Wellhead, R/U Weatherford BOPS, POOH W/- 108 Jts Tbg, NC, P/U & TIH
W/- RBS Bit & Bit Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To 6:30 PM C/Trvl. - C/
Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power
Swivel, PU 1- Jt Tagged CIBP @ 4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW
Loss, PU 25- Jts, Tagged PBTD @ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60
Jts Breaking & Inspecting Collars, Applied Liquid O- Ring To Pins &
Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl - C/ Travl 5:30AM To 6:00AM, OWU @
6:00AM, H/ Oiler Pmped 65 BW Down Tbg, RU RBS Power Swivel, PU 1- Jt Tagged CIBP @
4698', RU Rig Pmp, Drilled Up CIBP (2 Hr Drill Time), 180 BW Loss, PU 25- Jts, Tagged PBTD
@ 5440' (NO FILL), RD Power Swivel, LD 25- Jts, POOH W/ 60 Jts Breaking & Inspecting
Collars, Applied Liquid O- Ring To Pins & Retorqued...SWIFN...5:30PM To 6:00PM C/ Travl -

MIRUSU, No Pressure On Csg Or Tbg, R/D Wellhead, R/U Weatherford BOPS, POOH W/- 108
Jts Tbg, NC, P/U & TIH W/- RBS Bit & Bit Sub, 149- Jts Tbg, SWI, CSDFN @ 6:00 PM, 6:00 To
6:30 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $19,960

11/20/2012 Day: 3 Conversion

http://www.inewfld.com/denver/SumActRpt.asp?RC=160131&API=4301333394&MinD...



RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000
Summary Rig Activity Page 2 of 3

NC #2 on 11/20/2012 - Contin POOH W/ Tbg Breaking Collars, MU & RIH W/ XN Arrow Set
PKR, PT Tbg - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 40BW Down Tbg,
Conti POOH W/ 90 Jts Tbg Breaking & Inspecting Collars, Applied Liquid O- Ring & Retorqued,
MU & RIH W/ XN Arrow Set Injection PKR, TIH W/ 150 Jts, H/ Oiler Pmped 10 BW Down Tbg,
Seated Stnd Valve W/ Sandline, 20BW To Fill Tbg, MU Isolation T, PT Tbg To 3000psi, 125psi
Loss In 60 Min, RePressured Tbg To 3000psi, No Pressure Loss In 60 Min, Retrieved Stnd
Valve, RD Workfloor, NU BOP, MU 3K Injection Tree, Ready Circulate Well To PT
Csg....SWIFN...6:00PM To 6:30PM C/ Travl - C/ Travl 5:30AM To 6:00AM, OWU @ 6:00AM, H/
Oiler Pmped 40BW Down Tbg, Conti POOH W/ 90 Jts Tbg Breaking & Inspecting Collars,
Applied Liquid O- Ring & Retorqued, MU & RIH W/ XN Arrow Set Injection PKR, TIH W/ 150
Jts, H/ Oiler Pmped 10 BW Down Tbg, Seated Stnd Valve W/ Sandline, 20BW To Fill Tbg, MU
Isolation T, PT Tbg To 3000psi, 125psi Loss In 60 Min, RePressured Tbg To 3000psi, No
Pressure Loss In 60 Min, Retrieved Stnd Valve, RD Workfloor, NU BOP, MU 3K Injection Tree,
Ready Circulate Well To PT Csg....SWIFN...6:00PM To 6:30PM C/ Travl - C/ Travl 5:30AM To
6:00AM, OWU @ 6:00AM, H/ Oiler Pmped 40BW Down Tbg, Conti POOH W/ 90 Jts Tbg
Breaking & Inspecting Collars, Applied Liquid O- Ring & Retorqued, MU & RIH W/ XN Arrow
Set Injection PKR, TIH W/ 150 Jts, H/ Oiler Pmped 10 BW Down Tbg, Seated Stnd Valve W/
Sandline, 20BW To Fill Tbg, MU Isolation T, PT Tbg To 3000psi, 125psi Loss In 60 Min,
RePressured Tbg To 3000psi, No Pressure Loss In 60 Min, Retrieved Stnd Valve, RD Workfloor,
NU BOP, MU 3K Injection Tree, Ready Circulate Well To PT Csg....SWIFN...6:00PM To 6:30PM
C/ Travl
Daily Cost: $0
Cumulative Cost: $37,462

11/21/2012 Day: 4 Conversion

NC #2 on 11/21/2012 - H/ Oiler Circulated 70BW Down Csg W/ PKR Fluid, Set Injection PKR,
PT Csg To 1500psi, GOOD TEST, READY FOR MIT - C/ Travl 5:30AM To 6:00AM, OWU @
6:00AM, H/ Oiler Circulated 70BW W/ PKR Fluids Down Csg, Set XN Arrow Set PKR CE @
4703' W/ 1500# Tension, H/ Oiler Pmped 20BW To Fill Csg, PT Csg To 1500psi, 75psi Loss In
30 Min, Repressured Csg To 1500psi, NO PRESSURE LOSS IN 60 Min, GOOD TEST!, X- Over
For Rods, RDMOSU....FINAL REPORT! READY FOR MIT!!!!! - C/ Travl 5:30AM To 6:00AM, OWU
@ 6:00AM, H/ Oiler Circulated 70BW W/ PKR Fluids Down Csg, Set XN Arrow Set PKR CE @
4703' W/ 1500# Tension, H/ Oiler Pmped 20BW To Fill Csg, PT Csg To 1500psi, 75psi Loss In
30 Min, Repressured Csg To 1500psi, NO PRESSURE LOSS IN 60 Min, GOOD TEST!, X- Over
For Rods, RDMOSU....FINAL REPORT! READY FOR MIT!!!!! - C/ Travl 5:30AM To 6:00AM, OWU
@ 6:00AM, H/ Oiler Circulated 70BW W/ PKR Fluids Down Csg, Set XN Arrow Set PKR CE @
4703' W/ 1500# Tension, H/ Oiler Pmped 20BW To Fill Csg, PT Csg To 1500psi, 75psi Loss In
30 Min, Repressured Csg To 1500psi, NO PRESSURE LOSS IN 60 Min, GOOD TEST!, X- Over
For Rods, RDMOSU....FINAL REPORT! READY FOR MIT!!!!! Finalized
Daily Cost: $0
Cumulative Cost: $42,317

11/28/2012 Day: 5 Conversion

Rigless on 11/28/2012 - Conduct initial MIT - On 11/26/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/27/2012
the casing was pressured up to 1480 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 450 psig during the test.
There was not a State representative available to witness the test. - On 11/26/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 11/27/2012 the casing was pressured up to 1480 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 450 psig during the test. There was not a State representative available to witness the

http://www.inewfld.com/denver/SumActRpt.asp?RC=160131&API=4301333394&MinD...



RECEIVED: Nov. 30, 2012

Sundry Number: 32544 API Well Number: 43013333940000Sundry Number: 32544 API Well Number: 43013333940000
Summary Rig Activity Page 3 of 3

test. - On 11/26/2012 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 11/27/2012 the casing was pressured up to 1480
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 450 psig during the test. There was not a State representative
available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $120,951

Pertinent Files: Go to File List

http://www.inewf1d.com/denver/SumActRpt.asp?RC=160131&API=4301333394&MinD...



RECEIVED: May. 08, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74392 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 16-22-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2068 FSL 0649 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /7 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 1:30 PM on
05/07/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /8 /2013

May 08, 2013

Sundry Number: 37669 API Well Number: 43013333940000Sundry Number: 37669 API Well Number: 43013333940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74392

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 16-22-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

2068 FSL 0649 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5 /7 /2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 1:30 PM on Accepted by the
05/07/2013. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 08, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/8/2013

RECEIVED: May. 08,



SpudDate:08/27/07 FEDERAL 16-22-9-16
Put on Production:10/10/07

GL: 5800' KB: 5812' Injection Wellbore
Diagram

SURFACECARING
_

rpar inP

CSG SIZE: 8-5/8" CementTop @39' 10/05/07 5035-5071' Frac Al sands as follows:

GRADE:J-55 140366#20/40 sand in 1008bbi Lightning 17
frac fluid Treated@avg press of 1851psi

WEIGHT:24# wlavgrateof 24 8 BPM ISIP 2081 psi Calc

LENGTH:7 jts (293 76')
flush 5033gal. Actual flush; 4536 gal

DEFTH LANDED 305 6!' KB Casing Shoe@306 10/06/07 4964-4969' Frac A.5 s 112
bis Lightmng 17

HOLE SIZE:12-1/4" frac fluid Treated@avg press of 2605 psi

CEMENTDATA 160sxs Class"G" cmt, est 6 bbis enn lo surE a 4rale of24 8 BPM ISIP4 5069si Cale

10/05/07 4860-4867' Frae B2 sands as follows:
13965#20/40send in 269 bbis Lightning 17
frac fluid Treated@avg press of 2l30 ps!
wlavg rate of 24 8 BPM ISIP 1925 psi Calc
flush:4858 gal Actualflush: 4355 gal

10/05)07 4748-4760' Frar C sands as foHews:
PRODUCTION CASING 41811# 20/40sand in 406 bbis Lightning 17

CSG SIZE 5-1/2.- frac fluid Treated@av8 press of 2620 psi
w/avg rate of 24 8 BPM ISIP 2235 ps! Calc

GRADE:J-55 flush; 4746 gal Actual flush;4662 gal

WEIGHT: 155# 6/17/08 Parted rods Updated rod and tubingdetail

LENGTH:? Jts (') 1Ill9/08 Pump Change Updatedrod &tubingdetails

DEFTH LANDED:605l' KB 2/13109 Tubing laak Updated r & t details

HOLE SIZE 7-7Æ" 6/18/2010 Tubing leak. Updated md and tubingdetail

CEMENTDATA: 350 sxs Prem Lite lEmixed& 525 sus 50/50 POZ l1/21/12 Convert to Injection Well

CEMENTTOP 39' l 1/27/12 Conversion MIT Finalized - updatetbg
detad

TUBING
SIZE/GRADE/WT: 2-7Æ"/ N-80 / 6 S#

NO OF JOINTS:42 Jts (1309')

SIZE/GRADE/WT 2-7Æ"/ J-55 / 6 5#

NO OF JOINTS: 108 jts (3375 T)

SEATINGNIPPLE: 2-7/8" (l 10')
SN LANDEDAT 4696 7' KB

ONIOFFTOOL AT 4697 S'

X-SEALLANDED AT 4699 3' KB

ARROW#i PACKERCE AT 4703 09'

XO 2-3/8 x 2-7/81-55 AT 4706 6'

TBO PUP 2-3/8J-55 AT: 4707 I'

X/NNIPPLE AT: 47ll l· P¶RFORATION RECORD

TOTAL STRINGLENGTH EOT@4713. SN @4697' 10/02/07 5035-5071' 4 JSPF 144 holes

On Olf Tool @4698 10/05/07 4964-4969' 4 JSPF 20 holes

SN @4699, 10/05)O7 486&486T 4 JSPF 28 holes
10/05/07 4748-4760' 4]SPF 48holes

Packer@4703'

I
..

X/NNipple@4711'
EOT@4713'

4748-4760'

4860-486T

4964-4969'

5035-5071'

NEWFIELD
PBTD@5440'

FEDERAL 16-22-9-16 / TD@6075'

2068'FSL & 649' FEL
NE/SE Section 22-T9S-RI6E

Duchesne Co, Utah
API #43-013-33394: Lease # UTU-74392

LCN



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-395

Operator: Newfield Production Company

Well: Federal 16-22-9-16

Location: Section 22, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33394

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on July 25, 2012.

2. Maximum Allowable Injection Pressure: 1,877 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,872' -- 5,440')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: | 1 - $ ~¾ i L
J Rogers Date
A ociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton

UTAHDuchesne County
Well File DNR

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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